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MODEL G1073 
© 1¥2 HP, 110/220V 
single-phase motor 

°3 blade speeds: 

1900, 2400, 2900 FPM 
Cast-iron table is 17" x 17’ 

tilts 10°L, 45°R 

Includes %" blade 
«Heavy-duty rip fence 
© Built-in dust collection port 
Shipping weight approx. 450 Ibs. 


REG. $550 SALE 9525°° 


MODEL G1017 | 
#2 HP, 110V motor 
» Dual-knife cutterhead 


12" wide x 5¥2" thick 
Optional dust hood | 
available | 


ml Complete with instruc- 
a ion rata 
| Sextea sex << Shipping weight approx. | 
BN ee 
ONLY $395°° 
Ve 


en a 


JODEL G1071 | 
Heavy-duty 1 HP, 
110/220V mot 
Castiron 24” x 24" table 
tilts to 45° | 
Ten spindle sizes: ¥4", 34" Ya", 
Spt, a", 1". 1", 28, 38, 4h 
| Builtin dust collection port 
Shipping weight approx. 345 Ibs, 


INTRO PRICE 49509 


| MODEL G1182 
LHP, 110/220 motor | 
ESE - Gbinetype stand 
Longest bed (47") of 
all jointers in its class 
Heavy-duty center-mounted 
fence 
e Shipping weight approx. 

250 Ibs, 


REG. $375 SALE $3559 | 


e Stock capacity: = 


ING NEWS | COMBINATION SA 


Dedicated to 
QUALITY, VALUE, 
and SERVICE! 


IMPORTS, INC. 


MODEL G1022 
© 1% HP, 110/220V motor 
°2 castiron wings 
Precision-ground 


Shipping weight approx. 270 Ibs. 
REG. $375 SALE 534500 | 


MODEL G1021 

2 HP, 220V single-phase motor| 
2 feed speeds 

‘Stock capacity: 
15" wide x 6" thick 

‘Automatic infeed and outfeed 

rollers are chain-driven 

© Castiron table is 15" x 20" 

with 15" extensions each side 

Shipping weight approx. 

Comes with 475 Ibs. 
| FREE STAND! onty $7650 


MODEL G1014 
3 HP, single phase motor 
* Quick belt-elease lever 
° Heavy-duty steel stand 
Features shielded bearings 
| Table tilts to 45° 
° Shipping weight approx. 
120 Ibs. 


REG. $195 SALE $179 


Top 1 


MODEL G1023 


i 3 HP, 220V single-phase motor 
castiron table top with T-slots Preciston-ground solid cast- 
Table size with extension wings sm iron table and wings 
atx 27" Steel miter gauge | 


Magnetic switch 
Shipping weight approx. 425 Ibs. 


REG. $795 SALE *750° 


‘MODEL G1033 

3 HP, 220V 
single-phase motor 
2-speed automatic feed 
Stock capacity: 
20" wide x 8" thick 
Anti-kickback fingers prevent 
board from backing up 
Precision-ground castiron 
table measures 26" x 20" 
Shipping weight approx. 800 Ibs. 


onty $4195 
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MODEL G1079 
° 1% HP, 220V 
single-phase motor 
Separate Ya HP belt feed | 
motor 
Dual belt-driven 
sanding drums 
Heavy-duty steel cabinet 
Builtin dust collection ports 
Shipping welght approx. 
5 Ibs 


“INTRO price $7950 


MODEL G1035 
1% HP, 110/220V motor 
* Two interchangeable 
spindles: Ya" & 34" 
20" x 18" precision-ground, i 
castiron table 
Dual speed, reversing motor 
Two independently adjustable 
249" x 10" fences 
Shipping weight approx. 
5 Ibs. 


onty $395°° 
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Importers of Fine Machinery 


VISA. 
we hA| 


‘ALL MACHINES eed ARE FOB, 
BELLINGHAM, We 
VILLANSPORT PA 
Circle No, 860 


MODEL G1029 
With 10' of FREE HOSE! 
j ©2 HP, 220V single phase motor 
Handles two machines easily 
‘Suction capacity: 1182 cfm 
Complete with instruction 
manual 
Shipping weight approx. 
140 Ibs. 
REG. $275 SALE 5255? 
44695658 


2406 REACH RD., 
WILLIAMSPORT, PA 17701 


=e 1-800-523-4777 


CUSTOMER SERVICE: (717)326-3806 Ff 


}00)438-5901 


P.0 BOX 2069, 
BELLINGHAM, WA 98227 


41-5537 


CUSTOMER SERVICE: (360)647-0801 FAX: (800)225-0021 
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A LITTLE BIT ABOUT 


A LOT OF THINGS 


Steve Sawyer wins the 
Pampered-Pooch Contest 
Yes folks, it's official. WOODe 
magazine reader Steve Sawyer 
of Arkansas City, Kansas, with a 
lot of help from Cupid, his two- 
year-old dog, beat out 294 other 
entrants in our Pampered-Pooch 
Contest. (That's Steve and 
Cupid talking woodworking at 
right.) For his efforts, Steve won 
the doghouse project we fea- 
tured in the August issue and a 
year's supply of dogfood. 

Thanks to everyone who 
entered. A special thanks to 
Joshua Gardner, from Mountain 
Lake, Minnesota, a gradeschool- 
er who sent us his school picture 
and another photo of his Pound 
Puppy stuffed dog, Joshua writes, 
"This is the only dog I've ever 
owned, and it came in a box. I've 
been bugging my dad to get a 
dog, and I think if 1 can prove that 
I can get a doghouse and a year's 
supply of dogfood, he might get 
me one." Good luck, Joshua. 


you've | given | your. shop tools a 

tuneup, you'll want to spend 
some time reading this article, 
which starts on page 68. We 
talk in depth about radial-arm 
saws, bandsaws, and miter- 
saws, and give other, more-gen- 
eral tool-tuning advice, too. 


Now here's a dog that earns her keep. 


| New Sa ty Column Debuts j 
Evens woodworker -knoy sy 
instinctively that danger Lurl 
in the workshop. Yet, most of 
us give surprisingly little 
thought to tool safety and safe 
woodworking practice—until 
an accident happens or almost 
happens. 

That's why we're introducing 
a new column entitled "Where 
Safety Begins." We've made 
arrangements with Mike 
Gililland, the owner of a safety- 
consulting firm and a lifelong 
woodworker with 25 years of 
engineering experience, to 
answer any safety-related ques- 
tions you may have. See page 
84 for how to get in touch 
with The Safety Man. 


Important Change for the 1996 Build-A-Toyo Contest 


gviLo 
# e 
FT < 


If you're planning to enter a toy in the 1996 Build-A-Toy 
Contest—and I hope you ate—see page 36 for the 
4 rules. You'll notice that the entry deadline is 
September 1, 1996. That means you have almost an 
entire year to plan, design, and build your toy—several 
months longer than in the past. 


For some inspiration, take a look at the winning toys for 1995 on 


pages 34-35. 


Photograph: Rex Flottman 
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A maker of Shaker 
Meet Kentucky’s oval-box expert. 


Floor-model jewelry cabinet 
Please a loved one with this showy organizer 
for necklaces, bracelets, earrings, and rings. 


1 Fairest of them all 
Top a dresser with this pivoting-mirror project. 


Make ‘n’ shake 
Spice up your table with our seasoning shakers. 


Clowning around 
Tickle a funny bone carving these two jokers. 


Two of a kind 
Choose between our twin beds and bunk beds. 


Tuning up your power tools 
Learn how to diagnose problems and improve 
the accuracy of three major workshop tools 
with our tried-and-true guide. 

) Radial-arm saws 

4 Bandsaws 
Mitersaws 


4 What your owner’s manual 
can do for you 
Take the time to study your power tools. 


SHORT-SUBJECT FEATURES 


The Editor’s Angle 

4 Tool Buyer's Update 
Talking Back 
Tips From Your Shop (And Ours) 
What Woodworkers Need To Know 

22 Products That Perform 

8 Ask WOOD 

4 Build-A-Toy™ Contest Winners 
Wood Anecdote 
Finishing Touches 


This issue's cover wood grain: Tamarack 
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‘©1805 S-8 Power Tool Company, 4300 W. Peterson Ave, Chicage, IL. 605465 


It only has a bit in common 
with other cordless drills. 


Through an unprecedented combination of run-time, reliability 
and ergonomic design, Bosch cordless drills redefine Total Performance 
for the entire category. In test after test, nothing outperforms our 
T-handle and pistol grip drill/drivers or impact drivers. 

The reason they work harder is that their 9.6 and 12.0 Volt High 

Endurance power packs are designed to get more work out of a charge. 

Up to 30% more. Run-time is further enhanced by an innovative low resistance switch that 
minimizes power lost to heat. So more energy goes to the job at hand. 

Other exclusive features include the Perma-Brush” motor which eliminates brush 
replacement for the life of the tool. Plus the perfect balance, 
comfort and weight of our industry leading ergonomic design. 

One last bit of difference these exceptional tools offer is a one 
year warranty, 90 day satisfaction guarantee and one year service 
protection plan. 


= — I Tr 


Power Tools 
ENGINEERED FOR PERFORMANCE” 


TOOLBUYER S,UPDATE 


A comfortable-to-hold detail sander at a reasonable price 


Detail sanders can save you hours 
of aggravating work by aggres- 
sively sanding in hard-to-reach 
nooks and crannies. But until this 
Skil model 7200 Corner/Detail 
Sander arrived, smooth perfor- 
mance came at a price of $75 and 
up. (See our review of the other 
detail sanders in the November 
1994 issue.) 


Although comparably priced 
with the $45 Ryobi DS 1000 we 
reviewed, the new Skil 7200 
Corner/Detail Sander doesn’t suf- 
fer from the aggravating vibration 
we experienced with the Ryobi. 
Plus, the Skil borrows many of 
the same design features found in 
the $75 Bosch B7000 sander. 
These include a tool-less system 
for changing the triangular sand- 
ing pads, a dust-collection port, 
and a flexible-shaft drive system 
that provides equal stock removal 
over the entire surface of the 
sanding disc. 

In terms of the grip, I found the 
Skil preferable to the Bosch 
because it offers a slimmer cross- 
section that’s easier to hold. 
What the Skil Corner/Detail 
Sander lacks is the aggressive 


stock removal of the Bosch 
sander. To keep costs down, the 
company uses a less-powerful 
motor, which at top speed draws 
5 amp (compared to 1.1 amps 
for the Bosch). But most home 
woodworkers don’t need the 
kind of power the Bosch provides 
and should find the performance 
of the Skil more than sufficient 
for occasional work. 

—Tested by Dave Henderson 


PRODUCT SCORECARD 


Skil model 

7200 Corner/Detail Sander 
Performance ye je we wr ow 
Price About $45.00 

Value ak mk ke Kk 


Write to: $-B Power Tool Go., 4300 
W. Peterson Ave., Chicago, IL 60646. 
Call 312/286-7330. 


Pad brakes boost convenience of random-orbit sanders 


Porter-Cable recently updated the 
Quicksand line of random-orbit 
sanders to include pad brakes. 
And for those of you who own 
the older versions of these 
machines, the company also 
offers a conversion kit so you 
don't have to go out and buy a 
brand-new sander. 

On random-orbit sanders, a pad 
brake prevents the sanding pad 
from accelerating to full motor 
speed when you lift the sander off 
the workpiece. With the brake- 
less model sanders, you have to 
turn the tool off and wait for the 
sanding pad to stop before plac- 
ing it on a new work surface. 
Otherwise, the rapidly spinning 
pad would gouge the wood. 

Except for the addition of the 
pad brakes, nothing about these 
sanders has changed from the pre- 
vious models. The Quicksand line 
offers 5" pads in hook-and-loop or 
pressure-sensitive-adhesive (PSA) 
discs, 1.7-amp motors, and a top 
speed of 12,000 orbits per 


minute. A porous plastic can- 
ister hooked up to a port on 
the side of the sander traps 
about 75 percent of the dust 
generated by sanding. 

The sander I tried, model 
333, worked as advertised. 
Not having to wait for the 
pad to slow down and stop 
significantly reduces the 
amount of time I spend sand- 
ing small workpieces. 

The pad-brake conversion 
kit costs about $13, and you 
can buy one from a Porter- 
Cable service center. Check 
in the Yellow Pages of your 
telephone directory for a ser- 
vice center in your area. If 
you don’t find one, call the toll- 
free number right, and operators 
will put you in touch with a ser- 
vice center. The cost of installa- 
tion will vary depending on what 
the service center charges for 
labor, but the process takes less 
than an hour.® 

—Tested by Tom Jackson 


PRODUCT SCORECARD 
Porter-Cable Quicksand Sanders 


Performance je we we we xt 
Price ‘About $80.00 
Yalue a ke kk 


Write to: Porter-Cable, P.O. Box 
2468, Jackson, TN 38302-2468. Call 
800/487-8665. 
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PROOF THAT THE APPLE 
DOESN’T FALL FAR FROM THE TREE. 


We've never set out to copy our Unisaw. But 
we've certainly learned a lot from it over the 
years, Most importantly, how to build a quality 
saw to fit the needs of its owner, Which is why 
we build more types and sizes of saws than any 
other company in the business. All with the heft 
and precision we put into our professional saws. 

Take our new 10" Contractor's Saw II" for 
instance. Built with a massive cast iron carriage 
and trunnion assembly, topped off with a 
20"x27" cast iron table and solid steel extension 
wings. Its powerful 1/2 HP motor and Jet-Lock® 
rip fence give you accuracy and capacity 


WOODWORKING MACHINERY 
A Pentair Company. 


enough for the long haul. = —~ 
Admittedly, we have an 
advantage when it comes to ~ ~ 
making and selling saws. All 
those years of building tools 


to say that Delta would bea, a / 

pretty good place to start, if : : 

you're in the market for a good bench saw or a 

cabinet saw or any saw in between. We figure 

you shouldn't have to be a professional in order 
to work like one. 

For the name of the nearest dealer, 
home center or hardware store carrying 
Delta Tools, call Delta International 
Machinery Corp., 800-438-2486. 

In Canada, 519-836-2840. 


) 
np Delta 
funds these 


Programs. 


A rule for tape-measure adjustment 

I enjoyed the article “Measuring and Marking Rules 
to Live By” in the February 1995 issue. I have an 
additional tip along this line. I have found a way of 
adjusting the end clip on my tape measure after it 
has been bent from dropping or being hit. I will lay 
out some marks on a board, 6" and 12" in from one 
end. I ensure an accurate measurement by placing 
the 6" mark on the edge of the board, and marking 
the board from the 12" and 18" marks with a fine 
pencil. Then, I place the end clip of the tape on the 
end of the board, and compare how the 6" and 12" 
marks line up with the marks from the previous 
measurement, And finally, depending on the adjust- 
ment needed, I use a pliers to bend the tape clip in 
or out. 


—Jay L. Van Epps, North Creek, 


Still more on accurate marking 

I read the article “Measuring and Marking Rules to 
Live By” in the February 1995 issue, and would like 
to add my trick to the list. 1 keep a block of square- 
cut hardwood near my radial-arm saw to assist in 
checking my cutting position. First, I place my 
workpiece against the fence of the saw. Then, I 
place the squared end of the block against the side 
of the sawblade (with the saw turned off ), and on 
top of the workpiece. By aligning the cut-off mark 
on my workpiece with the edge of the wood block, 
I make perfect cuts every time. 

—Robert Barr, Mandan, N.D. 


Place top of block in 
contact with saw teeth. 


Radial-arm 
saw fence 


W. welcome comments, criticisms, 
suggestions, and even compliments. 
Send your correspondence to: Talking 
Back, Better Homes and Gardens» 
WOODzs Magazine, 1912 Grand Ave., Des 
Moines, IA 50309-3379. To contact us via 
computer, use these on-line addresses: 
CompuServe address: 74404,3516 
Internet: 74404.3516@compuserve.com 


Add, don’t subtract! 
In the article “Measuring and Marking Rules to Live 
By” in the February 1995 issue, I believe that the 
way Rule #3 is written may contribute to some 
inaccuracy. To get the proper measurement when 
starting to measure from the 1" mark on a tape, I 
add 1" to the desired board length. 

—Herman Barkwood, Landing, N.J: 


Herman, we have heard from several other p 
readers with the same comments. Hopefully, / 
your letter and the drawing (below) will 

clarify this rule of measurement. 


Ieogthyetaing al 
length, st al 
the 1" mark 2 
the tape, make 


the cut mark at 
the 7" point. 


Memories of wheel-making 

The story “Hitch Wagons from the Heartland” in 
the April 1995 issue evoked memories of my boy- 
hood when I watched and sometimes hindered our 
small town blacksmith as he shod horses, sharp- 
ened plowshares, and repaired wagon wheels. 

An important part of the blacksmith’s business 
was tightening the metal rims of wheels that had 
worked loose. Our local smith used a tool called a 
tire shrinker for this job. He would measure the 
inside of the tire and the outside of the wheel with 
a traveler. Then, he would make two reference 
marks on the rim, several inches apart. The rim was 
then heated to forging heat between the marks. 
When placed in the tire shrinker, the steel was 
gathered where it had been heated. A little forging 
with the hammer then smoothed out any irregulari- 
ties in the rim. Finally, a measurement was taken 
from the reference marks to see if the rim had 
shrunk enough to fit tightly. 

—David Ayres, Lakeland, Fla. 


I have occasionally felt a twinge of jealousy watch- 
ing a blacksmith adjusting the length of a steel 
piece or filling gaps and spaces with a judicious 
use of a hammer and heat. Unfortunately, these 
techniques don’t work very well on the wooden 
pieces I cut to the wrong length! 

—Don Mostrom, Correspondence Writer 
Continued on page 8 
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WE DIDN’T BUILD IT 
AS A LOW-PRICED MITER SAW. 
WE BUILT IT AS A DELTA. 


PX. YY 


TA 


Continued from page 6 
It’s a snap! 
Iadded an improvement to the dust collector static- 
electricity removal system that was explained in 
the December 1994 Talking Back, “Removing static 
from the outside”. I placed bayonet-type electrical 
connectors in the wire at each pipe joint, making 
for an easier separation of the tubes when cleaning. 
Just pull the connector apart, and separate the 
tubes at the joint. 

Monte W. Aldefer, Farmland, Ind. 


Static-removal 
wire 


Loose clean-out joint 


Bayonet-type 
electrical Connectors 


Model 8-12 
Model 10-16 


Rew medical studies show that breathing wood dust can be hazardous 
to your health. The JDS AIR-TECH 2000 will dramatically improve the 


quality of the air in your workshop. 


Our model 350 delivers 350 CFM of filtered air. This will clean the air in a 
20 x 20 x 8 foot shop six and a half times per hour, For larger areas, our dual 
speed model 8-12 will deliver 800 or 1,250 CFM of filtered air for only $495. 


Our model 10-16 will deliver 1,000 or 1,600 CFM of filtered air for $695. 
The JDS AIR-TECH 2000 systems will remove 99% of dust particles as 
small as five micron and 80% of the particles as small as one micron. 


Better stickers make 
better stacks 
After reading the solar kiln 
piece in the June 1994 
issue, I have a few more 
additions on the use of 
stickers while drying 
wood. 
1 The stickers should be placed directly over each 
other in the stack. Otherwise, the stresses intro- 
duced by the offset stickers can result in some mar- 
velous curves in the boards when the pile is 
unstacked, 
2 The stickers should be dry and preferably of the 
same stock. A green sticker against green wood 
provides an excellent location for stain- and decay- 
causing fungi to grow. 
3 A rough-sawn sticker will allow more air move- 
ment between itself and the green wood than will a 
planed sticker. 
4 Do not use walnut, butternut, or oak for stickers. 
These woods will cause staining of other types of 
wood. The best bet for stickers is a low-resin, non- 
staining wood such as basswood.# 

—Leonard G. Lee, Veritas Tools, Inc., Ogdensburg, N.Y. 


Model 350 


JDS AIR-TECH 2000" 
Our unique design makes both ceiling 00 
installation and filter changing quick and easy. 259 . 


For the removal of odors, fumes and smoke, Model 350 
our optional charcoal filter is available. 


Another quality product from JDS 


Manufactured in the U.S.A. 
To place an order or for the dealer C 0 M PA N Y 
saree Ra lL OR 1-800-382-2637 
And give yourself some breathing room. 


No More 
Hand Sanding. 


Introducing The Profile Sander™ From Porter-Cable. 


Our revolutionary Profile Sander gets you into all the tricky, hard-to-reach corners of 
your work. But unlike “detail” sanders, it gets you out of the corner. And over curves. Through 
the grooves. Around the intricate carvings of your workpiece. Plus it does it faster and easier 
than you could ever dream of doing by hand. 

If you'd like to eliminate hand sanding from your work, visit your local Porter-Cable 
dealer. Or call 1-800-487-8665 (519-836-2840 in Canada) forthe 
retailer nearest you and a free brochure. 


AAAAAAMABRUTETUN 


Choose from 17 different profiles to tackle every shape you encounter. 


Professional Power Tools Since 1906 


Porter-Cable'ls proud to be a co-underwriter of The New Yankee Workshop and The American Woodshop on public television. 


For small or occasional tight-spot 
sanding chores, try building this 
hand-powered corner/detail 
sander. Cut the handle from a 
scrap piece of 34" hardwood ply- 
wood to the shape shown. Make 
the grip end long enough to fit 
comfortably in your hand and 
round the edges. Now, make the 
triangular pad with 2%" sides, 
each cut at a 60° angle. Install the 
pada) as shown, apply a piece of 
_ self-adhesive sandpa- 
per to the bottom 
of the pad, and 
sand away. 

—Rene Stebenne, 
Whitinsville, Mass. 


| ost finishing sanders 
Me a great job until you 

| get to a tight corner. 

But for $70 or so, you can buy | 

}an electric corner/detail sander | 

| that will zap those spots in sec- 

| onds, But much of the fun of |) 


Build your own “cordless” detail sander 


V/s" wing nut 


2/4" plywood 
eee 1/a" flat washer S 


‘V/e" plywood 
sanding pad 


Ve" hole 4/10" deep 
with a 1/4" hole 
centered inside 


a" x 1472" RH. 
machine screw 


Self-adhesive sandpaper cut to fit pad 


puttering around in the shop 
|comes from dreaming up your | 
{own no-cost solutions. Fo: 
instance: Rene Stebenne’s 
“cordless” detail sander right, | 
| may require a little elbow] 
| grease, but it costs next to|) 
| nothing for materials. 
Ideas that save money almost | 
| always make good shop tips. | 
\s0 the next time you get a|) 
penny-wise inspiration, put it | ) 
| down on paper and send it to |) 
| us. If we choose your tip, we'll | 
| pay you $40, plus you'll get a 
| shot at winning a new tool for | 
the top tip. Just send a descrip- 
tion of the idea and a drawing 
1 photo to: i 


For sending us the top shop tip in 
this issue we awarded Rene a Ryobi 
MLG618 benchtop lathe. 


For a slip-free alternative to string 
or rope when tying together 
bunches of dowels or other long 
pieces of stock, try stretch film. 
This thin plastic material can be 


Tips From Your Shop 


(and Ours) found in the tape section of most 
WOODo Magazine hardware or homecenter stores. 
1912 Grand Ave. Stretch film adheres to itself, but 


Des Moines, IA 50309-3379 


We try to publish original 

shop tips, so please send your 
Jidea to only one magazine. 
Also note that we cannot 
return your submissions. 
Thanks, and keep those shop 
tips coming. 


Torn ahr 


Stretch film beats string for bunching materials 


unlike tape, it can be reused 
many times. And stretch film con- 
tains no adhesives that might gum 
up your wood. 

—W.L. Sargent, Long Beach, Calif. 
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Deserve it 


‘oy When your work Pequifes absolute 
La precision and quality cuts, there is no substitute 
for the Freud LU85 -- at any price. 
The LU85 produces a flawless cut that requires 
no sanding. It eliminates chipping and will improve the fit 
: and beauty of your most demanding projects. 
Only the award winning LU85 can give you this kind of 
: 


performance, because no other blade is manufactured with the 
same care, strict tolerances and fine materials. 

The exclusive long-life, titanium-bonded micro-grain carbide 
| tips are ground with special angles, and the laser-cut extra stiff 
' plate is bonded with a thick layer of Teflon® using a special 
| process. This allows the blade to glide through the wood and 
i eliminates pitch build-up. 

The LU85 is a precision cut-off saw, ideal for your mitre saw 
or table saw, for the cutting of natural woods, low pressure 
| laminates and mouldings. Circle No. 1321 
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Precisely what you need. 
218 Feld Ave. © High Point, NC 27264 


Til Pp. FROM YOUR SHOP 
(AND OURS) 
Continued from page 10 


Copy scrollsaw and chip-carving patterns onto clear plastic 


If you want to transfer a scrollsaw 
or chip-carving pattern onto a 
piece of wood, buy some clear 
acetate appliqué film. Available 
from office-supply stores, this film 
has a peel-off backing that allows 
you to adhere it to any workpiece. 
(Before you buy, check with a ser- 
vice technician or the company 
who makes your copy machine to 
ensure that the machine will 
accept clear acetate sheets.) 

Now, to get your design onto the 
appliqué film, first draw the pat- 
tern on a piece of paper. Then, 
place the paper pattern face-side 
down on the glass plate of the 
copy machine, load the appliqué 
film in the paper-supply bin, and 
photocopy the pattern onto the 
appliqué film. Now, you’re ready 
to adhere the appliqué pattern to 
your project piece. 

—Phil Maass, Rochester, Minn. 


Paper pattern 
face down 


Self-adhesive 
appliqué film 


A “bed of staples” takes 
the torture out of finishing 
Whether you spray or use a 
brush, finishing the bottom of a 
bowl, vase, or other small project 
always proves difficult. By elevat- 
ing the project on this grid of | 
staples, you can rotate it easi- ~ 
ly and apply the finish to the 
bottom edge without the 
project sticking to the surface 
it’s resting on, 

Start by placing a piece of %"- 
thick cardboard on top of a piece 
of foam rubber, Now, take a sta- 
ple gun and drive several rows of 
¥s"long staples through the card- 
board and into the foam. When 
you turn the cardboard over and 
peel off the foam rubber, you'll 
have a convenient, reusable bed 
of staples on which to place 
bowls, turned objects, and other 
small projects for finishing. 

Joyce, Stittsville, Ont. 


Cardboard 


Cardboard (section view) a 


ntinued on page 


DEWALT 


§ High Performance Industrial Tools 


TIPO REE 
‘Tryon enjoy working with wood, Continued fom age 13 


Emery boards make 
we Can show you how great yanding sticks 
to build a business. Rather than gluing small strips of 
sandpaper to wood, use an emery 
The first step to building your own business is calling board the next time you're faced 
Guardsman WoodPro. Our mobile furnitufe touch-up. with a delicate sanding task. 


You'll find that emery boards are 
inexpensive, disposable, and 
come in different grits. For a per- 
manent sanding helper, buy a 


and repair service is expanding into select markers. 
Guardsman’s profit centers include Commercial & 
Residential, Kitchen Cabinet Refurbishing and Deck 


Reconditioning. So if you've always wanted to own metal fingernail file impregnated 
your own business and you enjoy working with wood, with diamond dust. (You can find 
do it with a franchise backed by 80 years of experience these in the nail-care section of 
in caring.for wood. Guardsman WoodPro offers: grocery and discount stores.) 


—Verne Holmes, Redlands, Calif. 


3 High Gross 
Margins) 


te)Gompiehensive 

Training, 

1-800-253-3957 / Prem 
ext. 864 ai ivatized 


\, Marketing! 
Start-up costs Advertising 
under $20,000 Program 


Bind scrollsaw multiples 
with masking tape 

When you need to scrollsaw iden- 
tical multiple parts, cut out the 
workpieces to the same length 
and width and bind them together 
with masking tape. Wrap the tape 
tightly around the edges, and the 
workpieces will remain together 
until you're done cutting. 

—Donald Beeson, Watsonville, Calif. | 


Pattern on top_~ Two or more 
piece of , 


Wrap masking tape tightly 
around layers of stock. 


Continued on page 16 | 
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Circle No. 78 


PRECISION. CAPACITY. 
ANY WAY YOU CUT IT. 


No other Miter Saw delivers the entire package of cutting capacity, accuracy, durability and portability like the 
DeWALT 12" Compound Miter Saw. lis patented sliding fence allows you to make 45° bevel cuts up to 7 7a" wide and 
miter crown moulding up to 67s" in a single cut. And its extra high fence lets you cut moulding up to 5%" standing vertically. 


Designed for accuracy, the stainless steel scale offers precision at any angle, 


with 9 positive stops for quick adjustments. And at only 38 |bs., it's easily transport D WALT 
able. Plus, like every D€WVAIT tool, it's supported by an extensive line of accessories. E 


High Performance Industrial Tools & Accessories 


The DeWALT 12" Compound Miter Saw, it's a cut above the rest. For more informa 
tion, call 1-800-4-DEWAIT. GUARANTEED TOUGH: 


(©1995 DANG Indust Tool Co, 


SCROLL SAWING 


IT PROFIT PROGID 


VAPOR 


Continued from page 14 


Alcohol removes pencil 
lines without a trace 
The next time you make a pencil 
mark that you don’t want to sand 
away or remove with an eraser, 
try alcohol. Soak the corner of a 
rag in denatured alcohol and rub 
the rag across the pencil line. The 
alcohol will remove the pencil 
mark and not leave any residue to 
affect the finish. 

—Russell Marooney, Odessa Texas 


Use a HEGNER Scroll Saw to easily produce unique, money 
making items, while enjoying smooth, quiet operation, quick 
and easy blade changes, and perfect results every time. 
With the world’s top-rated scroll saw, scroll sawing can be 
profitable for you! Call today for a FREE catalog! 


e 800-322-2226 =z 
( 


please tell the operator your code is 677) 


Advanced Machinery Dept. 677, P.O. Box 312 New Castle, DE 19 


Circle No. 3 


Wet rag with alcohol to 
remove pencil marks. 


A FEW MORE TIPS FROM 
OUR WOODWORKING PROS 


e Learn to carve any human cat- 
icature you please by following 
the instructions for the clown 
body, starting on page 58. 
Then, instead of the clown 
head, carve one for a cowboy, 
sailor, or whatever you want. 
*Ever wondered how Shaker 
craftsmen pin together those 
wrap-around oval boxes? Find 
out how on page 45. 

*If you’ve chewed up your 
radial-arm saw table over the 
years, those saw kerfs will 
cause the table to warp. To 
keep your table warp free, 
check out our radial-arm saw 
tune-up article on page 73. ® 


On the produetion line or in your workshop, DML Our Dyanite® C-4 carbide gives you three to five 
precision cutting tools always perform. Over 50 times longer cutting life. Call 1-800-242-7003 
years of woodworking industry today for your authorized DML 
‘experience comes with every distributor. 

‘American-made DML saw blade, 
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Now Master Woodworkers Pass on 
Their Skills and Secrets to You 
a Oe | 


Meet veteran 


MAKING WIDE PANELS 
NS 


1 / .\ WA DY TI 
WVGQDDW ORKII 
Your complete guide to woodworking tools, techniques and materials. 
Now you can build the skills and you'll learn every important technique 
master the techniques that will tum in the cabinetmaking process— from 
you into a better woodworker. And get _ selecting flawless materials to mounting 
plans for just about every shop-made jig the hardware. 
and fixture you're ever likely to need in 
ees Bi Cols eis newiiom days and receive a bonus set of work- 
bench plans! If you keep the book, pay 
Here’ the perfect workbench just $16.99, plus shipping and 
companion—with clear, easy-to-follow handling. Then about every month, 


» 


YES! I would like to examine 
Cabinetmaking free for 15 days 

as my introduction to THE ART 
OF WOODWORKING. Please 
send it to me, along with my free 
Workbench Plans and other future 
volumes, under the terms 
described in this ad. 


Shop-test Cabinetmaking free for 15 


1 
oS 

illustrations and a unique spiral binding you'll receive another book, like Hand} ae 

that allows the book to lie flat while in Tools, Woodworking Machines and ~— 

use. In your first volume, Portable Power Tools, on the same free- | STATEIP_ —__—_— 

Cabinetmaking, you'll discover the examination basis. There is no purchase 1 SEND NO MONEY NOW 

secrets and skills that have taken master necessary, and the free plans are yours 1 Hcard is missing mail to: TIME-LIFE BOOKS, P.O. 
1 Box 85563, Richmond, VA 232 

woodworkers years to acquire. And to keep without any obligation! i 


‘ - Shims: t 


king 


Imagine this situation 
Say you want to cut a dado to 
receive a part cut from 4" ply- 
wood. You set up your stackable 
dado set with the two outside 
blades (4" each, for a total of 4") 
separated by two '" chippers 
(another 4"), giving a total thick- 
ne: f exactly 42". You saw a test 
dado in scrapwood. 


But when you slip the plywood 
into the test cut, you find it 
doesn’t fit very well—the dado’s 
too wide. Measurement of the 
plywood confirms that it isn’t 
quite 4%" thick; it’s more like 1%2". 

Adjusting the dado width is easy 
enough; you just change the chip- 
pers. But you can adjust only by 


@ $e 


For sawing dadoes, nothing beats the quality 
of cut you can achieve with a stackable dado set. The 
two outside blades cleanly cut the sides of the dado while the 
chippers between them clear out the channel. 
To adjust the dado width with a stackable dado set, you simply 
slip the correct combination of chippers between the two %"-kerf 
blades. Chippers generally come in three widths: 14", Ys", and 6". 
And therein lurks a potential problem. 


7 


ar | 
Lv 


Yo" increments—the thickness of 
your narrowest chipper. So you 
decide to go Mo" smaller by 
replacing one %" chipper with a 
Yo" one. You figure the plywood 
will fit, albeit snugly, into the 
resulting 6" dado. But when you 
make your test cut and try it out, 
it’s a no-go. Oh, great! Now what? 


— 


Shims to the rescue 
To make less-than-Yio" adjust- 
ments, you need shims. They're 
simply thin spacers that you place 
in the stack between the blades 
and chippers. 

Your best bet is to buy metal or 
plastic shims made especially for 
dado-set use, such as the set 
shown below. They're manufac- 
tured to precise thicknesses and 
marked in thousandths of an inch 
Shims of precise, known thicknesses, 


such as the ones in this Veritas set, 
make adjusting the dado width easy. 


(.001"=ooo"). This makes it sim- 
ple to add the right amount to 
your dado stack. 

In our sample situation, you 
need to enlarge the dado stack 
from %o" to '%2", an increase of 
Y%2". Stated in decimal form, %2" 
equals .03125". Rounded to thou- 
sandths, that’s .031" or, for sim- 
plicity, .030". (A dimensional vari- 
ance of .00125"—600"—will not 
be noticeable in woodworking.) 

To adjust your dado stack, just 
pick out shims that add up to 
.030". The set shown contains 14 
shims in four thickness 002", 
four; .005", two; .010", four; and 
.020", four. Any combination that 
adds up to .030" would work. 

Here are conversions for some 
fractions less than 46", along with 
rounded values you can use: 


Ys" 015625" use .016" 
Yo" 03125" use .030" 
%i" 046875" use .047" 


18 


dl 


The shop-made 
alternative 

If you don’t have dado shims and 
it’s too late to run to the store to 
buy a set, make your own. Almost 
any thin material from notebook 
paper to plastic milk-jug sides will 
work, as shown below. 


We cut the two plastic shims shown 
from 2-liter pop bottles (.010"-.011" 
thick); the blue cardboard one (.018") 
from a tool-accessory package; the 
paper one with printing (.007") from a 
magazine subscription card; and the 
plain paper one (.005") from the 
WOOD PATTERNS™ insert in the mid- 
dle of the magazine. 

Continued on page 20 
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INCLUDES 21 


saeco A GREAT CRAFTSMAN CORDLESS 15 NOW 0 BIT BETTER. 
le 21 BITS 10 BE ENAGT..PLUS A CASE. 


YOU KNOW THE DRILL. AN AGGRESSIVE CRAFTSMAN 7.2V CORDLESS. GOES ANYWHERE. COSTS $59.99. RIGHT? 
NOT NOW! FOR A SHORT TIME, IT’S EVEN A BETTER BUY WITH AN ADJUSTABLE CLUTCH FOR DIALING UP THE 


RIGHT TORQUE, A REMOVABLE BATTERY AND IS PACKED WITH A 


CRAFTSMAN 21-PC. SCREWDRIVER BIT SET AND. 
GORILLA-PROOF CASE. TOGETHER THEY COST $10 LESS THAN THE 
DRILL WAS BY ITSELF QUANTITIES ARE LIMITED SO GET TO SEARS A 


BIT QUICKER. 21 BITS TO BE EXACT...PLUS A CASE. 


\L PURCHASE 
CT. 1 THRU 14 


BLOW MOLDED CASE aay, 
KEEPS IT ALL READY —4 
FOR ACTION EXCLUSIVELY AT SEARS AND SEARS HARDWARE STORES 


PRICES MAY VARY IN ALASKA HAAR 
‘AND PUERTO ICO. 


; Shims: the secret to 
making dadoes fit 


Cut shims from a variety of mate- Seley Pee n= 
rials so you'll have an Se ormicnt Putting in the shims 
of thicknesses. (This is a great use | For best results, shim more-or-less 
for those magazine insert cards | evenly throughout the stack 
that irk so many of you; they're | rather than putting all the shims 
just under .007" thick.) Make each | in one place. For our hypothetical 
shim about 2%" in diameter with a | situation—a dado stack with two 
56" hole through the middle. Cuta | chippers between the two outer 
notch as shown so you can slip | blades—we could insert shims at 
the shims into the dado stack | the three places pointed out in 


“How to Work 
with Corian’ in 
the Home Workshop” 


You can see it 
advertised in this 
How wn issue: CORIAN 
OMS Seen), comes to life in 
Corer iwn the hands of a 
the hon eas craftsman, Now 
= get your hands. 
on the infor- 
mation you 
need to start 


creating without taking it off the saw | the diagram below. 
with this arbor. This speeds up the process. 

remarkably Because you may not know pre- 

versatile, 


cisely how thick your shop-made 
shims are, determining how many 
to put in isn’t quite as straightfor- 
ward as with commercial sets. 
Here’s a way to do it. 

Starting with a dado that’s just a 
skosh too narrow, measure the 
thickness of the part that fits into 
the dado and the width of the 
dado. Subtract the dado width 
(“%o" in our example) from the 
part dimension (1%2") to deter- 
mine the shim thickness you need 
to add to the dado head. Then, 


workable material. 


Created For Life? 


Circle No, 1120 


stack up some shims and measure Insert shims here, dividing total shim 
their thickness with a vernier thickness as evenly as possible. 
caliper, adding or subtracting 

shims to reach the desired dimen- Conveniently, the total shim 
sion, as shown below. thickness in our example divides 


Precision Ground Tooth 
Free Blade Offer 


The experts agree, PGT Scroll 
are “The Best” Scroll Saw Blades 
You Can Buy! 

They are the Smoothest, Most Accurate, 
and Longest Lasting Blades Available. 
Available from your Olson Dealer 
5" Plain End Blades with Reverse Teeth. 
Univ. Sizes 5,7 & 9. 


Send for your FREE 
BLADE inthe size of 


evenly by three. So, we can just 
put a .010" shim in each space. 

After inserting the shims, tighten 
the saw’s arbor nut firmly. The 
shims act like washers between 
the blades and chippers—which 
they are. So if the nut isn’t tight, 
the chippers may slip, causing 
poor cutting performance. 

For best results when cutting 
dadoes on a tablesaw, install a 
throat insert with a slot barely 
wider than the dado stack. This 
zero-clearance insert helps pre- 
vent chipped edges and enhances 
safety by providing better support 
to narrow workpieces.# 


5,7 or 9) 


Address 
Measure the stacked shims accurately 
with a vernier caliper. When you have | photographs: John Hetherington 
the required thickness, distribute the | _itustration: Roxanne LeMoine 

shims evenly within the dado stack. 


City 


State Zip 


The Olson Saw Company 
16 Stony Hill Road, Dept. WM 
Bethel, CT 06801 20 
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You can carve it, 


polish it, sand it, turn it, 


shape it, cut it, 


rout it, in fact, 


Corian does almost everything wood 
does. Except give you splint 


Cre we could have made Corian’ surfaces exactly like wood. But then they wouldn't be Corian? 
You wouldn't have your choice of colors and patterns. Options Mother Nature obviously overlooked. And without 
Corian’ patterns and colors wouldn't be uniform. Instead you'd have to live with the suspicion that something unpleasant 
lurked below the surface. 

Corian’ also resists nicks and scratches. Not so for you-know-what. And because it's nonporous, stains never 
stick around. You can even finish Corian’ in a number of finishes: from a rich matte to a high-gloss 
shine. So think of Corian® as your more colorful alternative. Because why confine your woodworking CORIAN 
skills only to wood? For more information or to find out where to buy Corian? call 1-800-4-CORIAN. reseed Bon ees 


Circle No. 1120 @UPIND 


Cordless 


Years ago, when my first cordless 
circular saw turned out to be a 
dud (it had little power and a 
short battery life), I vowed never 
to use one again. But having tried 
the new DeWalt 14.4-volt cord- 
less saw, I’m pleased to report it 
suffers from neither of those 
aggravating problems. 

I used the DeWalt for an entire 


day during a deck-building project 


and still had cutting power left in 
the battery that evening. One rea- 
son this saw delivers a lot of cuts 
per charge is that it uses a blade 
with thin-kerf design. The Yio"- 
wide teeth on the DeWalt blade 
don’t have to chop out as much 
wood as the '"- or 342"-wide teeth 
on a standard blade. The DeWalt 
536"-diameter, 24-tooth blade also 
gives you a depth of cut that mea- 
sures 134"—enough to saw 
through a nominal 2x4. 

DeWalt sells a slightly less pow- 
erful, 12-volt version of this saw 
for about $220, which I did not 
test. And for $50 you can buy an 
extra battery (for either saw) so 
that you don't run out of power 
unexpectedly. 

The only inconvenience I experi- 
enced with the 14.4-volt saw was 
that it would occasionally stall, 
especially when I twisted the saw 
slightly, or when I fed it into a 


i PRODU 


circular saw packs a lot of punch 


workpiece too fast. Careful cut- 
ting eliminates the problem. But 
this tendency to stall rather than 
kick back (like most corded circu- 
lar saws) has its advantages, too. 
Anyone who avoids circular saws 
because of the danger level will 
appreciate the DeWalt’s kinder, 
gentler operation. And if you have 
a youngster who wants to get 
started with power tools, the 
DeWalt’s light weight (6 Ib., 8 oz.) 
will prove more manageable than 
your typical 12-Ib. circular saw. 
Given the $250 price tag, the 
DeWalt saw is best suited for 
building and remodeling profes- 
sionals—people who frequently 
find themselves working in diffi- 
cult places such as a rooftop or 
crawl space. You also might find 
it useful if you occasionally work 
too far from a power source to 
string an extension cord. 
—Tested by Bob McFarlin 


PRODUCT SCORECARD 


DeWalt 14.4-volt 
cordless circular saw 


Performance fe oe ke & iy 
Price About $250.00 
Value a a a 


Write to: DeWalt Industrial Tool Co., 
P.O, Box 158, 626 Hanover Pike, 
Hampstead, MD 21074. Call 800/433- 
9258. 


Circle cutter delivers 
perfect results safely 


Having been once bitten, I tend to 
be twice shy of my old circle cut- 
ter. That’s why I was pleased to 
see Hiifele America introduce this 
new circle cutter with a built-in 
acrylic-plastic guard. 

Compared with other circle cut- 
ters, the blade on the Hafele is 
thinner and requires less effort to 
plow through the wood. The max- 
imum depth of cut measures 7%", 
and you can adjust the hole size 
from 1%c" to 6%o". A set of four 
balancing weights help eliminate 
wobble and vibration. The result: 
you get smooth, effortless cutting 
and no tearout along the edges. 

What turns this tool into a stand- 
out, however, is the plastic guard. 
Besides the safety advantage, the 
spring-tensioned guard also holds 
the workpiece down firmly. With 
this tool chucked into a portable | 
electric drill, cutting overhead 
holes is almost a pleasure. 

If you don’t yet own a circle cut- 
ter, this is the one to buy. If you 
already own one, but dislike the 
performance or lack of safety, 
upgrading to the Hafele will prove 
to be well worth your money. 

-—Tested by Dave Henderson 


PRODUCT SCORECARD 
Hafele Circle Cutter 


Performance Ww wk wk w KY! 
Price About $60.00 
Value aw KKK 


Write to: Hafele America, P.O. Box 
4000, Archdale, NC 27263. Call 
800/334-1873. 


Continued on page 24 
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Zi Fence Technol 0 logy at at 


pete = ) ect the , Exact-I-Bip 

y ae i E yp Thinkerf carbide : flantage #2: 55 = Advantage #3: 
Advantage He G f tipped blade stays Lock the fence into Includes additional" 
~Youget-plenty of Deluxe miter gauge has —_sharnar Jongerthan place~at the front aluminum 
_ poontolrip even positive stops at90° and a regular steel blade ; and reat—Wwith just — -extension, Ip. 

Eanurhigpest worm . ast fa hold ree for fast, smooth fue ougepeone lever, for yjstabilize table fo} 

“pieces-upto24% clamp for more precise istent cut 

“on the left side and crosscutting. = tiie ‘eee Bitte 


tue Width. 


Castirontable The smooth-running 3 

and extensions H.P. (Max. Developed) 

dampen capacitor-start, ped 

vibration. Capacitor-run induction Get pin-point accuracy 
motor packs plenty of ; in setting up your 
punch at 120V or 240V cuts, with the micro- 
to cut stock up to 3-3/8” = ‘ adjust mechanism 
FE eR cod that lets you align the polymer beating 

pring: fence Ny precision. surfaces built into 

motor mount reduces Ere —the Exact-I-Rip-—— 
helt slippage for faster fence syst : 

. Sawdust collection The fence always 
kit makes clean-up Slides smoothly — 
asnap, and easily-so 
= youcangetright — 

to work! 


Think all table saws are pretty muchalike? i 
Then you haven't checked out the Craftsman 10” Table Saw and Exact-l- -Rip Fence Combo, 
Stock No. 29911. Together they cut the toughest jobs down to size — with an 
incredible new rip fence technology that gives you silky-smooth position 
changes, accurate cuts and a huge appetite for those large work pieces. In fact, 
_ the Exact-I-Rip fence is so terrific, we’re offering it separately as a retro-fit option for crerS 
belt drive Craftsman table saws. Ask for accessory fence 29901. 


CRAFTSMAN. “3 


Only At Sears 


Continued from page 22 


Router pad demonstrates ample stick-to-it-tiveness 
Open-mesh pads that you place 
under a workpiece when routing 
or sanding do a nice job of hold- 
ing your workpiece in place and 


protecting it. But I was surprised 
to discover just how much more 
“grab” the new SuperPad II has 
over the competition. 

This ability to hold 
the workpiece comes 
in handy when sand- 
ing, but I consider it 
essential when rout- 
ing. If a workpiece 
slips under your 
router, it could ruin 
your workpiece or 
cause a dangerous 
kickback. 

Once I placed a 
workpiece on the 
24x48" SuperPad II 
though, the only way 
I could move it was to 
lift straight up. The 
wood didn’t slip or 
creep despite consid- 


IMPORTS, INC. 
‘nporters of Fin 


15" HEAVY-DUTY BANDSAW PORTABLE DUST 


* 9/4 HP. TEFC. COLLECTOR 
Induction motor + 1H.P. motor 
* Includes fence + 110/220V 
& miter gauge * 17" in height 


+ Depth of cut nearly 8" 
* Cam-lock door closures 
* Built-in 3" dust port 


* Quick-lock bag 
+ Low noise output 
* Includes wall brackets. 


* 110V A.C. operation 

© 11%" x 1112" cast 
aluminum table 

+ Max. cutting height: 41/2" 

* Overall height: 29" 

+ Shipping weight approx. 
100 Ibs. ONLY 
G1052 |e 


* Spindle speed: 1720 rem. 
; 24" x 24" cast iron table 
* Table tilts to 45° - 20° 

* Shipping weight approx. 
345 Ibs. 

G1071 


1-800-541-5537 


BELLINGHAM, WA 


NEW FOF 


Say hello to the newest members of the Grizzly family... 


* Shipping weight * Shipping weight * Shipping weight approx. 
approx. 180 Ibs. only approx. 58 Ibs. onty 325 Ibs. ONLY 
G1148 $425" @1163 S149" G1079 > 
9" HEAVY-DUTY } OSCILLATING SPINDLE 4" x 24" OSCILLATING 
BENCHTOP BANDSAW SANDER BELT SANDER 
* 1/2 H.P. motor «1 H.P. motor | *'/s H.P. motor 
* Table tilts 15°L, 45°R + 110/220V » Uses 4" x 24" standard @ 


sanding belts 
* 1'/2" dia. x 4*/" tall spindle 
* Table tilts to 45° 
* Quickly converts from belt 
sander to spindle sander 
* Quick belt release lever 
* Shipping weight approx. 48 Ibs. 
G1173 


erable pressure. The open mesh 
on this pad prevents sawdust 
from building up on the surface, 
and the sawdust that does accu- 
mulate does not seem to affect 
the holding power of the pad, 
I’ve used several other types of 
pads over the years, and I’d say 
that SuperPad II holds workpieces 
better than any I've tried. 

—Tested by Bob McFarlin 


Continued on page 26 
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, 16” DRUM SANDER { 

*1'/2 H.P. motor 

* 220V single-phase 
‘/4H.P, belt feed motor 

* Max. lumber width: 16" 

* Max. board thickness: 

* Min. board thickness: '/s" 

* Min. board length: 9" 


ou» 
S159 


1-800-523-4777 


WILLIAMSPORT, PA 


Circle No. 860 


N\ : aL 


Put A New 


Spin On 


Your Drill For Easier 
Stripping, 


Finishing Sander 


A\so includes handy storage case (not shown) 


3M Drill Discs quickly ge 
down to the bottom of paint 
and varnish surfaces. Strip or 
sand easily—just attach a dis 
to your standard electric drill. 
No more time consuming 
hand-sanding and no new 
tools to buy. The discs protect 

our work, too. The Contour Surface Paint & Varnish 

mover conforms to surface contours as you’re work- 
ing, so there’s minimal gouging. And Drill Discs won’t 
rust or splinter like wire brushes. They’re strong enough 
to get through your big projects. 


Try All 4 Discs Included In 
Your Workshop Kit. 

For all your wood or metal stripping and sanding, the 

3M Workshop Kit features 4 types of Drill Discs. You'll 

get a medium-grade paint/varnish remover, fine-grade 

paint/varnish remover, large-area paint/rust stripper, and 


The 3M Workshop Kit 
Includes 4 Drill Discs: 
of Salat gad at eee 

+ ine gadepavaish eover 

+ Large-area paint/rust stripper 

© Sander/finisher 

6 Dahan sop Ga 

Foe Gaied Gn ea ir wo ok 
attach a disc to your standard electric dil! 


GRe 


Putting quality and reliability in your hands & 


Paint & Varnish Remover Kit 


sander/finisher. A conyenient storage case holds all 4 
discs. Take the edge off stripping and sanding with the 
smooth-finishing power of oM Dull Discs. Order your 
Workshop Kit today! 


Call Today For Your 3M Drill Disc Kit 


1-800-854-4266 


[COVES warp nd send aren ease wth fe SADA Dect Sec me qty.) 46) ry J 
| 2 ONLY $39.95 each (roe ncUudes shipping and handing) and applcabe sls tax (equred ora 5 4 
| setes except AK MT DE NH and OF). q 
4 ChCheckor money ove ercsed | 
1 Nae Dafne phone | 
1 Adsess: 
1 Oy Sale Xp H 
1 
| Cedi Cadi Nestecad ©) Visa Nanber Ep. H 
1 
| Sipe fie: 
| Mello: 2M Died 3M Dr Osc Ke TAF 8218 Or For Fase Sipent Cal 2006544006 Hl 
1 P.O. Box 3284 St Pal NOV 551330004 UttusteryDay Pessecon ved trey 1 


Circle No. 1143 


OI es 


ewe: 


Frearelint 
International 


2020 Bruck Street 
Columbus, Ohio 43207 
02: 


T HELP LINE 1-800- 
istance available 8:00am 


> PRODUC 


Continued 


LUE 


rom page 24 


rig 


Sunetor stre ted Ty She 


NY 


7 


1 


> 


Trusted by craftsmen for over 35 years. 


therProof Titebond I 


0d Glu 
Passes Type il water resistance, 


tdi K VW it 
Orignal formula now available 


:00pin Monday-Friday EST 


for use with darker woods. 


This saw sands flush without scratching workpieces 


Dowels and face-grain plugs 
make nice covers for holes, but 
cutting and sanding the protrud- 
ing dowels and plugs takes for- 
ever. This new Flush-Cutting 
Saw from Veritas solves that 
problem with te: 

in only one direction. 

ke Japanese-style saw: 

Flush-Cutting Saw features small 
per inch) and cuts on 


teeth (22 
the pull stroke. And since the 
blade is thin and flexible, you 


can hold it flat against the work- 
piece. (Veritas also makes a 
double-edged version of this 
saw for $3 more.) 

In using the saw, I found it 
requires a gentle touch, but 
with the right technique, you'll 
leave behind a surface that’s 
ready for final sanding. Toward 
the rear of the cut, the kerf rises 


just a bit due to the o: ded set 
of the teeth. But you can knock 
down this small lip quickly with a 
few strokes of sandpaper. 

I’ve had this saw for a few 
months, and find myself using it 
more often than I first anticipated. 
It works great for any task where 
you need to trim two small pieces 
of wood flush. The only similar 
saws I’ve seen cost from $17 to 
$20, so I'd rate the Flush-Cutting 
Saw as a smart buy.# 

—Tested by Tom Jackson 
PRODUCT SCORECARD 
Flush-Cutting Saw 
Performance ye we wk we 
Price $14.95 plus postage 
Value waka KK 
Veritas, 12 East River Street, 
Ogdensburg, NY 13669. Call 
800/667-2986. 
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The First Real Advance in Table 
Saw Fence Design Since the 
Invention of the Table Saw Itself. 


GEFR 


Micro 


sion Table Saw Fence” 


| It’s Micro-Adjustable! 
: The NEW INCRA ULTRA-TS Micro Precision Table Saw Fence™ uses patented sawtooth 


positioning racks with Automatic Positioning Control™ to locate each and every cut with true 
machine shop precision and perfect repeatability ... Instantly! ... Automatically! ... EXACTLY! 
Overall accuracy is 0.004” (about the thickness of this page) with ZERO repeatability error. It’s the 
only table saw fence that doesn’t depend on a tape measure and your eyesight to position your 
work, And because of its structural design, centrally placed carriage, and optimized side mounted 


clamping system, the entire unit virtually welds itself together into one solid block of steel and sail 
: aluminum when locked in place. The result is exceptional strength, rigidity, and stability. Micrometer dial fine-tunes 
i fence position with an 
Four mounting brackets are eee td 
ivcldedl torteer supplied exquisite '/1000" precision. 
table board 


Bullt-in 
tool tray 


Smooth Operator 


Wi 


A Wrench, a Screwdriver, and About an Hour 
Other aftermarket fences make you modify your table saw 

to fit their design, Not so with the ULTRA-TS, INCRA's 
innovative universal mounting brackets virtually guarantee 
compatibility with any 10” table saw built in the last 50 years. 
And be se all positioning control, alignment, and tracking 
functions are built right into the ULTRA-TS at the factory, 
there are no spi requirements or critical adjustments 
needed to put it on your saw, That means no drilling, no 
tapping, and no modifications. All you need for a typical 
installation is a wrench, a screwdriver, and about an hour, 
INCRA Precision on Both Sides of the Blade 
Positioning range is 25!/2” to the right and 16” to the left of 
the blade. Accuracy is 0.004”. Repeatability error is ZERO. 
Turn Your Clunker into a Keeper 

For a FREE brochure and your _If you've been thinking of investing in a new table saw, think 
nearest dealer, call, write or FAX: —#82i. For jus fraction of the cost, you can rejuvenate your 
\ Taylor Design Group, Inc. old clunker with the ULTRA-TS, and end up with a machine 

: 4 P.0. Box 810262, Dept. G that will out-perform the most expensive table saws out there. 
Universal T-Slots for hold downs Dallas, TX 75381 Best of All, You Can Afford It 

errotner todutes‘on'the front face | “ret. (044) 484-5570 For about the price of a Unifence, Excalibur, Bies 
alld topiofihe feria Fax: (214) 243-4277 or Paralok—you get so much more with the INCRA l 


Fence skims above the table 
on low-friction glides. 
| No more ‘clickity-clack"! 


T-Slot Fence Design 


Dismounts for cross-cutting 
operations, and remounts in less 
than 10 seconds. 


Tips on dressing rough-sawn wood 

Ican buy rough-sawn wood direct from a sawmill, 
but will need to square up the wood before I use it 
in a project. What is the procedure for doing this? 
—Dave Gorecki, Germantown, Wis. 


We recommend first using a jointer, followed by a 
thickness planer to dress rough-sawn wood to size 
and true it up. And remember that you may need to 
rip your rough lumber to a width that will fit your 
jointer. Here’s the procedure: 

1 Flat-plane one face of the board, placing the hol- 
low- or cupped-face down on the jointer table. Do 
this with several light passes of the board over the 
cutterhead until the planed face of the board lies 
flat on the jointer table. 

2 Place this planed surface against the jointer 
fence, and joint one edge of the board until it is 
straight and at a 90° angle to the first planed face, 

3 Use a thickness planer to cut the rough face of 
the board parallel to the planed face. To prevent 
the board from hanging up in the tool, 


Note: For clarity,| 
blade guard is 
not shown. 


W hether your woodworker’s license 
reads “Beginner,” “Intermediate,” or 
“Advanced,” you’re bound to have a 
few questions about your favorite 
hobby. We can help by consulting our 
staff and outside experts. Send your 
questions to Ask WOODe, Better Homes 
and Gardense WOOD Magazine, 1912 
Grand Ave., Des Moines, IA 50309-3379. 
CompuServe address: 74404,3516 (or) 
Internet: 74404.3516@compuserve.com 


measure the thickest portion of the board and 
start the thickness planing at this setting. When 
planing several boards, pass each board through 
the planer at each thickness setting so that all the 
finished boards are of the same final thickness. 

4 Take the board, now surfaced on three sides, to 
the tablesaw. Adjust the rip fence setting to the 
narrowest measurement of the board’s width, or 
to the width you wish, and straight-line rip this 
last edge. 

Bear in mind that some rough-sawn wood may 
be so curved or twisted that planing the entire 
board will leave little material left to work with. In 
these situations, we recommend that you first 
rough-cut the board to the approximate size (at 
least 1" extra length and %" extra width) of the 
piece you will need for your project. Then surface 
the faces and edges as described above. 


STEPS 


Planer ——~ 


Table-to-case 
measurement 
must be more 
than thickest 

part of board. 


© eta 


sf p= 


Run board through planer with planed-face down. 


Continued on page 30 
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CMs Diamond Knite Bone 
Keep platter & jointer"Knlves in tip- 
Put the worldls top shape! 
hardest sub- 
stance to work 
‘on your planer 
and jointer 6 
knives! Features 
two 4" long " 
sharpeners coated =, 
with 325- and 600-mesh micro — 
diamonds. The hardwood hody indexes 
hone to cutter and best of all, there's no need to 
remove the knives from your jointer or planer! 
DKH-001 Diamond Knife Hone.. snonr29-40 


Premium Quality Planer & 
Jointer Knives 
High Speed Steel 


Specialty Knives 
Perfectly match your 


planer or jointer! 
Item __ Knives ___—Fits. __ Sale (set) | 
‘SPK-005) aks $35.50 


APA 
SPK-090" 2 Makita 2012 planer $38.50 


Hold a very keen edge 
that’s ideal for hard or 


soft wood 
(Number of knives In parenthesis) 


tem # Di 


ription 
SJK-01 


SY 
Craftsman & other (3)'$16.30 
$25.10 
$32.60 
0 | 

$32.90 
3 | 
$52.10 


SJK-015 6-1/16" Knives for Delta DJ-15 (3) 
/SJK-095. 6-116" Knives for Dota 0-20 (3) 
| S9K-085. 2-1/2" Knives for ABI 612 & 812 2 
| SK-045. 13-17 Knivos for Delta RC-33 (3) 
| SJK-065 20° Knives for Parks 20" pares) 


| SUK+070 20" it 
‘SJK-075 20-1/2" Knives for RBI 820 (3) 


CMT’'s Exclusive 
Carbide Tipped Knives 


$101.60 
$78.70 


(Number of knives in parenthesis) 


# Desoription 
ee Eke 


pSCkc08S 15 ries for Grea other imgors ys 
i) 


2 RyObIAPY2 planer $93.60] 
‘SPK-040 2 obi AH-116 & AH-125 $66.90 
‘SPK-055" 2 Delta 22-540 $33.20 

K-60) 2 $57.00] 
“Double Edged Knife 
HSS Knives 


| SCK-070 20° Knives for Delta 20° & others (3) $416.90 
‘aaa Ee 


/* Solid Carbide double-edged knives 


Take an extra 10% off 
everything Ont. this page! 
CMT’s Award-Winning wil 


Joint-Master™ Dado Set 
e Maxi-Combo™ 
“ jand iia 


With our 3/32” 

Ply-Groove 

Chipper! . 
Blades withcmT’s * 44 
sound suppression design 
and master sharpener Matt Ver Steeg’s 

remarkable tooth geometry! 


4+ The Maxi-Combo’s Chamfered 
Raker tooth delivers ultra-smooth cut~ 
ting, virtually eliminating chipping in 
fine plywood, vencer & solid stock. 
+ The Ultra-Cut’s high top bevel > 
slices the outside edges of the kerf first 
for chip-free cuts in 2-sided laminate. 


110-500 ..10x50 
Sa 
110-233, 

Band Saw Blades 
CMT carries premium 
quality blades for most 
popular band saws. We 
stock blades in thir- 

teen lengths. Call us 

for your size! Here's 

a small sample: 


93-1/2" Blades fit Delta’s 14” saws plus 14” 
saws by, Enlon, Elephant, Reliant, Grizzly & more! 


me 
332", 1@ 1/16" 
+24 carbide teeth + Four-wing chippers 


+ Cuts grooves from 1/4” to 29/32" 
108-2405 8" Anti-kickback Dado Sot -rnsnn$179,00 


CMT's Rabbet-Master Plus™ 
One Rabbeting bit makes 

you the master of EA 
seven different cuts 1 


ane 
ae 
cuts 
12 76" 3/8" SHG" 1A" 18" ioral 
800-699 1/4" Shank Rabbot-Master Plus .....898.90 
800-640 1/2" Shank Rabbet-Master Plus.......839.90 


10 TPI Std. 


CMT has bit sets for 1 the 
finest jigs! 


At ch 


Our 12-Piece:set for 
Leigh's 03 vig Includes 
9 Dovetail & 3 Straight Bits 


nds 
‘800-502 .12-Piece Set for ad karte Call for your 
> copy 


soon $159.40 


800-500 .8-Pc. 1/4” podreyhad ‘@Jointech $99.90 
preg 


800-617 .5-Pc. Set for Keller 1609 Jl. vannnuew$140.70 

‘800-618 ret eed Keller 2401 ener 
color orange on router bits 

ina.eoleterediradurnark of CHT TOOLS 


Solid Brass 
Router Template Guide Kit 
a 


$5.00 shipping & handling for onders under $200.00 


To order, call toll free 24-hours a day: 


1-800-531-5559 


Toll ree, FAX: 1-800-870-7702 


2 me in the a 
ro la, wy UK. 

a* a — 
Foottrend Ltd. CMT Tools, UK: 
1-800-387-7005. 0800 378027. 


* Includes eight guides with OD's of 5/16", 8". 
7/16", 1/2", 5/8", 3/4”, 51/64" &1 plus two locknuts 
ck & Decker and other bases 


Export orders welcome! Call: 
(813) 891-6160 FAX: A) 891-6259 


CMT TOOL: 
310 Mears Boulevard, ksi FL 34677 


We have adapters for almost any router: $14.90 each! 


BTG-001 Brass Template Guide Kit .-1cnnn--839.90 
Circle Now 1310 


Mon-Fri. 7:00am-5:00pm (Pacific Time} 
Sal. 9:00am-1:00pm (Pacific Time) 


Prices & Specifications are subject lo change wilhout notice. 


*F.O.B, Giy of Indusry, CA oF Clarksburg, WY 


6” JOINTER 
#1 HP, 110/220V 
/#3-KNIFE CUTTERHEAD 
47” BED LENGTH 
‘@CENTER-MOUNTED CAST 
RON FENCE 
‘BUILT-IN CHIP CHUTE. 
*EN3101 NEW 
REG.: $365.00 HEAVYDUTY. 
: ONE PIECE 


BAND 


93 H.P, 220V, SINGLE PHASE MOTOR 


Par 


STARTS JULY 1ST, ENDS SEPT. 30TH, 1995 
10 % OFF ON ALL ACCESSORIES DURING THIS SALE PERIOD. 


We guarantee the finest quality machinery produced by the best import 
manufactures with up to 20 years experience in manufacturing quality 
machinery. With 1 year limited warranty and satisfaction guaranteed 
with no restocking fee when you return your products within 10 days of the 
purchase for refund, we offer the best deal this summer. 


8” HEAVY DUTY 2.H.P. DUST i 

JOINTER COLLECTOR 

911/24P, 2207 2000, 2 AMPS 

93-KNIFE CUTTERHEAD 91/182. CEM, FREE 

965" BED LENGTH ZINTAKES @ 4* 470 

seme ay “ALL STEEL IMPELLER bin 
*EN-DC20 om 

REG.; $640.00 REG); $289.00 HOSE! 

*EN3106 (211?) Che 

REG.: $675.00 value 


/4 HP. 
POWER FEEDER 
‘© 1]0N, SINGLE PHASE REVERSING 


10” H.D. TABLE SAW 
©) 1/2H.P, 110/200 


(EN3201 SHOWN) | aye 27" ple SIZE W/CAS RON 


SEALED potas CONST MOTOR Bey ti Pate 

‘9BUILI-IN WHEEL BRAKE & BRUSH « a N CHIT 

TO CLEAN WHEEL pve ‘PRECISION SINGLE LEVER RIP FENCE 
‘oBUILT-IN DUST COLLECTOR PORT 
‘INCLUDES: 1"x 155" BLADE 


"EN3506 
REG.: $ 1,195.00 


OPERATES FORWARD 
AND REVERSE 
‘VARIABLE SPEEDS 
*EN3701 
REG. $385.00 


W/NICRO-ADJUSTIAENT 
*EN3201 


REG.! $370.00 


*EN3205(2 H.R) 
REG.: $525.00 


15” PLANER 4 Beh PLANER RH ad ARBOR SUPER H. D. 
3. HP, 200,15 AMES " 
#2 SPEED: 16 & 20 FPN. #3 HP, 2200, 15 AMES : qa 
4. FE CUTTERHEAD “PRECISION GROUND CAST IRON TABLE 
*EN-PN20 eet LEVER LOCK FENCE SYSTEM. 
REG. $1,295 10/36" RIP CAPACITY 58 
EG: $1,295.00 ted yeaa Optionol 4x8 
REG.: $899.00 : *EN3202 Shing Table 
*EN-PN25(5 1) REG. $795.00 Bn 6" Rp 
REG: $1,395,00: Capadty Ros 
‘ore Available 
11/2 HP. 3 H.P. HEAVY DUTY 20% off Regular Price) p. HEAVY DUTY. 
SHAPER SHAPER for Staples/Ncils with FINISH NAILER 
‘110/220, 7,000/10,000 RPM, #220, 7,000/10,000 RPM. Purchase of Stopler/ Nailer pRivs }6 GAUGE NAILS 
61/28 3/4" SPINDLES 91/3/4581" SPIOLES dame NAIL CAPACITY 3/4"-2" 
“*CASTIRON TABLE CAST IRON TABLE MAX. AIR PRESSURE 100 PSL 
OPTIONAL HOLO-DOWN OPTIONAL HOLD-DOWN f INCLUDES CARRING CASE 
ROLLER SET ROLLER SET cry EN3604 
*EN3302 *EN3303 ms REG. $149.95 
REG.: $395.00 REG: $745.00, —s 
6” X48” BELT/ 4 24” DUAL DRUM 
9” DISC SANDER Poet OSCILLATING VERTICAL 
93/4 HR, 110V GNETICST SPINDLE SANDER 
a ar ae a at #1 HL, 110/220¥, SINGLE PHASE MOTOR 
ane AAT VeRnCA oR ‘DUAL 24° RUBBER COATED SANDING DRUMS Nags cane a 
HORIZONTALLY a Resets 10 SPINDLES (W/SLEEVES) FROM 1/4" TO 
*EN-SN69 ie 4" DIA. INCLUDED 
REG: $195.00, EN3409 *EN3407 
SALE: courant REG.;'$575.00 
SHOWROOM/MAIN OFFKE: 17709 E, Valley Blvd. City of Industry, CA 91744. FOR YOUR FREE ATALO 


CUSTOMER SERVICE: TEL: (8 18)935-8888 FAX: (818)935-8889 
HOURS; MON-FRI 8:00AM-5-00PM, SAT 9:00AM-1:O0PM P.T. 


SHOWROOM/DISTRIBUTION CENTER: 12 ARMORY RD., CLARKSBURG, | WY. 26301 
HOURS: MON-FRI BrOOAM-5:00PM, SAT 9:00AM-1\00PM) EST 


ASIGWOOD 
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This board seems kinda’ thin to me 
I purchased 200 lineal feet of 1x6 pine trim to 
install in my shop. After fastening two or three 
boards, I mentioned to my helper that this umber 
seems a bit light in weight. I checked the thickness, 
and discovered that the boards were only %" thick. 
Thinking these boards should be a standard #1" in 
thickness, I contacted the lumber yard where I 
bought them. They checked their stack of 1x6s , and 
found that the whole supply was surfaced to %". Is 
this a coming trend, or did someone make an error 
at the mill? 

—M.K. Caudell, Burlington, Kan, 


To check the standards used for sizing softwood 
lumber, we called Ron Peterson of the Western 
Wood Products Association (WWPA). Ron gave us 
the following information; “The WWPA, a volun- 
tary association of sawmills, requires all member 
sawmills to produce lumber that meets the 
American Softwood Lumber Standard (ASLS). For a 
typical 1x6, surfaced on four sides (S4S) when dry, 
these guidelines call for minimum measurements of 
%" in thickness and 5%" width, Only lumber that 
meets these qualifications may bear the WWPA 
grade stamp. Most often, only lumber rated #2 com- 
mon and above will receive our grade stamp. 
Because many woodworkers do not want the trou- 
ble of sanding off a grade stamp, some finish-quality 
boards that meet our standards may not be 
stamped. If you are concerned about the dimen- 
sions of the wood you are buying, measure it at the 
lumber yard before loading.” (See the chart below 
for the ASLS minimum board measurements.) 

“There are sawmills in operation that do not sub- 
scribe to ours or similar wood-grading associations. 
By cutting their lumber a bit thinner, these mills 
can produce a few more boards from a log. The 
thinner boards can then be sold at a lower price, 
undercutting the mills that do follow the ASLS 
guidelines. Unfortunately, many people buying and 
using the wood don’t see the difference.” 

“We recommend that if anyone purchases wood 
that seems thinner than they expected to buy, mea- 
sure the lumber, and contact the lumber yard. It’s 
not unusual for lumber yards to not be aware of the 
difference in thickness.” 


Measurements of Common Boards 
(according to American Softwood Lumber Standards) 
THICKNESS (inches) FACE WIDTHS (inches) 
Nominal__| Minimum Dressed | Nominal | Minimum Dressed 


Continued on page 32 


WOOD MAGAZINE OCTOBER 1995 31 


WHY ARE WE PRACTICALLY 
“GIVING AWAY” 


WOODWORKING PATTERNS 
FOR ONLY 2¢ EACH?” 


IF YOU LIKE TO CUT PATTERNS OUT OF WOOD, THIS IS 
THE SET FOR YOU! YOU'LL FIND A TREASURE HOUSE 
OF IDEAS INSIDE, 401 BEAUTIFUL WOODWORKING 
PATTERNS AND DESIGNS. 
(By Frank K. Wood) 
FC&A, a Peachtree City, Georgia, publisher, 
announced today thatitis practically “giving away’ 
an all-new set of “401 Woodworking Patterns.” 
© Curvy curios, charming © Whizzing 
country cats. whirligigs, 
Sturdy shelves, models of 
shadow boxes, showy planes, 


. ais © Birthday 
ictorian vy surprises, 
ladies and decorations for 


stylish gents. > J, 
© Rack up your 
spices, spice 
up your den. = 
Folk art, Shaker art, modem 
art, too. 

Hanging hearts, huggable 

bears. 

© Welcome signs, house 
name and number 

sign, proudly 

displayed. 


major events, 
© Dancing bear, 
prancing pony, soaring eagle. 
© Circus animals and barnyard 
critters. 


© Christmas candy 
cane mouse and 
candy cane border 
for your house. 

* Comic cartoons, 

® And much, much 
more. 


Build all these wooden favorites. Illustrated plans include full- 
size patterns and complete instructions. To order a set, just return 
this notice with your name and address and a check for $7.99 plus 
$2.00 shipping and handling, and we will send you “401 
Woodworking Patterns.” Or, for only $9.99 plus $2.00 shipping 
and handling, you can get both the basic set and an extra 100 large 
patterns. 

Plus, asa purchaser of our set of “401 Woodworking Patterns,” 
if pleased, about every two months you will also be eligible for a 
first look and free trial preview of all companion pattern sets printed 
in the years ahead. 

Send your check along with your name and address to: FC&A, 
Dept. OWZ-10, 103 Clover Green, Peachtree City, GA 30269. 

You get a no-time-limit guarantee of satisfaction or your money 
back. 

You must cut out and return this notice with your order. 
Copies will not be accepted! 

IMPORTANT — FREE GIFT OFFER 
EXPIRES OCTOBER 31, 1995 

Allorders mailed by October 31, 1995, will receive a free gift, 
“50 Special, Seasonal, Woodworking Patterns,” guaranteed. 
Order right away! 


OFCRA 1995 


ASILWOO Duan 


Continued from page 30 


How to avoid nicks in your lathe tool rest 
The cast-iron tool rest on my lathe develops nicks 
and dents as I work, and I find I frequently bave to 
dress the surface with a file and stone to keep it 
smooth, I talked with my local dealer, and he told 
me cast tron is the usual material for these rests. 
What am I doing wrong? 

—Bob Connolly, Anderson Island, Wash. 


Your dealer was correct, Bob, in stating that cast 
iron is a common material used in making lathe 
tool rests. The nicks and gouges on its surface are 
probably the result of the corners of skew chisels 
and other tools with square-cornered shanks dig- 
ging into the softer cast iron. 

You can work around this problem by lightly 
rounding over the corners of these tool blades with 
a grinder and a stone. Grind this round-over careful- 
ly so that you don’t overheat the tool blade, and 
then polish the rounded edge with a whetstone. 
The smoother you get this round-over, the easier 
the tool will slide along the tool rest, and the less 
damage it will cause to the tool rest surface. You 
also will find it easier to turn and roll the chisel as 
you are working on the lathe. # 


Lightly round over the 
square edges of your 
lathe tool blade for 

smoother operation. 


Be sure to 

maintain most 
of the flat surfaces 
‘on the blade faces. 


BLADE END 
SECTION 


$12,900* * PATENT PENDING * PROVEN CONCEPT 


For Nationwide 
On-Site Service Call 
1-800-408-SERV. 


3 HP 1” SHAPER 


Tel: 818-815-9897 
Fax: 818-815-9807 


Order Desk: 1-800-654-7702 
CP TOOLS, INC. 611 DUGGAN AVE,, AZUSA, CA 91702 


Circle No. 15 


The Adventures of Dusty Pyles 


HEY B.E, HOW'D 

YOU WIN THE 

CLEAN SHOP i 

AWARD? i ‘SYSTEM. LET ME 
| SWEEP BUT | NY, SHOW YOU... 
CAN'T SEEM TO 

KEEP MY SHOP 

CLEAN. 


CAN'T WORK LIKE THIS 
BY USING A UNIQUE 3-STAGE FILTRATION NE 


SYSTEM, THE CLEANAIR EFFECTIVELY 
CAPTURES 97% OF THE DUST PARTICLES IN 
THE AIRI... IT'S COMPACT AND VERY QUIET... 
AFTER 8 MONTHS I'VE NEVER HAD TO 
CHANGE FILTERS... AND IT MOUNTS ON THE 
CEILING SO IT’S NEVER IN THE WAY OF MY 
WORK! JUST LOOK HOW GREAT THIS PLACE 
LOOKS... AND I'VE BEEN WORKING IN MY 
SHOP ALL DAY! 


HELLO}... TOTAL 
y, SHOP, | WANT TO 
ORDER A CLEANAIR 


TO BE CONTINUED... 


And here are just a few more advantages the CleanAir CleanAir System CleanAir System 


System has over the competition... 
S Necdinns ounide vontitg 260 CFM order#90175 490 CFM order # 90177 


@ Effectively cleans the air in an area up to 4000 cubic feet Suggested List Price $339 Suggested List Price $399 


fotally quiet operation 
@ Has no eect on existing room temperature NOW $269 NOW $309 
@ Runs on standard house current ippii ippii 
© Compact size (25” x 13” x 40”) fits almost anywhere $20/shipping $20 shipping 
@ Heavy gauge steel cabinet with mounting holes Filter Replacement Kit ¢ order # 90176 ° $29.95 
@ Contains approximately 18 square feet of filter material 
© Easy filter replacement 
@ Also available in heavy duty model 


@ 30 day money back guarantee ADDRESS i 
@ One year warranty on all parts CITY/STATE H 
© Built in the USA with a 5 year track record of total ZIP PHONE i 


C0 PLEASE SEND MORE INFO H 
11 WANT TO ORDER # | 
CK, M/C, VISA, DISCOVER, AMEX H 
CARD # EXP. DATE { 

3 


TofalSAo 
TOLL FREE 1-800-845-9356 WORLD OF WOODWORKING 


P.O. BOX 25429 - GREENVILLE, SC 29616 


Why continue fighting the never ending 
battle with dust? Order NOW and 
receive absolutely FREE our Extended 
Lifetime Warranty ($29.95 value!) 


' 
H 
i 
i 
customer satisfaction H 
i 
i 
H 
H 
} 
i 
' 


Circle No. 940 


x 
tal TOP TOYS FOR 1995 


hat does it take to cap- 

ture a prize in WOODe 

magazine’s annual Build- 
A-Toy contest? Is there a single 
secret that guarantees success? 
Considering the variety of toys 
that came in by the February 1 
deadline for the 1995 edition, as 
shown in the photo below, the 
answer would seem to be no. 
From cars to coaster wagons, puz- 
zles to pull toys, and rocking 
chairs to racers, all of the entries 
were a joy to behold. 

But take a close look at two of 
our prize winners. Their work just 
might offer an insight to prize 
winning. Professional woodwork- 
er Mike Jagielo of Almond, 
Wisconsin, again caught our 
judges’ fancy with a captivating 
crab pull toy, shown in the photo 
right. A back-to-back Grand Prize 
winner in the pro division, Mike 
seems to have discovered a win- 
ning way with action toys. This 
year’s cranky crab rolls its eyes, 
opens and closes its claws, and 
moves its legs! Talk about kid 


appeal. But craftsmanship counts, 
too, and Mike’s work in cherry, 
walnut, maple, and zebrawood 
displays it in abundance. 

And how about originality? 
Jackson, South Carolina’s Jack 
Dalton transformed a Corsair 
fighter plane (shown in photo 
right) into a unique, tail-wheel- 
rotating riding toy certain to thrill 
little pilots-to-be. With its sturdy 
construction and flawlessly 
authentic paint and markings, the 
toy earned Jack the Grand Prize 
among home hobbyists, 

So what else do Build-A-Toy con- 
test judges look for in picking 
winners? Other criteria in select- 
ing entries for the top prizes 
include durability, finish, and of 
course, safety. For the many cita- 
tions, such as Best Clear Finish, 
entries don’t have to be original, 
but the other qualities generally 
still apply. For the complete win- 
ners’ list of the nearly $18,000 in 
tools and merchandise, see page 
38. And look on page 36 for the 
rules and prizes pertaining to the 


all-new 1996 Build-A-Toy contest. 
Pay special attention to the dead- 
line—for 1996 it’s September 1. 
You'll have nearly a year to out- 
build your competition instead of 
just a couple of months! 


Toys to benefit needy kids 
Ever since the 1992 Build-A-Toy 
contest, all toy entries have been 
auctioned. All of the money raised 
is donated to the U. S. Marine 
Corps Reserye to purchase many 
more new toys for underprivi- 
leged children through their Toys 
for Tots program. Including the 
$17,000 worth of toys from last 
year’s Crafted for Joy toy auction, 
over the last few years more than 
$70,000 in toys have been given 
to needy kids at Christmas! 

For 1996, this aspect of the con- 
test remains unchanged. Come 
next November, all 1996 Build-A- 
Toy entries will go on display in 
Des Moines for several days prior 
to the auction. Then, before 
Thanksgiving, they'll be sold to 
the highest bidders. Entrants 


Like a holiday table laden with food, the 


display of 1995 Build-A-Toy entries tickled 


Honorable mentions: Noah’s ark rocker 
the judges’ appetite for great woodworking. 


by Robert Benson (professional), Tyler, 
Texas; crayon wagon by Michael 
Cariglio (home hobbyist), Syracuse, New 
York; pickup camper and boat by Jerry | 
Eaton (home hobbyist), Eau Claire, 
Wisconsin; 


his article 


The home hobbyists’ top toys: Grand Prize, Corsair airplane riding toy by Jack 
Dalton, Jackson, South Carolina; First Place, maple semi truck and flatbed by Frank 


Taking the citation award for Best Risso, Paso Robles, California; Second Place, oak-and-walnut wagon by George 
Doll Accessory in the Home Rome, Louisville, Kentucky; Third Place, military six-by truck by William Sullivan, 
Hobbyist Division was this oak doll Weymouth, Massachusetts. 


cradle handsomely crafted by wood- 
worker Martha Dawson of Squaw 
Valley, California. 


whose toys sell for $100 or more 
will be notified with a personal- 
ized certificate suitable for fram- 
ing, Top-money raisers will be 
announced in WOOD magazine 
(see page 38). 

So a hearty thanks to all of you The professional division's top toys: Grand Prize, crab pull toy by Mike Jagielo, 
who entered the 1995 Build-A-Toy Almond, Wisconsin; First Place, action train by Robert Trace, Toledo, Ohio; Second 
contest and contributed to Toys Place, jingle pull toy by Neil Seely, Rochester, New York; Third Place, Dodge truck, 
for Tots. Thanks, also, to our won- antique car, and trailer by Art Bartelme, Fort Pierce, Florida. 
derful prize sponsors who make 
this great program possible. And 
the best of luck to those of you 
whose Build-A-Toy entries will 
make 1996 the biggest and best 
contest ever!® 


Continued on page 38 
ps ese) i 


ot, 


_~ 


BOSCH 


Power Tools 
& Accessories 


CRAFTSMAN 


A DELTA 


rbindustries 
— 


PORTER‘CABLE 


Obst 


ll entries from the 1996 Build-A-Toy contest 
will be sold at a public auction in November 
1996, and the funds raised donated to the 


arine Corps Reserve's Toys for Tots program 
to purchase new toys for needy children at 
Christmas. All Build-A-Toy contest entrants receive 
a colorful, “I Crafted a Toy for Joy” sticker. 

Toys will be judged on Originality, Durability, 
Craftsmanship, Kid Appeal, Safety, and Finish. 
Only toys of original design will be eligible for Best 
Toy Entry, and Grand through Third prize in the 
Home Hobbyist and Professional divisions. Toys 
built from plans as well 


6 


Q 


as those of 


original 


design will 
be eligible 
for all prizes in 
the Junior Craftsman 
division (ages 19 and younger) and all citation 
awards. The special award Best Toy from a 
Woodworking Club will be presented to the most 
outstanding single toy submitted by a woodworking 


club in the Home Hobbyist or Professional division 
The special award Best Entry from a Shop Class will 
be presented to the most outstanding entry (a multi- 
ple entry also qualifies) submitted by a shop class 
(elementary through high school) in the Junior 
Craftsman division, Deadline for entries is 
September 1, 1996. Judging will take place in mid- 
September and winners will be notified by mail by 
mid-October. Names of winners will be published in 
WOOD magazine’s September 1997 issue. 


SKIL DREMEL 


1996 Build-A-Toy 
Contest Prizes 


HEGNER 
ACCURA 


Best Toy Entry 
$3,000 in Delta tools 
(Original design only, all divisions) 


Junior Craftsman 


(19 yrs. and younger, all designs) 


Home Hobbyist 


(original designs only) 


Professional 


(original designs only) 


> Grand Prize 
ie $1,500 

~ RBI Hawk Ultra 
20” scrollsaw 


First Prize 
$1,000 in 
Skil tools 


Second Prize 
$750 in 
| Dremel tools 


Third Prize 
$500 in 

Meisel Hardware 
merchandise 


Grand Prize 
$2,100 in Craftsman 


stationary machines 
(Sears Cratsman 29911 tabesaw 
24594 bardsn, 21317 dm press, 
22590 spinde sorder, 29975 sancust 
cotecon 


First Prize 

Grizzly tablesaw, 
jointer, planer, 
and bandsaw 
valued at $2,000 


Second Prize 
$1,000 in 
Bosch tools 


Third Prize 
$500 in 
Dremel tools 


} Grand Prize 
$2,000 in 
DeWalt tools 


First Prize 

$1,500 

Hegner MK4 Accura 
multimachine 


Second Prize 
$1,000 in 
Bosch tools 


Third Prize 
$500 in 
Porter-Cable 
tools 


Citations (All designs, all divisions eligible) 


Best Use of Wood, $575 Milwaukee compound miter saw 
Best Model, $250 in Formby’s finishing supplies 
Best Clear Finish, $250 in Formby's finishing supplies 


Best Painted, Dyed Finish, $200 in Red 


Best Educational Toy, $250 in Craft Supplies merchandise 


Best Action Toy, $250 in Woodworker's 


Best Pull Toy, $250 in Klockit merchandise 


1996 CONTEST RULES 
41, Toys must fitinto a box no larger than 2x 2" x 2”. The primary mate~ 
tal should be wood but may incorporaia other materia 
2. Please folow Consumer Product Safety Commission guidelines: 
‘ontoxie wood finishes only: no parts smaller than 1 1/4" square on toys 
{or chickon under three years of age; no sharp comers or points; pul 
‘Stings longer than 12" should not have beads or other attachments that 
‘could tangle and form a loop, 
'. Entries must be received by September 1, 1996, All entries must be 
postpaid; colect entries willbe refused, Allach an enty label, photocopy 
‘tan enty label, or a 33" x 5 card with enty information and your name 
‘and address to each toy. 
‘4, Woodworkers (excapt Junior Craftsmen) who buid toys rom existing 
‘plans wil be eligible for Citation prizes only. Woodworkers who build 
thoir own onginal designs wil be eligible for all prizes. 
5, Entry consttules pormission to use winner's name, hometown and. 
‘photograph for promotional purposes, unless prohibited by law. Contest 
‘sponsors, employees and family members of Meredith Corporation, 
their afliates and subsiiares are ineligible. Void in Quebec. 
66. Winners willbe selected and notified by mail on or about October 15, 
1996, and wil receive the prize directly from the manutacturerdstibu- 
tor. Value of prize is suggested retal price. Fora fst of winners, send a. 
separate, sol-addressod stamped envelope to BUILD-A-TOY, 1912 
Grand Avenue, Des Moines, IA 50008-3379, 
7. Meredith Corporation wil donate all entries or auction money 
received from eniries to the U.S. Marine Corps Reserve Toys for Tots 
Program, 


Devil paints 


Store merchandise 


£8. For woodworkers who enter their toy as an original design: Toy 
‘ust be your own orginal design. A diferent approach to an existing toy 
‘would qualty. Toys based upon pubished pattems are not elghle. 

9. A panel of representatives from the U.S. Marine Cops Reserve, 
‘Meredith Corporation, and woodworking experts wl judge the toys on 
‘or about Sept. 15, 1996, on chi’s appeal, craftsmanship, 

‘durablty, safety, and finish. The panet's decision wal be final 
10, Professional woodworkers include woodworking teachers 

‘one eaming an income by seling wooden items. 

11. Winners are responsible for applicable taxes. 


teachers and any- 


DRAWING RULES 
1. NO PURGHASE OR CONTEST ENTRY NECESSARY, 
2. To enter, flout the Otfesal Entry Form or place ths information on a 
34° x 5 postcard. Up to 25 entries per person allowed. Persons who 
‘enter the contest are automaticaly entered, one entry pec toy up to 25 
toys 
3. Sweeps begins on September 1, 1996. Entries must be received by 
‘September 1. 1996. No responsibilty is assumed for fst, late or misa- 
rected entries. 
4, Sweeps open fo residents of the USA, except employees of 
Meredith Corporation, contest sponsors, Its agents, atflates, <ub- 
sSidaries and fares. 
5, The winners wil be selected on or about October 15, 1996. Winners 
Willbe notified by mail and prize detvered on or about October 30, 1996. 
6. Selection of winners by a random drawing from all entries received 
Wil be under the supenvsion of Meredith Corporation whose decisions 


Special Awards 


Best Toy from a Woodworking Club (one toy per club): 
$250 in Leichtung merchandise, $200 in American Tool 
clamps, $200 in Red Devil paints 


Best Entry/Shop Class (no limit on number of toys per 
class entry): $250 in Delta tools, $1,000 in 3M supplies, 
$300 in Red Devil paints, $200 in American Tool clamps 


aro final 
7. Odds of winning depend on nurber of entries racenve. 
8. Prizes are not exchangeable or transferable. Only one prize por 
‘entrant is allowed, 

9. Entry constitutes permission to use winners entry, name, hometown, 
‘ikeness and photograph for editorial, pubic relations, promotional and 
‘adverising purposes on behalf of Meredith Corporation, unless prohib- 
ited by law. Winners willbe required to sign an Afidavt of Eligbity and 
Release of Liablty within ton (10) days of notification, 

10, Subject to all federal, state and local laws and regulations. Void 
where prohibited. Appicable taxes are the sole responsibly of the win- 


ner. 
11. For alist of prize winners (available afer October 15, 1996) send a 


12. Prizes: 25 pipe clamos 
(etal value $25 each), 25, 
woodworkers packes (rtall 
Value $25 each) and 250 
WOOD Pians (etal valve 
$9.95 each. 


sionals e Shon Classes « Woodworking Clubs 


Fheaent neeay ehilaten through 
Toys for Tots. But, there are great 
prizes, too! Here’s the complete list 
of winners (you can see the top fin- 
ishers’ toys on page 34). 


Home Hobbyist Division 
Grand Prize. $2,000 in Grizzly stationary 
power tools, plus $300 in American Tool 
woodworking clamps. Jack Dalton, Jackson, 
S.C. Airplane rider. 


First Place. $1,500 in Delta power tools. 
Frank Risso, Paso Robles, Calif. Maple semi 
and flatbed. 


Second Place. $1,000 in Craftsman bench- 
top power tools, George Rome, Louisville, 
Ky, Oak-and-walnut coaster wagon. 


Third Place. $500 in Skil power tools. 
William Sullivan, Weymouth, Mass. Military 
six-by truck. 


Honorable Mention. $300 in Stanley hand 
tools. Michael Cariglio, Syracuse, N. Y. 
Crayon caddy. 


Honorable Mention, $300 in Stanley hand 
tools. Jerry Eaton, Eau Claire, Wis. Pickup 
camper, boat, and trailer. 


Best Use of Wood. $250 in Formby’s finish- 
ing supplies. William Howe, Rolling Hills 
Estates, Calif, Vintage truck with shingled 
camper, 


Best Clear Finish. Campbell Hausfeld HVLP 
sprayer. Jack Rowland, Porterville, Calif. 
Vintage car of cedar. 


Best Action Toy. $250 in Dremel tools. 
Raymond Gillman, Livonia, Mich, Crane on 
wheels. 


Best Painted or Dyed Finish, $250 in The 
Woodworkers’ Store merchandise. James R. 
Blyth, Huntersville, N, C. Roscoe Rabbit air- 
plane. 


Best Doll Accessory. $250 in Meisel 
Hardware Specialties merchandise. Martha 
Dawson, Squaw Valley, Calif. Doll cradle. 


Best Educational Toy. $250 in Dremel 
tools. Charles Frodl, Belmont, Mich. Train set 
numbers in a box. 


Best Pull Toy. $250 in Dremel tools. Leo 
Lohman, Golden, Colo. Spider pull toy. 


Best Transportation Toy. $250 in Toys 
and Joys merchandise. Maynard Wright, 
Amherst, Ohio. Semi with livestock trailer. 


Dee Cook painstakingly 
built this amusing mobile 
workshop to capture 
Best Transportation Toy 
among the pro entries. 


Californian Sherryn McNab crafted this colorful train 
that won Best Educational Toy in the pro division. 


Professional Division 
Grand Prize. $2,000 in Bosch power tools, 
$300 in American Tool woodworking 
clamps. Mike Jagiclo, Almond, Wis. 
Captivating crab pull toy. 


First Place. $1,500 in Delta power tools. 
Robert Trace, Toledo, Ohio. Brightly painted 
action train, 


Second Place. $1,000 Hegner Multimax 
scrollsaw from Advanced Machinery Imports. 
Neil Seely, Rochester, N. Y. Jingle pull toy. 


Third Place. $500 in Skil power tools. Art 
Bartelme, Fort Pierce, Fla. Dodge truck and 
trailer with vintage car. 


Honorable Mention. $300 in Stanley hand 
tools. Robert Benson, Tyler, Texas. Noah's 
ark rocking chair. 


Best Use of Wood. $250 in Constantine's 
merchandise. Hank Gorczynski, Batavia, 
N. Y. New York Central tugboat. 


Best Clear Finish. $250 in Formby’s finish- 
ing supplies. George Campbell, Owensboro, 
Ky, Corsair airplane. 


Best Action Toy. $250 in Dremel tools. 
Thomas Coates, Butler, Pa, Math board game. 


Best Painted or Dyed Finish. $250 in 
Trend-Lines merchandise. Paul Gobat, Camp 
Hill, Pa. Apple tree puzzle. 


Best Doll Accessory. $250 in Meisel 
Hardware Specialties merchandise. Dee 
Cook, Lawrenceville, Ill. Vintage oak baking 
center, 


Best Educational Toy. $250 in Dremel 
tools. Sherryn McNab, Sanger, Calif, Ten-car 
alphabet train set puzzle. 


Best Pull Toy. $250 in Dremel tools. Mike 
Jagiclo, Almond, Wis. Captivating crab pull 
toy. 

Best Transportation Toy. $250 in Crafts 
Supplies USA merchandise. Dee Cook, 
Lawrenceville, Ill. Miniature mobile shop. 


} alphabet puzz 


Best Toy ee @ Shop Class. $250 in 
Delta tools, $250 in 3M supplies, $250 
worth of Behlen wood-inishing products. 
Mechanicsburg Intermediate School, 
William Richie instructor, Mechanicsburg, 
Pa, Naturalfinish biplanes. 


Crafted for Joy Toy Auction 
Top Money Raisers 

Readers’ 1994 Build-A-Toy entries 
that brought at least $100 at the 
Crafted for Joy toy auction held 
November 16, 1994 in Des 
Moines were notified by letter. 
Here are some of the toys that 
exceeded $100 in the bidding 
that raised enough for $17,000 in 
toys to benefit Toys for Tots: 


Mike Jagielo, Almond, Wis. 
Spider pull toy, $600. 


James M, Kelly, Austin, Texas. 
Toy train, $570. 


Larry Weaver, Petersburg, W. Va. 
Cased train set, $570. 


Robert Elsmore, Barberton, Obio. 
Working carousel, $500, 


Rodney Rabrle, Springfield, Obio. 
Snow sled, $440. 


Matt Drown, Slayton, Minn, 
Gambler gumball dispenser, $350. 
Earl Street, Elke City, Okla. 
Combine, $325. 


Lavern Weinschenk, Jr, Davenport, lowa. 
Space shuttle, $270. 


Ken Prill, Chippewa Falls, Wis. 
Cased tea set, $270. 


Wallace Leeker, LeMay, Mo. 
19 biplanes, $265. 


Mike Schaffner, Owatonna, Minn. 
Frontend loader, $260. 


Dave Taylor, San Antonio, Texas. 
KID-TV camcorder, $250. 


Ted Meredith, Des Moines, lowa. 
Waddle duck, $250. 


Robert Benson, Tyler, Texas. 
Carved boot rocker, $210. 


Larry Bjork, Greeley, Colo. 
Horse tricycle, $210. 


Jim Christian, Vancouver, Wash, 
Furnished doll house, $200, 


Russell Sweet, Franklin, Ohio. 
Hook-and-ladder fire truck, $200, 


Ken Barkley, North Palm Beach, Fla. 
School bus rider, $180. 


Mark Canales, Gansevoort, N. Y. 
Race car, $170. 
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‘LCENTRAL MACHINERY T, 


5 SPEED BENCH 


. We huck 
ITEM 05901-6VJA 


25 PC. BRAD POINT 
WOOD BIT SET 
* Sizes: 1/8" through 1/2" by 64ths 


ITEM 
03376-5VJA 


aj@ysi— Ryobi OSS450 


OSCILLATING 
SPINDLE SANDER 


Nothing beats this machine for contour 
and cutve sanding. 1/2" to 3" spindle. 
120V, 3.5 amps; 45 oscillations per minute; 
1680 RPM; 1/2" and 1" drum diameters; 
29 Ibs, tool weight 

* Dust collection port 

* Factory reconditioned, factory perfect 


Pittsburgh 


OR 


HEAVY DUTY a 
PIPE CLAMP SET 


Pipe not included 


* Handle screw operating range 
2-1/8" — © Weight: 2-7/16 Ib: 


ITEM. 
31255-4VJA 


PROFESSIONAL 
4" BELT/6" DISC 


SANDER 


Die cast aluminum table for disc or belt 
sander bevels to 45°. Versatile sander 
handles wood, plastic, aluminum, and 
slee! 
* 1/3 HP, 120V « Belt: 
* Speeds: belt 1952 ft./min 

disc 3450 RPM ® Ship. wt. 47 Ibs. 
* Belt table tilts 0° to 90° 

Work table: 5” x 7-1/ 


ITEM Ze! 
05908-8VJA 


a 


12" PLANER 


Put a professional finish to low cost raw 
lumber quickly. Powerful smooth drive 
system gives cool, even planing and 
constant blade speed. 
* Motor: 2 HP, 115V, 60 Hz 
* Single wheel depth adjusts: 0” to 6” 
Maximum planing copacity: 3/32” 
© Maximum 

width: 12" 


ITEM. 
06469-7VJA 


[M Xe 
-2VJA 


ITE! 
3362: 


3/8" 9.6V DeWalt 
CORDLESS W944K-28 


DRIVER DRILL KIT 
W/ KEYLESS CHUCK 


* 110 Watts maximum output 

* 0-350/0-1200 RPM, reversible 

* Includes: TWO 1000 cycle battery 
pack with 1 hour charger, steel case 
and double ended screwdriver bit 

* Factory reconditioned, 
factory perfect 


15 PC. TUNGSTEN 
CARBIDE TIPPED 
ROUTER BIT SET 


This is the set all serious woodworkers 
need, Ground to ultra close tolerances 
for the best finish available. Includes 
individually organized wood storage 
case (shown in insetl. « 1/4" shanks 
Includes:1-1/4" rabbeting, 1-3/8" cove, i 

Vi 


combination panel, Sraighl, 12> mors 
ing, 1/4" sel-piloting flush trim, 3/16" self- 
piloting 7° bevel trim. 


ITEM 31164-7VJA 
Limit 1 


Order 24 Hours a Day/7 


> Within the 48 States / $2.95 handing onal orders 


Days a Week 
Most Phone Orders Shipped in 48 Hours’ 


"1-800-423-2567 Meeaerererte 


Circle No. 46 


CONTROLLED 
PRESSURE 
NON-MARRING 
HARDWOOD 
CLAMPS 


JAW OPEN-JAW 
LENGTH CAP. 


~~ 


TiN COATED 
FORSTNER BIT SETS 


Includes 3/8" cut down shanks and individu- 
ally organized wooden case. Rockwell hard- 
ness range from 55-65HRC. 20 

16 PC. SET 

* 16 sizes 1/4" to 2-1/1 


Tem PRICE 


by eighth’s 
ITEM 

32404-8VJA 

20 PC. SET 


* 20 sizes from 1/4" to 3/4" by 16ths, 
7/8", 15/16", 1" to 2" by eighth's 


ITEM. 
31130-7VJA 


AND BRACKET SET 


Double your table saw capacity! Make 
your own roller fable. 


ITEM 
30026-6VJA 10 PC. Afi i 


SPRING} 
CLAMP SET 


Made of nickel-plated, heavy gauge 
steel, with heavy duty tempered springs 
and comfortable vinyl coated handles. 
* Contains four 1" capacity clamps, 
four 2" capacity clamps, 
& two 3" capacity clamps 


AIR FINISH NAILER 


Easy 10 use in tight spots. With a loading 
capacity of 105-18 gauge brads 

* Air consumption: 3.5 CFM at 75 PSI 

* Uses 18 gauge brads 

* Similar to Senco LS4 


ITEM 
05968-2VJA 


10", 2HP 
BENCH 


TABLE SAW 
* Max. depth of cut 
@ 90°: 3"; @ 45°: 2-1/2" 
* Motor: 2 HP, 115V, 60 Hz, 13 
"4" camp, 4500 RPM 
25'x1 Sep, |] * Blade sold separately 
TAPE MEASURE ~*~ 


Smooth power return. Graduated in 
Téths, inches and feet. Stud markings 
every 16 inches. 


ITEM 32648-3VJA 


10" SAW BLADE 
* 40 tooth carbide tips 
ITEM 00529-3VJA 


ITEM 
04004-2VJA 


ittstourgh® 


LENGTH ITEM 


[| errs [32] 
Le | eorsomn [3% 
[ac [earn [| 


05977-0VJA 


BAR 
CLAMPS 


Multiple clutch plates permit instant ad- 
justment. All clamps have 3/4" pads & 


throat depth of 2-3/4". 


Tools, 
‘3491 Mission Oaks Blvd. Box 6010, Carport 93011 


10% NAT) AN (\ | 7) FREE S45 IN SHARPENING COUPONS 


to | \W L GOOD ON ALL FORREST OR OTHER MAKES OF CARBIDE 
0% a | | BLADES OR DADO SETS. EXPIRES 10-31-95. 


LY ] ‘Must mention WOOD magazine to receive coupons & extra bonus with purchase. 


auy 1 BLape on DADO AT LO% OFF sate price 


| CHOPMASTER FOR eh 10 
SLIDING COMPOUNDS 2ND BLADE (J (EQUAL OR LESSER VALUE) FROM THE LEADER 


15% OFF f 
& MITER SAWS fe. 4 OFF avo as second cHoIce, IN DADO 
New specs, 5° Neg. Pts. & fia, runs a 


cut ss than 002 for perfect, ight, WOODWORKER Il TECHNOLOGY! , 


}smooth, splinter-tree miter joints. FA E With this one ALL PURPOSE blade you can RIP & CROSSCUT i. 


1-2 ROCKHARDS and SOFTWO00S resuting in a SMOOTH AS “No tearout on all 
NEW SIZES AVAILABLE usr SALE EAIOED sara Pv VENEERS of OAK an INH less five woods tested” ' 
Dolta Sidekick 6-1/2%40T%5/8° sig $ 89 with NO BOTTOM SPLINTER at moderate fed rats. cereeioees 4 
'Sears 8-1/4" & Delta 8-1/4"x60Tx5/8" $170 $ 99 + DOUBLE HARD and 40% + Ends cutting 118° oversize Fine Woodworking A'S, page 51 
Hitachi 8-1/2°x60TXS/8" $179 $109 STRONGER C-4 CARBIDE io alow lor RESURFACING Best Value" WOOD Magazine 
DeWalt 8-1/2" & Ryobi 8-1/2x60Tx5/8" $173 $109 + Ends blade changing ‘AND SHARPEN Oct "91 pg. 62.63 
bsiewalitle $204 $119 * nds scratchy sw cuts 1 BLADE INSTEAD OF 3 EW 8/22" CHIPPER: 
Ryobi-Makita & all 10'x80T%S/8" $207 $129 * Ends sucond-sieg fisting * NEW 3/32" C aa 
DeWalt, Makita, B&D, Hitachi 12°x80Tx1" $229 i ‘978 bates, boring thru 1-1/4" add $7.50. Larger at Time Basis —Shipping $4.50 allows twice Lee aah . si » 
Ryobi-Makita 14°x100Tx1" $266 7 ‘widths to match thin plyw 7 WW 
Hitachi 15°<100Tx1" se77 $189 TSE Met + FREE SHIMS INCLUDED 
NO SPLINTERING [py 
J} For good general purpose cuts use Woodworker Il 30T & 14x30TX1 $195 $139 Id Dado 
407 or Woodworker I, Use small stiffener where possible, 12xA0TX1" $183 $129 peptides eee. Nace aricurny 
12X30TX1" $162 $119 © PERFECT FLAT $ 1 84 
1O°X40TX1/8" oF 3/32" $156 $119 BOTTOM GROOVES he 
30T 1/8 or 3/32 = $135 «$99 om £08. 
WOODWORKER | - 9x40T $146 § 99 seal ahenend secs 0 | sn 
For TABLE and RADIAL SAW oT $125 ? . wobble-dado leaves v 
This ti and eroscut ALL PURPOSE blade ges crate *B-A/4"XAOTK 3782" $196 7 
pals eats al materi FIP o¢ CROSSCUT UP TO 2- BxdoT 992" $136. $99 CUTS IN ALL DIRECTIONS 
+ ALL GOT AND 2/32" ne ene ae bh on 30T sits $ 89 ‘ip, cross-cut, miter any depth 
10" dametor and under, 12° and 1° axe 20" 
+ DOUBLE HARDER and 40% STRONGER carbide. TAAX0T 3132" siz $ 69 * CUTS ALL SIZED GROOVES 
‘+ THIN KERF: Saves 1/8 wood loss on each cut, radial or tabla “*6x40T 9/32 $136 $ 89 1/8" through 2932" in 1/32" incromonts. 
Feeds easy when ued fr moda tip and crosscut on ale 
saw, Reduces "JUMP IN" for better “PULL CONTROL “HW tr ears & Maa Tal ae * "hen For S00 Bo © SUPER-HARD CARBIDE 


Practically eliminates bottom splinter on RADIAL CROSSCUT. = 

+ Totaly stops ALL botiom and top splinter on ply veneers 
pust-cut mode on RADIAL 

+ Our STIFFENER STRONGLY RECOMMENDED AGAINST 
‘outside blad fr best cuts, Made and serviced in U.S.A. for 
your benef, 


‘ives up to 300% longer if, especially good on 
plywoods and abrasive particle boards 


SALE OTH ©-4 Carbide Tips — 24 on each saw blado— 
44°x60T1" 1/8°K $i cs ; twice as many as most competitors! 
42°x60Tx1" or 5/8" 1/8°K 
10°x60Tx5/8" 3/32°K $129 BZ 

 9'x60Tx5/8" 9/32°K $119 ~ ® RRR ° 
J 8'x60Tx5/8" 3732°K = $109 BUY OUR BEST SELLER 10" X 40T ONLY C-4 Carbide Tips — 4 on each chipper with 
NEW! FOR ONLY $119 PLUS EXTRA {@_| special negative face hooks. 
8-1/4'x60TX5/6" 932°K $150 $109 10%-20% OFF FOR FALL SALE! 4 ‘ | LIST SALE 10% 15% 
| Hedi cer /32'K $150 $109 RECEIVE WITH EVERY. NET Cost T0 You 6°. 5/8"Bore NEW $299 $269 $242 $229 
AYOBI ite 200 FORREST BLADE OR DADO LISTED, "AFTER USING 8" D. 5/8" Bore $321 $289 $260 $245 
Piece, 5 SACI A ALCAUM cuinnpeNinG COUPONS | 10°0.5/8°& 1'Bore $989 $349 $314 $207 | 
akan peas ‘ $5.00 EACH! 12°D.1" Bore Soo $449 $404 $302 | 
: EXTRA 10%-20 36 other premium blades, raya ronnest (Bore up to 1-1/4" Add $25 — Plus $5.50 S&H) 
PORTER CABLE 368-1 Pex ipiccitigat pili pre Trea | (Gore up $25 —Plus ) | 
Wiebe Neat Sept. "93, pq. AS TODAY! 
i Standard 2 Cate (blow, et) and { 
DURALINE HI-A/T FOR TABLE & RADIAL SAWS forest tay Oxon sniceoson | BLADE DAMPENERS-STIFFENERS 
5/8" HOLES, Boring up to 1-1/4" $7.50 extra rit Exch shone ar eating 290 tee ot FORBETTER CUTS on a brads of blades, use our are 16" 
ALL FLAT FACE  tarvertoies-time basis. shipping $4.50 a en moms iting 80k! J DAUPENERS-STFFENERS apis oe se. 
Faster feed rates & absolute splinter contro. Stops splintering on OAKIBIRCH PLY VENEERS & MELAMINE Ja] 802d, elaine and pywood. + Parallel and tat to .001 
* Slop vibration, lator, culting nose, and blade ving 
‘SIZES AVAILABLE List SALE | SIZES AVAILABLE List SALE ‘© Tryable and returnable for full cash retund. 
7-1/4 x6 078/32" K $149 $129 | 12x100Tx1-1/8, $253 $215 


o [f....321 
© | 5"..... $24 
«$25 


7" AND LARGER AVAILABLE 
FULL RANGE OF OTHER INDUSTRIAL SIZES 


REDUCES NOISE 50%-75% 


WE RECOMMEND OUR FACTORY SHARPENING as some local shorpening creates problems with MICRO-CHIPPED EDGES reducing blode life & cutting quolity. 
‘9-5 DAYS ON THESE AND ALL MAKES OF FLAT FACE & CONCAVE CARBIDE TIP SAWS. Ship via UPS. Typical 10x40T $15.00, 607S17.75. Add return ms $5.00, $1,00 each additional blade. 


FOR SPECIAL PRICE COUPONS AND BONUS Quality i is why we ‘re different! BUSINESS OPEN ACCOUNTS AVAILABLE 
MENTION WOODs MAGAZINE. 


B'xBOTX1/8" & 9/92" K $202 $169 | 14'x80Tx1" 
gya0Txt/e &9/32"K — $207 $179. | t4x100Txt" a $265 $226 
JOxBOTK1/8" & 9/92"K — $207 $159 | 16x80TxI" Rp) $262 $223 
J 12%B0T%1-176°K $212_ $181 | 1extoon" §—“S"s204 $243 
‘Above 1" bore standard 

CARBIDE IS THE HARDEST OF THE 

(C-4 GRADES AND 40% STRONGER, NOT WEAKER! 
FOR 50% TO 300% LONGER LIFE 


$232, $197 


We honor AMEX, VISA, MasterCard & P r © _})\ een mcm) = 
Discover, Money Orders, Personal Checks, 

and CODs. Specify Dept. WD when ordering. Lm, Aides Leet 
PHONE TOLL FREE! 1 (800) 733-7111 Fine Amerion saw making & sharpening since 1946, 


{in NJ: 201-473-5236) FAX: 201-471-3333 | = 
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WOOD ANECDOLE aut nninsenceon 


ELOWERIN 
OGWOO 


Its beautiful blooms belie 
the toughness of its wood 


Buyers looking 
for hard stock to 
make weaving 
shuttles had to 
buy dogwood by 
the cord. 


When the flowering dogwood 
(Cornus florida) blooms in the 
spring, the sight can take your 
breath away. The clusters of 
petals against the little tree’s dark 
branches make it stand out in the 
deepest woodland. Throughout its 
range in the southeastern states, 
the tree adds to any landscape. 

The wood of the flowering dog- 
wood has a reputation, too—but 
for toughness. Stiff and finely tex- 
tured, the wood weighs as much 
as hickory, yet is harder! In fact, 
when used as a Chisel handle, dog- 

, wood resists crushing and mush- 
rooming from hammer blows. 
And because dogwood wears 
smoother with age, it has known 
service as knitting needles, pul- 

* lies, and sled runners. 

This tough-as-nails reputation 
also made it (even today) a valu- 
able commodity in the textile 

| industry. You see, until the 1860s, 


the mechanical looms in New 
England and Europe relied on 
smooth, long-wearing boxwood 
from Mediterranean countries for 
their shuttles (spindle-shaped 
devices for carrying thread). In 
that same period, though, roller 
skating became a _ popular 
European pastime, and boxwood 
became the choice for the 
wheels. This new demand on a 
limited boxwood supply resulted 
in the substitution of dogwood. 

Indeed, dogwood became such a 
valuable commodity that it was 
sold, not by the volume in a log as 
other commercial wood, but by 
the cord! That's partly because 
the dogwood at best only reaches 
40' tall and grows dispersed 
among other trees, not in stands, 
So, it couldn't be economically 
logged in volume. Instead, farmers 
made extra money selling a stack 
at a time. # 


Illustration: Jim Stevenson 


Craftsmen everywhere are using the low-cost Woodmaster to bring in welcome extra 
cash and to save on all their lumber needs. You can, too! 

With the big 18-in. Woodmaster or the standard 12-in. model, you can quickly convert 
low-cost, rough lumber into valuable finished stock. You can turn out perfect picture frame 
moldings, crown, bed and base moldings, tongue & groove, door and window trim... all 
popular patterns...any custom design. 

You can do custom work for friends, neighbors, lumberyards, picture framers, home 
by, remodelers, hobby shops and businesses. 

Because it takes just seconds to convert a $2 rough board into $10 worth of finished 
trim, you can see why so many Woodmaster owners enjoy substantial extra incomes! 


Variable Speed Makes The Difference! 

Just a twist of the dial gives you perfect control for planing, sanding or sawing...from 0 
to 1,000 cuts per inch. Creates mirror-smooth molding with no sanding required! 

Here's what Woodmaster owner L. C. Griffin of Los Angeles writes: "The shop test 
article in Wood Magazine that said they loved your Variable Feed Rate is what sold me. 
They were right." 

Call or write today for free facts on how you can try this American-made tool in your 


own shop for one full month. Easy terms. CALL TOLL-FREE 


1-800-821-6651 Ext. PW81 


Dy YES! please rush me yout FREE Information ] 
q Pace details on your: \Y FREE TRIAL 


WOODMASTER TOOLS, INC., DEPT. PWB1 
1431N. TOPPING KANSAS CITY, MO 64120 | 


Power-fed sanding speeds production 
and improves the qual of your wor. 
‘No more waves or cross-grain scratch 
es Separate sanding head Installs In 
Just minutes. 


Woodmaste’s Quok-Change Molding 

Mead lets you create custom moldings 

‘from any stock. Choose from over 250 
trim and picture frame 


New ripsaw attachment lets, 
{ie wih power fed ina 

kes for multiple 
asses on an ordinary table saw. 


1 gang- 
jon of the 
fed 


or design your own! 


Make Beautiful 
Raised Panel Doors 


with your 1/4" or 1/2" Router, or 
with your 1/2" or 3/4" Shaper. 
Professional production quality router bits 
and make it quick and easy to produce 


. 


N 


1/4" Shank Router 


Professional Woodworking Products E ; - 


2 
3-112" epee dear 
4-5/8" Large Diameter (Shaper) 


CARBIDE TIPPED 
‘Two Flute 


Psy to =a 
=s 0 
Sl MZ 


matching rails and stiles. The panel raising sisi 
rapa Ps 1/2" Shank Router = — #1302 $79.95 | BLE rf RAIL & STILE BIT 
bit with ball bearing guide makes the 4/2" Shaper #1303 $99.95 {For making matching rae and silos in raised panel doors, 


raised panel perfect every time! 


ROUND OVER BITS 


S FOR py HOLES 
Forsiner wa tse fy flat yor 
‘or through holes cleanly in end grain, 
Sree gr dCs oa on cc 
wooden box. 


Reg. $40.65 «40.22.00. Sale $2595 
thom #1386, 1/070 1%, to 1/0" icroment 


Reg. $141.20 . +. Sale $6995 
V4" 10 2-1/8", in VB" Increments 


Reg. $298.80 «+. Sale $18995 
tom #1388, 1/4" 10 3- v8", tm 1/8" Increments 


ete,) Works with stock from 11/16" to 7/8". 


45° CHAMFER BITS 
om 


Lge 
3/8° Cutting Logth 
#1405 .....$16.00 | | j) #1411... 
1112" Lge Diameter, ‘8 Depth, 1/2" Height, 
‘58" Cutting Logit 14/4" Lig. Diameter 
#1406... . $22.00 #1412, ..... $17.00 
1.3/4" Lrge Diameter, 1/2" Depth, 1/2" Height, 
¥* Cutting Lngth 11/2" Lig. Diameter 


CONTROLS THE SPEED OF YOUR 
ROUTER! Gets the best results with the wood 
‘ond bit you are using! 
Works with all ate 3-1/4" HP 
Sucoyate id te at all speed: 
oft ywer and torque at all speeds 
Gives ie a ee only ‘valle 
on routers costing hundreds of dollars! 


i! acurate holes in 
I, plastics & 

compoultes. 

Bit sies from 1/8" to 1/2" by 1/64" 


5/32" Slot Cutter- 
1/4" Shank & 250 #20 Biscuits 


“Biscuit Joining with your Router’, 
Instructional tel inde 


increments. Bits are deep fluted to 


For exceptional thread "bite", 


dear hips quid, 
Reg. $34.95 E $2295 
item #9154 


Includes sizes 5. 6,7, 8, 9, 10, 12, Vrcliee lated 
eg eage aaah ey. 5 


Item #9156 Reg. $34.95... 


Reg, $35.00... Sil 
Order Item #1385 


A19045 NK 
Circle No. 1251, 1350, 2250 


T he Shakers were good business people,” 

ys Charles Harvey from his perch on a 
handcrafted cherry blanket chest. He’s about 
to explain the most obvious contents of his 
shop—oval nesting boxes and Shaker-inspired 


duction, lend themselves to economy of scale. 
That is, they don’t require a lot of material. 
There’s a lot of labor, but not much lumber. 
For instance, there’s only about eight board 
feet of wood in a side chair.” 

According to Charles, who has studied the 
work of the Shakers extensively, these two 
items represent the most well-known of their 
products. That's mainly because boxes and 
chairs were produced in quantity, and were 
so well crafted that many original examples 
still survive (and command high prices from 
antique collectors). 
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er Charles Harvey excels at 


Following dryfitting, 
= Charles assembles the 
chair parts in a giant vise. 


It takes a team to build a business 

“A lot of craftsmen do nothing but chairs,” the lanky 
woodworker continues. “And oval-box makers make 
nothing but oval boxes. But here, since we work in 
the two scales, our skills get challenged. We really 
have to have everything together to work in both the 
boxes, the chairs, and other furniture pieces.” 

The “we” Charles refers to are James Majcher, his 
chief assistant, and Ron Seiber, who help Charles 
keep up on the oval-box making. James, over a 5-year 
period, has mastered the 18 steps that it takes to 
recreate an authentic Shaker box. Ron, a machinist by 
trade, resaws the rough maple and pine lumber into 
thin stock for boxes and produces the turning blanks 
for the chairs. With his background, he also keeps the 
shop’s machinery fine-tuned. 


Continued 
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SHAKER 


The whys and hows 
of the Shaker oval box 

The nesting oval box, as designed and crafted by 
the Shakers, appears at first glance to be a rather 


Shaker origin, a lot of thought went into it. “Every 
aspect of its construction has a practical explana- 
tion,” says Charles: 

© Shape. A round-shaped box encloses the greatest 
space with the least material. However, an oval box 
does nearly as well, using narrower boards for the 
tops and bottoms to avoid warp in larger sizes. And 
to the tidy Shakers, an oval box more easily fit onto 
a shelf than a round one. 

¢ Materials. Shakers used bands of maple or birch 
for the sides because those species are close- 


simple wooden object. But as with most things of 


grained and will retain their strength even when 
worked thin. On the other hand, maple and birch 
react too much to moisture to work as tops and 
bottoms. So the Shakers chose yertical-grain white 
pine for those parts. 

Then, of course, there’s the joinery. “There are 
fast and dirty ways to make Shaker boxes that I 
don’t do,” Charles advises. “The swallowtail, for 
example, is a functional seam for the band that 
makes up the sides. Those fingers in the swallowtail 
are a signature part of the box. Shakers didn't allow 
for much ornamentation, and people think that 
they broke their own rules with the swallowtails, 
but that was the best way. The swallowtail 
responds to wood movement without splitting or 
cracking. However, the swallowtail has to be cut at 


Ron Seiber resaws maple for boxes at the 1951 Moak band- 
saw. It has a 24" throat and a blade over 19' long. 
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Cutting swallowtails on a Shaker oval box should be done 
with a sharp utility knife. The knife cut burnishes the wood 
to reduce splintering and moisture absorption. 


To soften the maple band for a box side, James Majcher 
boils it in water for about 20 minutes. A propane camp 
stove fires the unit. 
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a chamfer with a sharp knife rather than sawn so 
that the wood remains smooth and doesn’t readily 
absorb moisture, or splinter with use. On cheap 
Shaker boxes, they’re sawn.” (See a box in progress 
in the photos below.) 

Shaker oval boxes were intended to nest, and the 
Shakers made them from 2" to about 15" long to 
store spices, cloth, and what have you. Some were 


clear-finished with linseed oil, while others were 


painted. And in Charles’ shop you'll find nearly the 
same variety, starting at $22 for a 3" one to about 
$75 for one a bit more than 1' long. They're his 
bread and butter. But when it comes to more 


involved woodworking, just give Charles an order 


for a chair or two. 


_ —, 


% “ 


Continued 


Still warm and wet from boiling, the maple band is bent 
around a form made from solid wood. 


Copper tacks hold the swallowtail joint together. The 
Shakers commonly made their boxes with the tails of the 
joint pointing to the right. And the tacks lined up perfectly. 
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Simple Gifts 


On vacation in 1978, 
Charles Harvey discoy- 
ered the quiet college 
town of Berea, 
Kentucky, about an 
hour's drive south of 
Lexington. Nestled in 
the scenic Appalachian 
foothills, the historic lit- 
tle city has always had a 
strong crafts’ tradition 
fostered by the activities 
of Berea College— 
where students earn 
their education by work- 
ing at weaving, pottery, 
woodworking, and 
other skills. 

It wasn’t until 1980, 
though, that Charles 
realized his dream of moving to Berea, leaving 
behind a brief masonary career in Chicago. He 
found employment the first day in town. “I 
was lucky enough to assist noted Berea dul- 
cimer maker Warren May,” Charles recalls. “I 
also started doing some odds-and-ends wood- 
working jobs, and eventually had my own 
shop—a chicken coop outfitted with a 
Shopsmith and a Sears Craftsman bandsaw!” 

Then one day Charles visited the nearby 
Shaker Village of Pleasant Hill, the largest 
restored Shaker community in the U.S. (See 
“The Legacy” on page 46.) The nesting oval 
boxes that he saw there intrigued him. And no 
other craftsman in the area was making that 
popular Shaker item. 

Charles set out to learn how they had been 
crafted by studying originals at Pleasant Hill and 
taking rubbings. From those, he developed pat- 
terns and forms. His oval boxes soon duplicated 
the originals. Eventually, the enterprising crafts- 
man expanded his woodworking to other 
Shaker items—blanket chests, sideboards, 
tables, and his favorite, chairs. He also estab- 
lished Simple Gifts, his present woodworking 
shop/retail store in Old Town Berea, where the 
mainstay is still oval boxes. 
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SHAKER 


‘The Legacy 


Commonly known as Shakers, the United Society 
of Believers in Christ's Second Appearing were a 
communal religious group that flourished in 
fame the eastern U.S. and into Indiana and 
r Kentucky until the late 1800s. Once, the 
Shakers populated 24 communities 
with a peak membership of 
6,000. Today, only a few 
elderly Shakers remain 
at Sabbathday Lake, 
Maine, and Canterbury, New 
Hampshire. 
{ Among other things, the 
Shakers believed in celibacy, 
and so relied on converts to continue their ways. 
But it was not this observance alone that doomed 
them. The Shakers, in search of the perfect soci- 
ety, withdrew from the surrounding world to live 
apart. Their communities were self-supporting, 
with every member contributing to the labor 
pool, As they became expert in manufacturing 
goods and reaping agricultural harvests, they sold 
to the public market. And the quality of their 
goods—from garden seeds to cloth, baskets to 
boxes and chairs—earned a high reputation. 
While the Shakers’ communal “industries” 
strived for perfection, the nation was expanding. 
Steamboats and railroads made shipping to distant 
points economical. Industries sprouted to service 
the new western markets, producing goods and 
shipping them at a price that the competing 
Shakers could not match and still survive. So the 
perfect society that harmonized salvation with 
toil dwindled and died. But in their inventiveness, 
the Shakers left quite a legacy; here are but a few 
of the inventions accredited to them: 
* Flat, sewn-corn broom, exact date unknown; 
° Circular (“buzz”) saw, 1813; 
* Tongue-and-groove machinery 
for edge-joining boards, 1828; 
¢ Ball casters for chairs, 1852; 
* Copper vacuum pan for drying herbs 
(Gail Borden improved it to make 
condensed milk), 1853; 
¢ Washing machine, 1858; 
* Cast-iron fence post, 1859; 
¢ Chimney cap, 1869; 
* Window-sash balance and lock, 1870. 
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Shaker chairs with 

an Appalachian twist 

“What I do is try to blend the tradition of 
Appalachian ladderback chairmaking, which takes 
advantage of tight, green-wood joinery, with Shaker 
style,” comments Charles, his right arm sweeping 
the chairs on display. “And certainly the country 
tradition of green-wood joinery was part of Shaker 
chairmaking, too, especially as it was practiced in 
Kentucky. But what we think of as a classic Shaker 
chair came from New Lebanon, New York, where 
they made thousands of chairs and employed pretty 
much state-of-the-art production techniques for 
their times.” 

In any discussion with Charles regarding the 
Shakers, there’s never a doubt that he’s a great 
admirer of their woodworking skills. And so appar- 
ently were the judges at the Philadelphia 
Centennial Exposition of 1876. “The New Lebanon 
Shakers were awarded a diploma there for their 
chairs,” notes Charles. “In part, it stated that their 
chairs embodied ‘strength, sprightliness, and mod- 


a3 _ 


At his variable-speed Oliver lathe, Charles turns the chair 
posts and rungs for chairs. After turning the back posts, 
he'll boil them and bend them in a form to dry for a week. 


Because the back posts are bent as well as flared at the top, 
the 1"-deep mortises for the rungs must be precisely drilled. 
Charles relies on a jig to get the perfect angle. 
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est beauty.’ I think about those words when I make 
my chairs.” 

Although fashioning oval boxes involves the mas- 
tery of certain techniques, making a Shaker chair 
requires some pretty advanced woodworking skills, 
of which the most important is turning. Here, 
Charles started from scratch. 

“I had to learn to turn, and one of the biggest 
things that helped me was turning Shaker pegs,” 
Charles recalls. “I used to come in here and turn 
Shaker pegs for an hour the first thing each morn- 
ing. And I discovered that Shaker pegs offer all the 
cuts you need to do in spindle turning. First, you 
have to rough the wood out to a cylinder, measure 
and cut its tenon, then cut down to a shoulder. 
Next, you make another sizing cut to the bottom of 
the shaft, cut a cove to the top of the button, and 
finish by cutting a bead to part it away.” 

Meticulously turned and sanded posts and rungs, 
and hand-shaved, bent back slats, a beautiful finish, 
and bright woven seats all add to the appeal of 
Charles’ chairs (see them in production in the pho- 


tos below). Yet, it’s the Appalachian-style green- 
wood joinery that makes them rival the toughness 
of the hard maple from which they’re made. 


Joinery for the long haul 

“What makes the joinery work is using wood dried 
to two percent moisture content for the rungs, and 
green wood of 12-percent moisture for the chair 
posts,” explains the Kentuckian. “As the post dries 
the mortise becomes oval. It also shrinks into 
notches cut into the tenons on the rung, which 
locks up the rung in the post. And by orienting the 
grain of the posts to the direction in which they are 
least likely to split, the joints last forever.” 

All of Charles’ chairs are made in batches of six or 
eight. Few spare parts carry over. And even those 
sit around awhile because Charles crafts 81 differ- 
ent chairs based on Shaker designs, and few have 
interchangeable parts. 

“The public believes that if the design is simple, 
it’s gotta be Shaker,” Charles observes. “But there’s 
a lot more to Shaker than simplicity.” # 


An important tool in Charles' chairmaking is the story 
stick—one for each model of chair. Using it as a guide, he 
marks the overall length of the back posts and the location 
of mortises. 


Each back slat must be sawn to shape, boiled, bent, then 
chamfered at the top edge by hand with a spokeshave. 
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Each chair requires three hours of sanding after assembly, 
beginning with 120 grit. To get a dark tone on the maple, 
Charles uses aniline dye, followed by three coats of Danish 
oil. He weaves the seat with strips of yarn-dyed cotton. 


Written by: PeterJ. Stephano Photographs: Bob Hawks 
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My wife’s first impression when I showed her the design 
for this jewelry cabinet was, “It’s very nice, but I don’t have 
that much jewelry.” Well, after she started pulling things out 
of her dresser drawers, closet shelves, and the bathroom 
cabinets, it seemed to be just about the right size. When fin- 
ished, she filled the little remaining space with family keep- 
sakes and old photographs. 


_ 
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Start with the 
carcase assembly 
I Rip and crosscut the carcase top 
and bottom (A), sides (B), and 
to the sizes listed in the 
34" plywood 
(we used maple). See the Buying 
Guide for our source of a har 
wood kit for this project. 
2 Using the Carcase drawing for 
reference, accurately mark the 
locations and cut a pa 
dadoes %" deep and 12" apart in 
the carcase top and bottom. Test- 
cut scrap to verify your dado 
width is the exact thickness of the 
plywood. Adjust as necessary. See 
our article on shimming dado 
blades on page 18 for reference. 
3 Carefully mark the locations, 
and cut %" dadoes %4" deep 1%o" 
t on the inside face of each 
side panel (B) where dimensioned 
on the Carcase drawing. 
4 On the outside face of each side 


the shaker peg holes, and drill 
holes 4" deep where marked. 
5 From 34" solid stock, cut the top 
front band (D) and side bands (E) 
€, mitering the mating ends 
ach. Glue and clamp the band- 
‘o the care top (A). 
6 Cut the bottom | anding piec 
ze, miter-cutting the 
mating ends. Glue and clamp 
them to the bottom panel (A). 
Mark and cut a %" radius on each 
front corner of the panel where 
shown on the Carcase dr 
7 Install a 4%" round-over bit in 
your table-mounted router, posi- 
tioned 3s" high where shown on 
the Edge-Routing detail. Rout a 
partial round-over along the band- 
ed edges on the bottom panel. 
8D a case top, bot- 
tom and side panels together. 
Drill countersunk mounting hol 
for securing the top and bottom 
panels to the side panels. See the 
Carcase drawing for reference. 
Now, glue and screw the assem- 
bly together, checking for square. 
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5/2" shank holes, 
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3fe" deep ( FH. wood screw 
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5/s2" shank hole, 
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Ye x "16 x 16%/16" spline 


S/16" hole /s" deep 


CARCASE 


EDGE-ROUTING DETAIL 


¥/e" partial 
round-overs 


Mitered ends 


Router table 


Ve" round-over bit 


9 Cut the side-panel front bands 
CH) to si Next, cut a pair of 12"- 
long spacer bars. Using bar 
clamps, glue and clamp the bands 
in place, using the spacer bars to 
hold the side-panel middles exact- 
ly 12" apart as shown in the photo 
at right. In addition to hiding the 
plies on the plywood, the bands 
help keep the side panels straight. 
The side panels may have a ten- 
dency to bow inward after cutting 
all the dadoes. Leave the 12"-long 

rs in place until after the 
back (C) is installed. 


Let’s add the drawer guides 
and carcase back 

| Rip and crosscut the drawer 
guides (1) to size. Glue the guides 
in place, removing excess glue. 


2 Cut the back-panel bands (J) to 
. Fit your table-mounted router 
with a %" slot cutter, and rout a 
¥" groove 36" deep along the out- 
side edges of the back panel (C) 


Using 12"-long spacers to hold the side- 
panel middles exactly 12" apart, glue 
the front bands to the side panels. 


and along the mating edges of the 
band strips J). Since the hinges 
for the side doors (K-N) mount to 
the bands (J) later, we felt it 
important to strengthen the joint 
with a spline. 

3 From %" hardboard, cut the 
splines to size, and glue and spline 
the bands to the back panel. 

4 Dry-clamp the back panel 
assembly in place, and drill coun- 
tersunk mounting holes for secur- 
ing the back panel to the side, 
top, and bottom panels. Glue and 
screw the back panel in place. 


The swing-out 

side doors come next 
I Cut the door panels (K) to size 
from 34" maple plywood. From 
solid stock, cut the door top and 
Continued 
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Bill of Materials 


bottom strips (L), back strips (M), 
and fronts (N) to size, (we used 
bird’s-eye maple for the door 
fronts). See the Bill of Materials for 
part sizes and the Side Door draw- 
ing for reference. 
2 Using the same 4%" slot cutter as 
used before, rout grooves in the 
door panel and mating strips (M, N). 
Note that the grooves in the door 
back (M) and front (N) stop short of 
the top and bottom edges by ¥2". 
3 Switch to a 36" cove bit, and rout a 
38" cove along one edge of each 
door front (N). (We did this in sev- 
eral passes, raising the bit each pass 
to minimize chip-out.) See Routing 
the Cove detail for reference. 
4 Glue and clamp the top and bot- 
tom strips (L) to the door panels. 
Cut the hardboard splines to si 
and glue and clamp the front and 
back pieces (M, N) to each door. 
5 Rout a %" round-over along the 
front outside corner of each door 
assembly where shown on the Side 
Door Top View drawing. 
6 Attach a pair of 2" no-mortise 
hinges to each door back strip (M) 
and back bands (J) where shown on 
Continued 


Materials Key: MP-maple plywood, 
M-hard maple, EM-edge-joined hard maple, 
BP-birch plywood, BM-bird's-eye maple. 


Supplies: #6x%" flathead wood screws, #8x1¥4" 
flathead wood screws, #8x1%4" flathead wood 
screws, #8x1¥" roundhead wood screws with #8 
flat washers, clear finish, 


9/4 x 48 x 48" 
Maple plywood 


®©® |® 


© 


fa x 48 x 48" Birch plywood 


Finished Size El ies Finished Size ales 
Wee TIT w]e [sla T[ w]e lsi|é 
CARCASE BASE 
A top & ut | aye | ote 
bratom ve | 17 | t4ve |p} 2-2-8 et ee 
P frontback 
B sides ve | 13%] 16%%e"| MP] 2 |__apronrails |_¥*_| 2° | 15%" | BM| 2 
© back sut_| se | toe] MP | @ sdeapron ve | om | sow leml 2 
D top front 
band we _| wi] te | Mia TRIM AND TOP 
E top side lw | tee 
has ve | wl te Mle R front ve vu" | 18%") M| 4 
F bottom S sides ve" | vat | 15%" 2 
front band yet | et | 18% | MI 1 eal] 
| isn] tov 
ayes T top vt_| 15%" | 194") EM] 4 
sidebands | ¥° we | 15%"| M] 2 DRAWERS. 
H sidebands | _¥%' | %* | 16%e'| M| 21 U sides ve | oo | ta | le 
Pigiee vt | ve | rave mde |_¥ fronts ye | 2 | 1t|em}e 
J back ve | tm | 11%" 
back ve | xe | seve m | o Ebest at | ive | 11%" | MI] 8 
vr 1v'| 11%" | BP 
SIDE DOORS X_ bottoms 11%" fi 8 
Se ae Fae Buying Guide 
ee Yi _12tve't 15'ie| MP} 2} Hardware kit, 16 ¥4*diameter sold-brass knobs, 
top ie * a two pair of 2" no-mortise brass-plated hinges, 
bottom | vit | 12\%e'| M14 | 49 410'-long shaker pegs, and two brass ball 
M back alee d catches, Kit no, 128793, $46.94 ppd, Leichtung 
bands ut |__| 16%e"| M| 2] 4944 Commerce Parkway, Cleveland, OH 
Nene vv | ave | teve'| em! 2 | 44128: Or call 800/821-6840 to order 


Hardwood kit, All the individual pieces shown 
‘on the Cutting Diagram cut slightly oversized in 
length and width from the thicknesses listed in 
the Bill of Materials from the type of wood noted. 
Kit no, W82M, $229.95 ppd. Heritage Building 
Specialties, 205 North Cascade, Fergus Falls, 
MN 56537, Or call 800/524-4184 to order, 


CUTTING DIAGRAM 


eee 


3/4 x 71/4 x 96" Birds-eye maple 


V2 x 31/2 x 96" Mane 


* Plane or resaw to thickness listed in Bill of Materials. 


| O_ 


34x B12 x 96" ee= 


Vax 91/4 x 96" Maple 
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TENON DETAIL 
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5/e" 
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wos <e 


11/6" 
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the Side Door drawing. Place the 
carcase on a flat surface. Using a 
scrap of plywood and a Mo" spac- 
er, position door against the car- 
case back, The plywood and spac- 
er must position the door level 
and centered from top to bottom 
between the top and bottom (A). 
Drill the holes, and screw the 
hinges to the carcase as shown in 
the photo below, making certain 
that the hinge knuckle is tight 
against the edge of J. 

7 Add brass ball catches to the 
doors and mating side panels. 


The base lifts the carcase 
to a comfortable height 

| Rip and crosscut the legs (O) to 
size from 1%" stock (commonly 
called eight-quarter stock). 

2 Lay out the tapers on the inside 
corners of each leg where shown 
on the Exploded View drawing. 
Bandsaw next to one line, and 
remark the other taper. Bandsaw 
to the second marked line, mak- 
ing sure the tapers meet at the 
inside corner, Sand the bandsawn 
edges to remove the saw marks. 

3 Rout a %" round-over along the 
outside corner—opposite the 
taper—on each leg where shown 
on the drawing. Switch bits, and 
rout %" rounds-overs along the 
other edges of each leg. 

4 Install a 4" straight bit into your 
table-mounted router. Position the 
fence %4" away from the bit. 
Making several passes and raising 
the bit each pass, rout a %4" groove 
%o" deep and 134" long on the top 


Using a piece of %4" plywood and a ‘4c 
spacer, center the door between the top 
and bottom panels. Attach the hinges. 


1" brass 
ball catch 


1575/16" 


La 


1/a" groove %/e" dee; 


stopped 1/2" from top and bottom 


121/16" 


2" no-mortise 
brass-plated 
hinge 


\ 


‘/e" groove 
3/e" dee| 
stopped 1/2" 
from top 
and bottom 


1" 
Va x /16 x 157/16" spline 


{SIDE DOOR 
ie Left-hand door shown 


A2M/ie* i 


ROUTING THE COVE DETAIL 


¥/e" round-over 


inside edges of each leg where 
shown on the Exploded View and 
accompanying Tenon detail, 
Don't try to rout to %6" deep in 
one pass, you could snap the bit. 
5 Rip and crosscut the front and 
back apron rails (P) and side 
apron rails (Q) to size from solid 
stock. Now, use a dado blade to 
cut rabbets on each end of each 
rail, forming a 4x¥2x134" tenon at 
the ends. 

6 Glue the base assembly togeth- 
er, checking for square. 

7 Place the carcase assembly on 
the base with the back edges flush 
and the carcase centered side-to- 
side on the base. Clamp the car- 
case in place, drill mounting holes 
through the carcase bottom (A), 
and screw the carcase to the front 
and back base apron rails (P). 


Now, let’s add the 

trim and edge-joined top 

I Resaw or plane thicker stock to 
¥"thick for the maple trim pieces 


R and S. From the %" stock (we 
planed thicker stock), cut the 
front trim piece (R) and side trim 
pieces (S). Glue and clamp the 
pieces in place. 

2 Edge-join enough stock for the 
%4"thick cabinet top (T). Trim the 
laminated top to finished size, 
sand it smooth, and rout a %" 
cove along the front and then side 
edges of the top piece 

3 For mounting the solid maple 
top (T) to the carcase top panel 
(A), drill two countersunk shank 
holes near the front of the carcase 
top and two %6x3s" slots where 
shown on the Carcase drawing. 
The slots are necessary in the car- 
case top to allow the solid top to 
expand and contract over time. 

4 With the back edges flush and 
the top (T) centered on the car- 
case top-panel assembly (A, D, E), 
clamp the top in place. Use a pair 
of #8x1%4" flathead wood screws 
in the front mounting holes and a 
pair of #8x1%4" roundhead wood 
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screws and flat washers to secure 
the back edge where shown on 
the Exploded View drawing. 


Add the eight drawers 

for lots of jewelry storage 

| Cut the maple drawer sides (U) 
to size from ¥2" maple stock. Mark 
a “T” on the top edge of each side 
for reference. 

2 Cut the dadoes and grooves in 
the drawer sides where dimen- 
sioned on the Drawer drawing 
and accompanying Drawer Side 
detail. To make certain that the 
drawer guide grooves are in the 
same location on all drawer sides, 
place the marked tops against the 
rip fence when cutting the 
grooves. As each drawer side is 
machined, fit the drawer sides in 
place on the drawer guides (1D) to 
check for proper clearance. 

3 Cut the drawer fronts (V), backs 
(W), and bottoms (X) to size. We 
used bird’s-eye maple for the 
drawer fronts.) 


4 Cut a %" groove %" deep 4" 
from the bottom edge of each 
drawer front where dimensioned 
on the Drawer drawing. Machine 
the ends where shown in the 
Lock Rabbet detail. Machine both 
ends of just one drawer front first. 
Fit the drawer together and check 
its fit into the carcase. The gap 
between the drawer ends and car- 
case inside edge should be Vic" on 
each end. Now, machine all the 
drawer fronts. 

5 Drill a pair of holes in each 
drawer front to fit the knobs. 

6 Glue and clamp each drawer 
together, checking for square. 

7 Fasten the drawer bottoms (X) 
to each drawer back (W) with 
#6x56" flathead wood screws. 


Obtaining our lustrous 
hand-rubbed finish 

I Remove the hardware and set it 
aside. Progressing through 120-, 
220-, and 320-grit sandpaper, fin- 
ish-sand all the pieces. 


2 Glue the shaker pegs in place, 
and immediately wipe off any 
excess glue. 

3 Apply the finish. (After trying 
several different types of finishes 
over the years, we were all 
impressed with the finish 
obtained from using Minwax 
Antique Oil Finish. (We started by 
applying a liberal coat of the fin- 
ish with a foam brush. When the 
finish just started to get a bit 
tacky—about 10 minutes after 
application—we wiped off the 
excess finish with a clean cloth. 
After letting the finish dry 
overnight, we lightly rubbed-out 
any roughness with #0000 steel 
wool. We applied several more 
coats just as we did the first. Our 
finish had a nice luster without a 
noticeable buildup often associat- 
ed with polyurethane finishes.)# 
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Fairest of the 


Searching for a good-looking looking glass? Here’s one that 
fills the bill. It’s not only attractive, but a fun-and-easy proj- 
ect, too. Build it to stand alone, or as the perfect comple- 


ment to our jewelry cabinet on page 48. 


Begin with the base 

| Cut the two base cores (A) to 
the dimensions shown in the Bill 
of Materials. We chose bird's-eye 
maple to match the jewelry chest 

2 Install a 34" dado blade on your 
tablesaw, and set the cutting 
depth to 4". Attach a wooden 
extension to your miter gauge, 
extending it at least 1" beyond the 
dado blade. 

3 Place one Part A against the 
extension, positioning it for a 
dado %" from the end. Attach a 
stopblock to mark the position. 

4 Refer to the Base drawing, right, 
then dado each end of each base 
core. Move the stopblock to cut 
an additional 4%" from the dado, 
then widen all four dadoes to 1". 

5 Dry-clamp the pieces together 
with the dadoes facing each 
other. Cut pieces of scrapwood 
to fit into the mortises created by 
the dadoes. Glue Parts A together, 
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aligning the dadoes with the 
scrapwood pieces, Remove the 
alignment pieces as soon as the 
clamps are tight. 

6 Cut a piece of stock 34x2x18". 
This will become the cove mold- 
ings, B and C. 

7 Install a %" cove bit in your 
table-mounted router. Set the cut- 
ting depth to %", as in the Cove 
Routing drawing, opposite page. 
In several passes, rout a %" cove 
along each edge of the stock. 

8 Set the fence on your tablesaw 
to rip stock to %" wide. Saw the 
routed edges from the stock to 
form the cove moldings. 

9 Miter-cut the cove moldings (B 
and C) to fit around the glued-up 
base core. Place the wide bottom 
edge of the molding flush with 
the bottom of the base core, glue, 
and clamp. 

10 Cut two 18" pieces of stock to 
size for the square molding (D, E). 


Miter-cut the moldings to fit 
around the base where shown on 
the Exploded View drawing. Glue 
in place, and clamp. 


Shape the uprights 

| Rip and crosscut two uprights 
(F) to the dimensions shown in 
the Bill of Materials. Cut several 
pieces of scrapwood to the same 
size for test-cutting. 

2 Install a 34" dado cutter on your 
tablesaw, and set the cutting 
depth to %", Using a miter-gauge 
with an extension, rabbet both 
edges and both faces of one of the 
scrapwood pieces. Check the fit 
of the resulting tenon in the base 
mortises. Adjust the cutting depth 
and retest as necessary to form a 
snug-fitting tenon. 

3 Cut a tenon on one end of each 
upright (F). Position a stopblock, 
and make another pass to widen 
the tenons to 1%" (see the Tenon 
detail, opposite page). 

4 Chuck a 36" bit in your drill 
press, and drill a hole 38" deep ina 
piece of scrapwood. If a ¥%" dowel 
fits snugly into the hole, go on to 
drill the uprights. If not, change 
the bit size—a snug fit is neces- 
sary to hold the mirror in posi- 
tion. On one edge of each 
upright, drill a centered hole 36" 
deep, 34" from the top. 

5 Stack the two uprights together 
with double-faced tape, the drilled 
edges to the same side. Trace the 
cutting line from the Part F Full- 
Sized pattern to the top piece. 
Bandsaw the taper slightly outside 


1" dadoes as 


Ja" deep 


fey Print this article 


A dresser mirror 


of rare beauty 


Bill of Materials 
Finished Size < 

Part Tl we |s|é 
A. base core ut tv" | 11%" | MP2 
BY cove yt Te | 13%") M | 2 
C*cove ye | Th | 3%" | M12 
D* molding vw | wt | i {Mle 
E* molding ve | wt | 2 [Mle 
F uprights vs | iv" | 7% | MI 2 
G* frame side A" i 10" | M} 2 
H* top/bottom i" 7 8 | M{2 
| back ve" | 6%" | 8%" | BP] 4 
J* stop va" ya" | Ove" | M12 
K* stop ve" ye" | 7" | M2 
* Make oversized initially, then cut to finished size 
in accordance with how-to instructions, 
Materials Key: M-maple, BP-birch plywood 
Supplies: 4° hardwood dowel, é" mirror glass, 
kraft paper, #4x'4" flathead brass wood screws, 
Minwax Antique Oil Finish. 


the line. Sand to the line, and sep- 
arate the pieces 

6 Install a %" round-over bit in 
your table-mounted router. Rout 
the upright’s edges where shown. 


Fashion the mirror frame 
| From %" stock, rip the frame 
sides, top, and bottom (G, H) to 1" 
wide. Cut each piece an inch or 
so longer than the length shown 
in the Bill of Materials. Again 
using the table-mounted router 
and ¥%" round-over bit, rout both 
front edges of all four pi 
2 Change to a 36" rabbet bit in the 
table-mounted router. Set the cut- 
Continued on page 94 
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#4 x Vo" BH, 
brass wood 


ath 71" 


This contemporary condi- 
ment set seems to display 
ebony side accents. But, 
look again! Those black 
stripes are really ordinary O- 
rings, and they hold the lids 
on these cleverly designed 
salt and pepper shakers. 


Start with 1%/%x1%/%x18" stock for 
the shakers (we used oak). You'll 
also need two pieces of stock 
¥8xX¥8x18" (one light wood and 
one dark to identify the salt and 
pepper shakers—we used ash and 
walnut). The 18" stock will yield 
two shaker sets. We chose that 
length for safety and convenience 
when machining par 


On the 158"-square stock, cut the 
Mo" rabbets shown on the Shaker 
Stock drawing. A table-mounted 
router with a 36 or %" straight bit 
does the job easily. Just set the 
router-table fence for the 6" rab- 
bet width. Rabbet two corners 
diagonally opposite each other, 
cutting to %6" deep. To avoid splin- 
tering, don't attempt to reach final 
depth in one pass—make two or 
three shallow cuts, 

Then, change to a 38" round-over 
router bit. Rout the remaining two 
corners of your workpiece. 

Crosscut four 4%"-long sections 
for the shakers. Saw a 34" length 
from the top of each section; this 
will be the lid. The remaining por- 
tion will be the shaker body. So 
that you can match the grain when 
you assemble the shakers, mark 
each lid and body pair as you cut 


them apart. Draw diagonal lines to 
find the center on top of each 
body and on both the top and bot- 
tom of each lid. 

Now, cut the foot on the bottom 
of each shaker body. To do this, 
first attach an extension to your 
miter gauge. Clamp a stopblock to 
the extension, setting the distance 
to the blade at 3%", or 4%" less than 
the overall length of the shaker 
body. (See the Sawing the Foot 
drawing.) 

Adjust the tablesaw cutting depth 
to 6", With the top of the shaker 
body against the stopblock, saw 
each side in turn. Then, rotate the 
workpiece, placing one rounded 
corner against the saw table and a 
rabbeted corner against the miter- 
gauge extension. Clamp in posi- 
tion, and cut. Repeat for the other 
corner. 


FULL-SIZED 
TOP VIEW 


“ \ 
%s2" holes = ‘4" hole drilled 
drilled in cap into bottom 
of cap and top. 
of shaker 
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SPICE UP YOUR NEXT MEAL 
WITH THIS DASHING DUO 


Raise the saw blade to %2" cut- 
ting depth. Position the shaker 
body with a rabbeted corner 
against the saw table. Make sure 
both points of the rabbet rest on 
the surface. Clamp the body to the 
miter-gauge extension, and cut. 
Repeat for the other corner. 

Chuck a 1" Forstner bit into your 
drill press. Lower the point of the 
bit to %" above the drill press 
table, and set the depth stop. 
Center the bit over the top of the 
body, and clamp the body secure- 
ly to the drill-press table or fence. 
(We gripped the body with a 
handscrew clamp, then clamped 
the handscrew to the table with 
another.) 

Bore the hole, withdrawing the 
bit several times to clear chips. 
Without changing the depth 
stop, clamp and bore the bot- 


shakers 


°/a" round-overs 


After forming stock, cut off 
two pieces at 41/s" long for the 


tom of the lid. Change to a %2" 
brad-point bit to drill the five holes 
in the lid. To locate the holes, 
draw a %6"-diameter circle around 
the center marked on top of the 
lid. Drill one hole at the center, 
the other four where the circle 
intersects the diagonal lines. 

Cut the 36"-square stock to 44%" 
lengths for the legs. Make walnut 
legs for the pepper shaker, ash 
ones for the salt shaker. 


Sand all parts. Slightly round all 
edges and corners, except the out- 
side corners of the rabbets. 

To assemble, apply woodworker's 
glue to the rabbeted corners of the 
body. Stand the body on a flat sur- 
face, and locate the legs in the rab- 
bets. Set them flush with the bot- 
tom, and clamp with rubber bands. 

After the glue dries, remove any 
squeeze-out with a sharp chisel or 
X-Acto knife. Finish the outsides 
with salad bowl oil or 
polyurethane. Slide the lid into 
place on each shaker, and secure it 
by looping a 156" or 134" O-ring, Ys" 
diameter, over each leg at the top 
and bottom. If the lid doesn't slide 
into place readily, wax the rabbet 
or the legs.# 

Project design: © Rhett Zoll, Zoll Woodworks 


Photograph: John Hetherington 
Iilustrations: Kim Downing 


%/ax a x 41s" legs 
glued into rabbets 


1" hole drilled 1/2" deep 
into bottom of lid 


9/4"-thick lid 


Bottom of leg 
and bottom 
of shaker 
are flush 
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LOWNING 


Carve this pair 


These crazy cutups obviously 
know how to have fun, and carving them 
will be a blast for you, too. You'll probably explode 
into laughter imagining zany situations for these jokers. 


Project prep 

Stock: Carving stock 34x1%x234" for body; %x3x6" for arms and 
legs. 1x434x8%" hardwood (walnut shown) for base. (Use this size 
for two clowns; make the base smaller for a single clown.) 


Carving tools: You can carve the clowns with hand tools (knife 
and gouge) or power-carving equipment. Power-carving bits that 
typically could be used include ruby or diamond carvers, carbide 
burrs, Kutzall bits, or sanding drums, examples shown at right. 


Buying Guide 

Clown parts. Kit containing precut body, arms, legs, wooden egg 
for head, nose pin, dowel stock, single base, and chenille for hair, 
$10.50 each or two for $20 ppd. in U.S., from Billy J. Smith, 12 Appaloosa Dr., Holiday Island, Eureka 
Springs, AR 72632. 

Book. Carving Clowns and Circus Wagons by Billy J. Smith, Sterling Publishing Co. Available from your 
local bookseller, or for an autographed copy, send $15.85 ppd. to Billy J. Smith, address above. 


His anicie 
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‘Sf jolly jesters 


EXPLODED b /o" dowel 
VIEW 23/3" long 
Ye" hole 

3/4" deep 


1s" dowel 


Ys" hole — /e" long 


h 1/e" dowel %/a" long 


¥/e" hole 9/16" deep 


hen it comes to carving, 
\ X / Billy J. Smith really 
clowns around. That is 


to say, he carves comical charac- 
ters. He’s created dozens of them 
to march along with the animals 
and wagons in a miniature circus 
parade—now more than 18 feet 
long—he’s putting together at his 
Eureka Springs, Arkansas, home. 
For sheer enjoyment, Billy’s 
clowns are hard to beat. “Clowns 
exaggerate their features—the big- 
ger their feet or noses, the wilder 
their hair, the funnier they are to 
the audience,” Billy points out. 
“Most professional clowns copy- 
right their costumes and facial 
makeup to prevent others from 
copying them exactly,” Billy 
notes. “This makes every clown 
an original, which works out just 
great for the woodcarver,” he 
adds, “because any way you shape 
or finish your clown is correct.” 
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For this project, Billy chose a 
simple skinny clown, using the 
same body, arm, and leg patterns 
to achieve two different poses. 
You could make a portly clown by 
redrawing the body outline slight- 
ly. He opted to use a craft-store 
wooden egg for the head—you 
could carve a realistic head with a 
detailed face, if you like, or use a 
miniature plastic doll’s head (also 
from a craft shop). 


Cut out the clown parts 
Photocopy the full-sized patterns 
for the body, arms, and legs on 
page 100. Trace the body pattern 
onto %"-thick stock. Trace the 
arms and legs onto %" stock. 
Scrollsaw the parts. Drill two 4%" 
holes through the body blank 
where shown. 

Next, figure out your clown’s 


pose. Remember, these characters 
run around frantically, making _ 


some action. Don’t j 

clown straight up. i 

sawn blanks for the legs ani arms, 
arranging a pose takes a little | 
imagination. But you can get a 
rough idea at this stage, then fine 
tune the pose later. When you 
determine positions you like 
mark the left and right arms and 

legs for each clown. . 
(To recreate the poses shown, 
make the body blank’s concave 
side the front of the striped 
clown, the convex side the front — 
of the polka-dot clown. The legs 

go on the big end of the body 

blank for each clown, For the 

striped clown, put Leg 1 on the 

left; Leg 2 on the right. On the 

polka-dot prankster, Leg 2 goes on 

the left; Leg 1, the right. The arms 

are the same for both clowns, © 
Arm 1 on the left and Arm 2 on 

the right.) 


Start with funny feet 
Sketch the heel on the bottom of 
each foot. Center it at the back of | 
the shoe, and make it about a 
third of the width of the blank, as_ 
shown in Photo 1, next page. 
Carve the heel to shape, as 
shown in Photo 2. A small tapered 
Kutzall or ruby carver works just 
fine. As you form the heel, c 
tapered section between the 
of the heel and the ball of the foot 
(where the shoe bends), a 


with | ree toes, square across 
front and slighty aut 


a shallow groove ae ae toe 
about Yio" up from the boi ton 
hate 


Continued ; 
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CLOWNING AROUND ©” 


Center the heel outline 
on the bottom of the leg 
blank. For clownish 
feet, make the heel nar- 
rower than the front of 
the shoe. 


shoe. 


upper from the sole. Carve a simi- 
lar line around the top of the heel. 

Carve the pants cuff before shap- 
ing the lower part of the leg. To 
avoid the toothpick-leg look, form 
a slightly oval cross section. Make 
it a little larger from side to side 
than from front to back. 

Work your way to the knee, 
rounding the edges to make the 
oval shape. The size of the leg 
depends upon the look you want. 
‘The clowns shown sport stylish 
bellbottoms, so the legs are a bit 
smaller above the cuffs. For a bag- 
gier look, make a larger leg. 

Cut in several grooves fanning 
out from the back of the knee to 
represent folds and wrinkles in 
the pants, Shallow cuts with the 
corner of a tapered bit are all you 
need, as shown in Photo 3 above. 

Round over the outside of the 
upper part of the leg. On the 
inside, round over the leg only 
from the knee to a point 34" back 
from the knee (measured from the 
front of the knee). 

Then, on the inside of the leg, 
sand a flat plane tapering from 
there to the hip, the rounded end 
where the leg joins to the lower 
part of the body. A belt sander 
does the job nicely, as shown in 
Photo 4, Keep the lower part of 
the leg (the tibia) parallel to the 
sanding surface as you work. 

Complete both legs, then drill a 
¥" hole in each to join it to the 
body. Here’s how: To mark the 
hole’s location, roughly position 
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Form the heel and establish the 
cuff line at the back of the leg. 
Shape the insole and front of the 


the leg on the appropriate side of 
the body, then drill through the 
hole in the body to make a shal- 
low dimple in the leg. Then drill 
the leg, going as deep as you can 
without breaking through the 
side. Drill a 4%" hole as deep as 
possible straight into the sole of 
the shoe the clown will stand on. 
This hole will later receive a 
dowel to mount the clown on its 
base. Sand both legs, then set 
them aside. 


Make wildly waving arms 
Lay out the carving lines for the 
hands. The shaded areas on the 
Hand Layout illustration on page 
100 show the material that you 
carve away. (The illustration 
shows Arm 2 laid out with a right 
hand—place the thumb on the 
opposite side for a left hand.) 

Drill a 4%" hole through the blank 
where shown. Then, starting at 
the end of the blank, carve down 
to the knuckle line, as shown in 
Photo 5 on the opposite page. For 
a pointing finger, as shown on the 
striped clown’s right hand, carve 
only about three-fourths of the 
way across the end, leaving a long 
piece in front of the thumb. 

Next, rough out the thumb. 
Carve the shaded area on top of 
the blank down to the level in 
front of it. Leave the thumb about 
one-fourth the width of the blank. 

Starting at the point of the 
knuckles and going back %4", carve 
about %" deep on the side oppo- 


Add some wrinkles at the 
knee. Notice the lines delin- 
eating the sole and heel. 


Sand the mating plane on the 
leg with a belt sander. Keep 
the calf of the leg parallel to 
the sanding surface. 


site the thumb, as shown in Photo 
6. This establishes the sleeve cuff. 
(You can make the sleeves longer 
or shorter here, if you prefer.) 
Carve the rest of the cuff to delin- 
eate the hand, starting to round 
over the edges as you go, 

Now, with a tapered or pointed 
bit, open up the palm of the hand 
by enlarging the drilled hole. 
Form the curled fingers and the 
thumb, as shown in Photo 7, 
using your own hand for a model 
when necessary. Make the fingers 
¥" thick or slightly less at the tips. 
If you’re modeling a pointed fin- 
ger, extend it straight out. 

Round the arm from the sleeve 
cuff to the shoulder. Then, posi- 
tion the arm against the body to 
determine the shoulder angle. 
When you find the angle you like, 
draw guidelines on the arm paral- 
lel to the side of the body. 

Sand each arm to the guidelines, 
forming an attachment surface as 
on the legs. Then, mark the 
attaching-hole positions as you did 
for the legs. Drill the 4%" dowel 
hole in each arm. 


It’s body-building time 
For each clown, cut two pieces of 
¥"-diameter dowel rod about 1" 
long. Slide them into the holes 
through the body, letting about 
%" extend from each side, as 
shown in Photo 8. 

Position the arms and legs on the 
body, and mark them for align- 
ment. Ensure that the legs and 
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Carve the knuckles of the 
curved fingers. The shaded 
area will be cut away to 
form the thumb. 


arms fit tightly against the body 
sides, then glue them into place. 
Clamp the legs with rubber bands 
around the hips, and tape the 
arms in place until the glue sets. 
With a ruby carver, shape the 
upper and lower body to blend in 
the legs and arms. Since you're 
making clown caricatures, not 
anatomical models, you can take 
whatever liberties seem necessary 
in shaping the shoulders and hips. 
Apply filler to cover the joints and 
blend the surfaces, as needed. 
Round the body edges. At the 
top of the body, drill a 4%" hole 
about %o" deep midway between 
the shoulders. The neck dowel 
will fit into this hole to attach the 
head, Sand the completed body. 
After sanding, carve any desired 
details, such as buttons or a belt. 


A real egg-head clown 

Make a simple head for your 
clown from a %x1%" wooden egg 
(available from craft-supply deal- 
ers). For the neck, drill a 4%" hole 
about %6" deep into one end of 
the egg. The hole can go at either 
end of the egg, depending on the 
effect you want. 

The striped clown shows the 
pointy-head look achieved by 
drilling the neck hole into the 
large end of the egg. The polka- 
dot clown’s broader forehead 
results from drilling at the small 
end of the egg. Glue a %o" length 
of %" dowel into the neck hole, 
but don’t attach the head yet. 
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Shape the hand and 
establish the cuff line 
before carving the palm. 


Form the palm of 
the hand by enlarg- 
ing the drilled hole 
with a tapered cary- 
ing bit. 


Color your clown brightly 
Before painting the clown, glue a 
piece of 4%" dowel into the mount- 
ing hole in the bottom of the foot. 
Cut the piece long enough to 
leave about 4" extending from 
the foot. Drill a hole for the dowel 
in a piece of %4"-thick scrapwood 
about 2" square. Use this as a tem- 
porary base to hold the clown 
while you paint. 

Paint the clown body with 
acrylic artist colors or craft paints, 
using any colors you like. Hands 
can be either flesh color or white, 
as if wearing gloves. Billy paints 
the base color with a brush, then 
adds the dots or stripes. To paint 
polka-dots, Billy recommends 
using a dowel instead of a brush. 
“Just dip the end of a dowel, one 
about 4" long, into the paint, then 
touch it to the clown at random 
spots,” he advises. To make 
stripes on a clown’s clothes, he 
uses paint markers, available from 
craft or hobby suppliers. Glitter 
Magic, also a craft-shop item, 
gives these clowns their glittery 
cuffs and collars. 

Paint the head flesh or white. 
Mark the nose location about 
halfway up the front of the egg. 
To make a bulbous, red clown- 
style nose, just stick a map pin— 
the kind with a round sphere for a 
head—into the egg at the marked 
point. (You'll probably have to 
drill a Yo" pilot hole for the pin, 
then cement the nose in place 
with epoxy.) 


Project Design: © Billy J. Smith Photographs: King Au; John Hetherington 


The leg fits over the 
dowel end at the bot- 
tom of the body. The 
contours won’t match, 
but you can carve and 
fill to blend the legs 
into the body. 


A bead and a 
dowel make a 
large nose for 
the clown. 


If you want to give your clown a 
larger nose, you could glue on a 
red pom-pom. Or, you could slip a 
4" bead over a 3" dowel inserted 
into a hole in the egg, as shown in 
Photo 9. The clowns in the photo- 
graph feature noses of this style. 
Sand the end of the dowel and the 
bead flush, then paint the nose. 

You can either paint on the eyes 
(paint markers do a great job 
here) or glue on glass eyes from a 
craft shop. Glass eyes 5mm in 
diameter (about 6") work well 
on clowns this size. Position the 
eyes about % of the way up the 
face (‘%o" on the 1%" egg). 

Complete the clown makeup 
with paint or markers. High, arch- 
ing eyebrows and a large mouth 
are typical clown features, but 
you can do what you want. It’s 
your clown. 

Fashion your clown’s hairdo 
from a chenille bump, a pipe 
cleaner, or a scrap of fuzzy fabric. 
The bins at your local craft shop 
will yield other items to dress up 
your clown, like the small silk 
rose on the polka-dot clown. 

Mount a single clown on a base, 
or mount two or more for an 
action scene, as shown. (The base 
shown measures 1x4%4x8%4".) 
Make other props as desired. The 
stick of TNT shown is a 2%" 
length of %" dowel painted red 
and labeled. A piece of wire with 
a carved flame on top serves as 
the fuse. The explosive sits in a 
34"-deep hole in the base.# 

Roxanne LeMoine 
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Mustrat 


TWO OF A KIND 


TWIN BEDS OR BUNK BEDS, THE CHOICE IS YOUR 


Looking for a stylish, origi- 
nal bunk bed design? How 
about just a terrific-looking 
twin bed? This versatile proj- 
ect suits both interests. For 
bunk beds, simply invert one 
bed on top of the other, and 
reposition its plywood mat- 
tress support. Best of all, this 
size fits kids and adults alike. 


Note: Our bed was designed to fit 
a@ 39X75" twin mattress. Adjust 
accordingly for a different size 
mattress, Also, the how-to instruc- 
tions are for one bed, double the 
quantity for making two beds, 


Start with the laminated 
and mortised legs 

1 From %" oak, cut six headboard- 
leg parts (A) to 246x344" and the 
footboard-leg parts (B) to 23%x27". 
(Using these dimensions, the 
pieces are '4" oversized in width 
and 1" in length so you can trim 
flush the edges and ends of the 
laminated legs later, See the Leg 
Assembly drawing for reference.) 
2 Using the Leg Assembly draw- 
ing, lay out the notches and mor- 
tises on each piece where dimen- 
.sioned. Remember that you're 
making a matching pair of head- 
board and footboard legs, with 
each pair having a left and right 
member. Verify the marked loca- 
tions before cutting. 

3 Using a drill press fitted with a 
va" Forstner bit and a fence with a 
stop, drill holes inside the marked 
mortise outlines. Square-up the 
mortises with a chisel. You also 
could cut the mortises to shape 
with a jigsaw. 

4 Cut the three notches in the 
center pieces. (To expedite our 
notch-making process, we marked 
centerlines on each end of each 
middle piece where shown in 
Photo A. Then, we used a 4" 


nt A 
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Forstner bit, and drilled a hole 
centered over each centerpoint. 
As shown in Photo B, we set the 
fence on our bandsaw, and cut to 
the hole to finish forming the 
mortises. The round bottom on 
our mortises did not affect the 
structural integrity of the project.) 
5 Mount a o blade to your 
tablesaw, and cut the '%i6x6" 
notch in each center piece. 


6 As shown in Photo C, spread an 
even coat of glue on the mating 
surfaces of the three pieces mak- 
ing up each leg. With the edges 
and ends flush, glue and clamp 
the pieces face-to-face to form 
each headboard leg (A) and each 
footboard leg (B). Wipe off exc 
glue with a damp cloth, and 
remove the glue from the notches 
and mortises. 


Using a Forstner bit in your drill press, 
drill a 4" hole at the marked center- 
point on each leg centerpiece. 


Position your bandsaw fence to cut to 
the hole, creating %"-wide notches in 
the center leg pieces. 
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7 Scrape the excess glue from the 
edges. Then, joint or plane Yo" 
from each laminated edge for a 
2M'-square lamination. 

8 Crosscut %" from each end so 
headboard legs (A) measure 33%" 
long and the footboard legs (B) 
sure 26" long. For level side 
ter, make sure when trim- 
ming the legs to final length that 
the bottom of the mortise in each 


leg is 7" from the bottom trimmed 
end of each leg. 
9 To form the bolt-access holes, 
attach a fence and stop to your 
drill-press table. Then, drill a 1" 
hole 4" deep with a 7%" hole 
centered inside and 10" from the 
bottom end of each leg where 
shown on the Side Rail drawing. 
Sand the legs smooth. 

Continued 


Spread an even coat of glue on the mating surfaces, and glue the three pieces 


together that form each leg. 
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LEG ASSEMBLY 
Trim /2" off top 


%/4 x 31/2" notch end after laminating. 


23/s" initially, 
trim 1/16" off 
edges after 
laminating for’ 
21/4" finished 
width. 


31/2" 


25/64" hole 
(drilled after 
laminating) 


Trim "2" 
ly off bottom end 
after laminating. 


= 
‘| ¥/" “3/4 x 31/2" notch 
3411/2" (331/2" finished length) 


Trim 1/0" off top 
end after laminating. 


at 
De 


Trim 1/6" off 
edges after 
laminating. 


3/4 x 31/2" notch 


51/2" 25/64" hole 
qlee after 
laminating) 
72 { 
Trim 1/2" 


off bottom end 
after laminating. 


ayy 
Ye" 3/4 x 3/2" notch 
27" (26" finished length) 
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The slatted headboard 

and footboard come next 

I Cut the headboard and foot- 
board rails (C, D), slats (E, F), and 
spacers (G, H) to the sizes listed 
in the Bill of Materials. (For the 
spacers, we cut four pieces of 
stock to 4x%x40", and crosscut 
the spacers from the long strips.) 
2 Fit your tablesaw with a 4" 
dado blade, and cut a 4" groove 
vs" deep centered along one edge 
of each rail (C, D). See the 
Headboard/Footboard drawing 
below right for reference. 

3 Switch to a wider dado blade on 
your tablesaw, Then, attach a long 
wooden extension to your table- 
saw’s miter gauge, and square the 
extension to the blade. Using a 
stop for consistency, cut rabbets 
to form tenons on the ends of the 
rails (C, D) and slats CE, F). 

4 To assemble the headboard and 
footboard 
finding the center (from end-to- 
end) of each rail, and mark a cen- 
terline across the grain. Starting 
with a slat centered over the cen- 
terline and working to the ends, 
dry-clamp (no glue) the head- 
board and footboard assemblies 
together, checking for square. 
Now, check the fit of the 
clamped-together assemblies into 
the mortises of their respective 
legs. After verifying the fit, glue 
and clamp the headboard and 
footboard assemblies together 
between the legs. 


Cut the side rails, cleats, 
and bottom to size 
I From 16" stock, cut the side 
rails (D) and cleats (J) to size. 
2 Using the dimensions on the 
Side Rail drawing, cut the 44"thick 
tenons on both ends of all four 
side rails. 
3 Mark the centerpoint, and drill a 
1" hole 7%" deep on the inside face 
of each side rail where shown on 
the drawing. To prevent boring 
through the side rail, you must 
use a flat-bottomed bit such as a 
Forstner and a depth stop on your 
drill press. 

Continued 
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Bill of Materials 
Enough for two beds 


Finished Size | = Finished Size | = 
art tT [wl]. |2/6| Per t[w[ 1 lela 
| LEGS POST CAPS 
[(a ee | ove | ove | aa |o| 4 LE cars oe | amt | av" | 0 |t6 
B. footboard M_ supports yr ye | 3%" | O 116 
Pe | N boltcovers | % | 1%"| 4" | O}8 
ESD AED NREOSTEOADD SIDE AND HEAD SAFETY RAILS 
wl a Se ee O side rails yt _| 6%" | 48" | 0] 2 
Dares wi | 3 | 40%'| 01417 headboard 
Eee [aw | 17m leone amet wt | om | 3m | 04 
[LF slats vw lav! 10 | 0130 Q supports Mw | iv" | 10%") O16 
G spacers vt a" 1" | 0 }112 PADS 
H! spacers ve | se | wwe o fre |B sices % | 3% | 64 | 012 
SIDE RAILS S steps Ye | Bie" | 12%"| O01 4 
1 rails tve | 6 | rout] o | 4 [1 catenes. uw | iw | o | O}2 
rae [we [owl oa] Sr BS BR a 
K_ bottom ve' | 40" | 76%"| BP] 2 | head wood screws, %s' dowel stock, 4 pieces of 


‘¥* dowel 6" long for stacking beds, stain, clear 
Materials Key: LO-laminated oak, finish. 


(-oak, BP-birch plywood 


HEADBOARD / FOOTBOARD 


Part ©)171/2" 


Part(F)10" 


TENON DETAIL 


Wax 11/2 x M2" 
long tenon 


a) 1/4" groove 


fe" deep 


es 


‘V2 x 51/2 x 9/4" long tenon 
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#8 x 11/s" FH. wood screw 


9/4 x 9/4" notch on corners 


4/4" dowel 6" long used 
when stacking beds 


y f a ¥/s" round-overs 


SIs" nut 


#8 x 11/2" 
FH, wood screw 


EXPLODED VIEW 


S/e" bolt 
4" long 


L 1/6 x 3/2 x 96" Oak (2 pieces needed) 
CUTTING DIAGRAM (Enough for two beds) 
{Ay {Ay 
3/4 x 71/4 x 96" Oak (2 pieces needed) 
ORS y [o) 
a x 9/4 x 96" Oak 
@) @) By 
© © v *Plane or resaw to thickness 
3a x 91/4 x 96" Oak listed in Bill of Materials. 
3/a x 51/2 x 48" Oak 
‘Cy © /4 x 51/2 x 48" Oal 
a x 71/4 x 96" Oak 
0) 0) 
4a x 91/4 x 96" Oak (2 pieces needed) 
E): OQ: 'G===@==G==G6 nN 
Y/2 x 91/4 x 96" Oak (2 pieces needed) 
11/is x 71/4 x 96" Oak (4 pieces needed) fe x 48 x 96" Birch plywood (2 pieces needed) 
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4 Dry-clamp the side rails () into 
the mortises in the headboard and 
footboard assemblies, checking 
for square. Using the previously 
drilled ?%s" holes in each leg as a 
guide, chuck a twist-drill bit into 
your portable drill, and drill as far 
as possible into the tenoned end 
of each side rail. Then, separate 
the leg from the side rail, and con- 
tinue drilling into the tenoned 
ends of the side rails until the bit 
goes through the 1" nut-access 
hole for a 3" total depth. 

5 Drill countersunk mounting 
holes in each cleat (J), clamp 
them in place, and use the holes 
as guides to drill pilot holes in the 
inside face of the sideboard rails. 
Screw the cleats in place. 

6 Reinstall the tenoned side rails 
into the mortised legs. Place a Vic" 
washer on each 38" bolt (it’s a 
tight fit, but a %o" washer does fit 
onto a 36" bolt). Slide a bolt 
through the hole in the leg and 
into the hole in the end of the 
side rail. Fit a 36" nut into the nut- 
access hole, and thread the bolt 
through the nut, and tighten the 
bolts until the bed frame is wob- 
ble free. Without the %c" washer, 
the head of the bolt will cut into 
the wood in each leg. 

7 From ¥%" birch plywood, cut the 
bottoms (K) to size. Mark and cut 
a notch in each corner as dimen- 
sioned on the Exploded View 
drawing. Cut notches in one of 
the bed bottoms for the side- and 
headboard-rail supports (Q) used 
on the upper bunk later. 

8 Drill countersunk mounting 
holes through the plywood bot- 
tom pieces (K) for securing to the 
cleats (J) later. 


Cut the post caps 

and bolt covers next 

1 From %"-thick stock, cut 16 caps 
@ to 2%" square. Drill a 34" hole 
ya" deep centered on the bottom 
side of each cap where shown on 
the Post Cap drawing. 

2 Tilt the blade on your tablesaw 
to 45° away from the fence, and 
beyel-cut each top edge of each 
2¥4"-square cap as shown in Step 1 
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Location of ® 


Ve" round-overs 


SIDE RAIL 


1" hole 1/2" deep 
with a 25/64" hole 


centered inside 25/e4" hole 


3" deep 


fl wen 
41/e"__ flat washer 
4 


Se ARE T/ea" pilot hole 
al | ‘/e" round-over 


1/a" chamfer 


37s" hole 
5/s" deep 


48" for side rails ©) 
37" for head rail (P) 


38" for side rails 
27" for head rail 


31/2" 


Oside 
® head 


5/2" shank hole, 
countersunk 


TOP-BUNK 
SAFETY RAILS 


#8x114"FH. & TI 704" pilot hole 
wood screw fii] ‘/e" deep 


ord 


#10 x 11/4" FH. 


wood screw 3/16" shank hole, 


countersunk 
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BOLT COVER 
FULL-SIZED PATTERNS 


3/a dowel 
3/4" long 


3/e" holes 

1/4" deep 
on —~<f 

back side 


Chamfer 
"4 both ends 
of dowels, | 


ae 


1, ") + 
18% 7a" counterbore 1/16" deep 


‘on back side bottom end 


CUTTING THE POST CAP 


Step 1 
| Chamfer all four top 
| edges of each post cap. 


First cut 


Blade set 
at 45” y 
a 


LZ 


| Rabbet all four bottom 
edges of each post cap. 


of the detail accompanying the 
Post Cap drawing. Then, follow 
Step 2 of the detail to cut the dec- 
orative rabbets. 

3 To make the cap supports (M), 
cut four pieces of oak to 
¥%4x34X15". Then, bevel rip each 
edge of each strip at 45° where 
shown on the Bottom View 
accompanying the Post Cap draw- 
ing. Check the fit of the octagonal 
pieces in the mortise holes in the 
top of each leg. Trim more if nec- 
essary until the pieces slide in eas- 
ily. Crosscut 16 cap supports (M) 
to 38" long each. Sand a ¥s" cham- 
fer on each end where shown on 
the drawing. 

4 Place a dab of glue in the %4" 
hole in each post cap. Then, use a 
mallet to drive a cap support into 
the hole. For the caps to fit 
squarely on the legs later, align 
the edges of the support square 
with those of the cap where 
shown on the Post Cap drawing. 
You may have to rotate the sup- 
ports slightly for a proper fit. 

5 To form the bolt covers (N), rip 
and crosscut eight pieces of 3s"- 
thick stock to 1¥%x4". Tilt the 
blade on your tablesaw 45° away 
from the fence, and cut a chamfer 
on both ends of the bolt-cover 
blanks, using a wooden extension 
on your miter gauge to support 
the piece when making the cuts. 
See the Bolt Cover full-sized pat- 
tern for reference. Remove the 


S/;6" chamfer 


{ 9/4" hole 1/2" deep 


1 
She" 


POST CAP 
Note: @ must be 
square with (C). 


V/s" chamfer 
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miter gauge and use the table-saw 
fence as a guide when cutting 
chamfers along the edges. 

6 Cut a piece of %" or 34" stock to 
the same size as the bolt covers.’ 
Drill a pair of 36" holes 2" on cen- 
ter through the stock where 
dimensioned on the Bolt Cover 
drawing. Now, use this as a tem- 
plate to position your drill bit, 
and drill a pair of 36" holes 4" 
deep 2" on center on the inside 
face of each bolt cover. 

7 Using the same positioning jig, 
drill a pair of 46" holes 5" deep, 
centering the holes over the top 
and bottom of the bolt holes in 
the legs. See the Side Rail draw- 
ing for reference. 

8 Using a %" Forstner bit, drill a 
Yo"-deep depression on the back 
side at one end of each cover 
where shown on the Bolt Cover 
drawing, The depression acts as a 
finger recess when removing the 
covers from the bed later, 

9 Crosscut 16 pieces of 34" dowel 
stock to %" long. Chamfer both 
ends, and glue them into the bolt 
covers where shown on the Post 
Cap drawing. 


It’s time to add 

the safety rails 

Note: When turning one of the 
beds over and stacking it on top 
of the other bed to make a top 
bunk, you'll need to add a head 
rail at one end and a pair of side 
rails to the top bunk to keep chil- 
dren from falling out of bed. 
You'll also need to rotate the 
bedrails (D to keep the cleat () 
along the bottom edge of the rail. 


I Cut the side rails (O) and head- 
board rail (P) to size. Mark a 2" 
radius on each corner, and cut 
and sand them to shape. 

2 Cut the supports (Q) to size. 
Rout a " round-over along the 
edges noted on the Top-Bunk 
Safety Rails drawing. Using the 
same drawing for reference, drill 
mounting holes and screw the 
supports to the head and side 
safety rails. 


Continued on page 102 
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[WOOD, MAGA: 


Part 1: Radial-arm saws, 


ou just purchased 

the woodworking 

machine of your 

dreams, unpacked 

its pieces, and bolt- 

ed everything to- 
gether. Now you're ready to 
put this latest addition to 
your shop through its paces. 
Well, not quite. 


In testing thousands of 
power tools, we’ve found 
only a few that come to us 
accurately set. Some compo- 
nents cannot be aligned 
until the tool is assembled, 
and shipping can knock 
even a finely tuned machine 
out of adjustment. 


aul TO 


bandsaws, and mitersaws 


That’s why we always tune 
up a new tool before using 
it. We also recheck all of its 
settings periodically, espe- 
cially if the machine has 
been moved or starts turn- 
ing out inaccurate work. 

True, tune-up procedures 
can be tedious, at least until 
you get the hang of them. 
But an untuned power tool 
won’t perform any better 
than an untuned piano, 

The pages that follow show 
you step by step how to tune 
radial-arm saws, bandsaws, 
and mitersaws for accuracy 
and smoothness. We’ll deal 
with other tools, including 
tablesaws, jointers, and 
planers, in a later issue. 


The tool tune-up toolbox 

Regardless of the machine you are 
working with, you must be able 
to accurately check 90° and 45° 
angles; all angles between 90° 
and 45° are 


usually determined by the accura- 
cy of your 90° and 45° settings. 

For this article, we set out to 
find the most precise instruments 
for setting these angles. To our 
surprise, we discovered that all 
you need are a few ordinary draft- 
ing triangles, available at any art- 
supply store. These come in 
clear, smoke gray, and neon pink 
and orange colors. The neon hues 
have a slight edge in visibility, but 
any color will work. 

You'll need 6" and 8" models, 
and may also want to add a larger 
14" triangle for squaring blade 
tracking on radial-arm saws and 
mitersaws. We filed notches in 
our triangles as shown in the illus- 
tration right, so they will clear the 
teeth on saw blades. 

You probably already own the 
rest of your tune-up kit. You'll 
need a 24" aluminum level, a 4' 
aluminum straightedge, a set of 
SAE or metric Allen wrenches, 
and a set of SAE or metric open- 
end or box wrenches (depending 
on the type of screws and bolts 
used on your machine). 

For test cuts, lay in several 
pieces of %x3x12" stock and 
%x1¥%x12" lumber. Rubber 

cement, a wood 

screw plug (a 

YxlexVs" scrap of 

wood also works), a 
playing card, piece of 
note paper, tape mea- 

sure, and marking pen 
will round out your tune- 
up tool kit. 


DRAFTING TRIANGLE 


45-909 acrylic 
drafting triangle 


/ 


Vax 11/4" 
tooth-clearance 
notch for 
setting blade 
90° to fence 


I~" 1/4 x 11/4" tooth-clearance notch 
for setting blade 90° to table 


SS 


= 


First, give your 

machine a checkup 

Whether your power tool is 
brand-new or has been with you 
for years, start each tune-up with 
a thorough mechanical inspec- 
tion. Before you begin, discon- 
nect the power cord to prevent 
accidental starts, 

Look for loose or missing fasten- 
ers, sloppy bearings, sloppy pivot 
points, and any excess movement 
of parts that might adversely 
affect alignment or safety. Apply 
moderate force to each part, look- 
ing, listening, and feeling for 
movement or play. 

Also check the belt and pulleys 
for cracks, wear, wobbling, loose- 
ness, and alignment. A cracked or 
worn belt should be replaced, as 
well as pulleys that are badly 
worn or wobble out of round. 

Correct any other problems you 
find, either with adjustments cov- 
ered in your owner’s manual, 
shimming, or new parts. 


th ved | 


WOOD MAGAZINE OCTOBER 1995 


69 


TUNING UP YOUR POWER 


RADIAL-ARM 


Radial-arm saws perform 
many woodworking feats, 
but this versatility can also 
lead to the saw’s undoing. 
Because it has more adjust- 
ments and moving parts 
than most other woodwork- 
ing equipment, wear and 
tear eventually knock some 
of those settings and parts 
out of alignment. For accu- 
racy’s sake, the more you 
use the saw, the more you'll 
need to apply the six basic 
adjustments described here. 


Let’s look at your 

saw’s components 

If you still have your radial-arm 
saw’s owner’s manual, take it out 
and confirm the elements identi- 
fied on our anatomy photo right. 
(Locations differ somewhat from 
one make and model to another.) 

All radial-arm saws include a 
motor and blade embly that 
pivots in a yoke. The yoke, in 
turn, pivots on a carriage, which 
rolls on tracks along the radial 
arm. The arm itself pivots on a 
column, allowing you to make 
left- and right-hand miter cuts. 

An elevating crank raises or 
lowers the arm to adjust the 
height of the saw blade in relation 
to the table. Front and rear tables 
bolt to table-support channels. 
Sandwiched between the tables is 
a fence that you position work- 
pieces against. 

A miter scale enables you to set 
the saw’s travel at angles to the 
fence. You secure the saw with a 
miter lock. A bevel scale and 
bevel lock do the same jobs for 
bevel cuts at angles to the table. 


Miter scale agg 


Radial arm— 
= 


Blade 


assembly \ 


™ 


ating 
crank 


ag 
ae Column 


_ Miter lo 


Rear table 


Z 


we 
4 / Fence 


ple-support Front table 


channel 


ANATOMY OF A RADIAL-ARM SAW 


Tuning your saw 

by the numbers 

Now you're ready to get that saw 
in tune. Because each of these 
adjustments depends on the one 
that goes before it, make them in 
order—and don’t skip a step. 


1 Adjust the column 
Play between the column and the 
asting that holds it throws the 
arm out of alignment, causing 
sloppy cuts. And a column that 
binds or vibrates as you crank it 
up and down to adjust the height 
of the blade stresses the column 
and the gears that move it. 

First, lubricate the column (we 
prefer Liquid Wrench because it 


doesn’t attract as much dust as 
oilier lubricants). To check for 
play, grasp the end of the arm 
with one hand and try to lift it. If 
the column moves front to rear 
within the support, tighten the 
pinch bolts that clamp the casting 
together. These bolts are usually 
located at the rear of the casting 
as shown in the Adjusting the 
Column illustration. 

Now, turn the elevating crank in 
both directions. If the column 
binds, you’ve overtightened the 
bolts. Back them off slightly, and 
test the elevation again. You may 
need to adjust the bolts several 
times before you arrive at the 
point where the column moves 


irticle 


ey Print thi 
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ADJUSTING 
THE COLUMN 


Column casting 
pinch bolts 


smoothly, with a bare minimum 
of play. (You'll end up with a 
slight deflection, caused by lever- 
age that the arm and carriage 
apply to the column.) 


2 Check the carriage bearings 
Next, slide the carriage along the 
arm. It should glide smoothly, 
with even resistance along the 
entire length of its travel. If it 
does not, or if you find up-and- 
down or side-to-side play in the 
carriage, the carriage bearings 
need adjusting. 

First, wipe the track and bear- 
ings clean and lubricate both, 
watching out for sharp casting 
edges. (Liquid Wrench works 
well here, too.) Carriage bearings 
are mounted on eccentric bolts as 
shown above right. To remove 
looseness, rotate these bolts to 
move the bearings in or out. You 
may need two wrenches to do it. 
Note: Some saws don't have 
adjustable bearings. With these, 
the only way to remove play is to 
replace the bearings. 


Carriage rail 


Eccentric bolt 
adjusts bearing. 


ADJUSTING THE CARRIAGE BEARINGS 


3 Adjust the table 

parallel to the arm 

To ensure that the blade will cut 
the same depth along the entire 
crosscut, the table and arm must 
be parallel to each other. 
Surprisingly, this adjustment is 
best made with the table off. 
Why? Because a particleboard 
table can absorb moisture and 
warp, especially if you've cut 
kerfs into it for cross- and miter- 
cuts. Trying to check for parallel 
from an uneven surface will give 
you poor results. 

Take your time with this step; if 
the table is not set correctly, it 
will be impossible to accurately 
set the remaining adjustments. 

Begin by removing the tables, 
fence, blade guard, and blade. 
Unlatch the bevel lock and rotate 
the motor until its arbor points 
straight down. Secure the bevel 
lock in this position. 

Next, unlock the miter-lock han- 
dle, and swing the arm over the 
left or right table support chan- 
nel. Position the arbor directly 


over a bolt hole in the support 
channel. Lock the motor and car- 
riage in this position and finger- 
tighten the bolts that secure the 
support channels to the frame. 
They should be slightly higher 
than the frame. 

Now, slowly lower the motor 

until its arbor contacts a feeler 
gauge or playing card held over 
the bolt hole, as shown in the 
illustration at the top of the next 
page. When you can slide the 
gauge or card back and forth with 
only slight resistance, snug up the 
support-channel bolt. 
Note: Lock the saw at this eleva- 
tion and do not change the setting 
until both support channels are 
completely adjusted. 

Repeat the procedure at the 
other end of the support channel. 
Tightening the bolts can slightly 
misalign the support channel, so 
you may need to go back and 
forth a few times to get the chan- 
nel exactly parallel. 

Now, move the arm and carriage 
to the opposite table support 
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Motor and saw blade 
arbor straight down 
and in locked positions. 


SQUARING THE BLADE 
TO THE TABLE 


Playing 
card 


ADJUSTING THE TABLE 
PARALLEL TO THE ARM 


| Worktable ~ 


support 
channel 


Check all four 
corners. 


Adjustment 
nut 


e 


Place a level 
between table 
supports. 


Drafting 
triangle 


° 


° 
_— Worktable support 


channels 
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bracket, and go through the same leveling 
procedure. Finally, rotate the motor to hori- 
zontal, return the arm to 90 degrees, and 
reinstall the saw blade—but don’t replace 
the table just yet. 


4 Square the blade to the table 

As we've already mentioned, you can’t 
assume that a table is true, so leave the 
table off for this step, too. In its place, lay a 
level across the table-support channels, par- 
allel with the fence. 

Set your notched 8" triangle on the level 
and against the side of the blade as shown 
in the Squaring the Blade to the Table illus- 
tration. If you see any gap, adjust the blade 
until it is 90° to the level, and reset your 


bevel scale to 0°. Now you can 
replace the table. 


5 Square crosscut travel 

to the fence 

The accuracy of this adjustment 
depends on a fence that’s 
absolutely straight. Sight along 
yours. If you see any signs of bow- 
ing or twisting, replace the fence. 

Now, lay out two lengths of 1x2 
to elevate the 14" triangle 34" 
above the table. Rubber cement a 
Yx¥ex Vo" scrap of wood or wood- 
en screw hole plug onto the side 
of the blade just above the teeth 
as shown right. (A small magnet 
also will work.) 

Adjust the triangle so it is flush 
against the fence and barely 
touching the wood plug. Very 
slowly, pull the carriage through 
its travel. If the plug moves the 
triangle or moves away from it, 
adjust the arm as shown far right, 
or as explained in the owner's 
manual for your saw. 

Swing the arm to 45°, then 
return to 90° and recheck. 
Replace the guard. Now remove 
the triangle and 1x2s, plug in the 
saw, and crosscut a 12"-wide 
piece of plywood. Check its edge 
against the triangle. When you are 
satisfied that the crosscut is 
square to the fence, reset the 
miter scale to read 0°. Unplug the 
saw again. 
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1/4 x Ve x V2" wood block 
glued to saw blade 
with rubber cement 


Move yoke 
along triangle. 


Drafting triangle 


. 8/4"stock 2" wide to raise triangle off table ee 


SQUARING CROSSCUT TRAVEL TO THE FENCE 


Gap 
between 
block and 
triangle 
at end of 
arm travel 
indicates arm 
is not square 
with fence. 


Adjust set screws 
until arm travel is 
square. 


Note: To learn how to check the 
45° miter setting, see Check the 


miter settings on page 81.) 


6 Correct blade heel 


Heeling occurs when the blade is 
not parallel to the motor’s line of 


travel. Heeling causes rough cuts, 
splintered edges, and kickbacks. 
To check for heeling, clamp the 
level to the fence, then hold the 
8" triangle firmly against the level 
and the side of the blade. The tri- 
angle must contact the entire side 


of the blade. If you see a gap at 
the front or back of the triangle, 
the blade is heeling. Adjust it as 
explained in your owner’s manu- 
al. Check this adjustment often. 


Table talk 

In testing saws for this article, 
we ran into a common prob- 
lem with radial-arm saws: 
Once kerfs have been cut into 
the particleboard worktable, it 
absorbs moisture and begins 
to warp. 

To find out if that’s hap- 
pened in your shop, check 
your saw’s table by laying a 
straightedge or long level 
across it, If you find warpage, 
replace the table and protect 
it with an auxiliary table. (A 
few coats of yarnish on the 
top and bottom of the table 
will help keep moisture out.) 

To make an auxiliary table, 
cut panels of 4%" plywood or 
tempered hardboard to fit 
behind and in front of the 
fence, and stick them down 
with rubber cement. Now you 
can cut your kerfs in the auxil- 
iary table without penetrating 
into the main table beneath it. 
And when the auxiliary table 
wears out, just peel it up and 
install a new one. 


Upgrade your blade 

If you’re tuning up a new radi- 
al saw for the first time, 
replace the inexpensive blade 
that came with the saw. You 
won't get accurate readings 
(or cuts) with a cheap blade. 
For 10" saws we recommend 
buying a quality, carbide- 
tipped blade with 60 or 80 
teeth. Several manufacturers 
make blades with tooth geom- 
etry specifically designed for 
use on radial-arm saws. 
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[TUNING UP TOUR POWER 


BANDSAWS 


Tensionin. 
control |e 


\ 
Tracking A 


control 


Just six simple procedures 
can transform a chattering, 
wandering, hard-to-control 
bandsaw into a machine that 
truly sings. Sure, you can 
coax adequate performance 
out of a saw in the short 
term by tinkering with 
minor adjustments, but over- 
stressing the blade, bearings, 
and wheels leads to major 
repairs down the road. 


Inside your bandsaw: 

the parts that make it tick 
The cutting edge of a bandsaw 
consists of a continuous, welded- 
steel blade that rotates around an 
adjustable wheel up top and a 
drive wheel below the saw’s 
table. (Some large-capacity band- 
saws have a third wheel below.) 
Tires on the wheels cushion and 
help protect the blade. 


Adjustable wheel 


Guide blocks — 


= Re ; 
Table stop ———_ s 
pF 


Adjusting the upper wheel con- 
trols blade tension and tracking. 
The tensioning control (see inset 
photo) raises and lowers the 
wheel; a tracking control on the 
back of the saw—often called the 
tilt knob—tilts the wheel ever so 
slightly, causing the blade to 
moye slightly from side to side on 
the wheel. 


Upper 
— blade-guide 
assembly 


Lower 


___ blade-guide 
ee 
NA \ Table-_ 
pee knob 


Tire 


wheel 


7 > —~~ rive 


re 


Upper and lower blade-guide 
assemblies limit the blade’s travel 
from side to side. Each assembly 
controls lateral movement with a 
set of guide blocks; thrust bear- 
ings limit rearward travel when 
you push a piece of wood into 
the blade. 

Table-lock knobs help you tilt 
the table to any angle between 
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TENSIONING THE BLADE 


90° and 45°. A table stop makes it 
easy to return the table to exactly 
90° time after time. 


A few preliminaries 

Before you begin a bandsaw tune- 
up, inspect the entire machine, as 
explained on page 69. Pay special 
attention to the tires, the wheel, 
and the thrust bearings; replace 
any components that are badly 
worn. 

Also check to be sure the wheels 
aren’t out of round or wobbly. 
Clamp a reference pointer about 
Yo" away from the tire and spin 
the wheel by hand. If the gap 
opens and closes, the wheel is out 
of round and the wheel or its tire 
should be replaced. 

Finally, install the biggest blade 
your saw can handle, usually 1%". 
And for safety’s sake, please 
unplug the saw. You'll need to 
plug it in again for a few adjust- 
ments. We'll tell you when. 


Six steps to a smooth- 
running bandsaw 

1 Check blade tension 

An under-tensioned blade will 
make sloppy, wandering cuts. 
Over-tensioning strains the blade, 


Lee 


cH - 


Straightedge —«] 
(long rule, or 

make one out 
of ¥4" plywood 
to fit into the 
saw cabinet) 


Tracking 
an adjustment 
lower wheels 
on both sides 
of the hub. 
centers on 
each wheel. Upper wheel needs 


to move in to be 
coplanar, 


WHEELS ARE COPLANAR WHEELS OUT OF PLANE 


BUT PARALLEL 
(NOT COPLANAR) 


wheels, bearings, and shafts, and 
can even bend the saw’s frame— 
in much the same way an archer 
strings a bow. 

Most of the adjustments that fol- 
low depend on a properly ten- 
sioned blade, so let’s first make 
sure yours is right on the money. 
If it’s equipped with a tension 
gauge, check to be sure the gauge 
indicates no more than ¥% to 1 
blade-width higher than the blade 
on the saw. To verify a gauge’s 
accuracy, or tension a saw that 
doesn’t have a gauge, check the 
tension by applying firm pressure 
against the side of the blade with 
your little finger, as shown in the 
Tensioning the Blade drawing. If 


the blade moves more than 4", 
the blade is under-tensioned. 

You also can literally “tune” the 
blade. First, release the tension 
entirely, and disengage the guide 
blocks and thrust bearings from 
contacting the blade. Pluck the 
blade and you'll hear a dull fuzzy 
tone. As you crank up tension, 
continue strumming. The sound 
will rise in pitch and improve in 
clarity. When you reach the clear- 
est tone, the blade is properly ten- 
sioned; if the sound begins to 
diminish as you tighten, the blade 
is over-tensioned. 

After you’ve tensioned the blade, 
make a mark somewhere on the 
tensioning mechanism so that you 
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can consistently return to the 
same tension; you may need to 
release and retension three or 
four times before completing the 
wheel-alignment process. 


2 Align the wheels 
Wheels that are out of whack can 
cause vibration, and accelerate 
wear on the thrust bearings and 
the tires themselves. 

If yours is a brand-new saw, do 
not assume that the wheels were 
aligned at the factory. Chances are 
good that they weren’t, because 
you can only check wheel align- 
ment with a properly tensioned 
blade in place. When wheels are 
precisely aligned, they are said to 
be “coplanar,” which means they 
are exactly parallel with each 
other and located on exactly the 
same plane. 

Begin by removing the table, or 
at least tilting it as far out of the 
way as possible. Open or remove 
the blade covers. 

Now, position the 4' straight- 
edge across both wheels. Hold it 
as close to the wheels’ centers as 
possible (see the Aligning the 
Wheels drawing on the previous 
page). If the straightedge contacts 
all four rim edges, congratula- 
tions—your wheels are coplanar. 

More likely, the straightedge will 
touch only two or three of the 
edges, and you will need to spend 
some time aligning the wheels. 

First, you need to get the wheels 
parallel. To do this, tilt the top 
wheel until the straightedge con- 
tacts both edges of either the top 
or bottom wheel. 

Next, note the gap at the wheel 
which no longer contacts the 
straightedge. Continue tilting the 
top wheel until the gap under the 
straightedge is equal at both the 
top and bottom of the non-con- 
tact wheel. 

The wheels are now parallel, and 
you will need to move one or the 


other of them in or out the dis- 
tance of the gap to make them 
coplanar. (If the gap measures 
more than ¥4", see page 78.) 

The procedure for aligning the 
wheels varies from manufacturer 
to manufacturer. With some 
makes, you loosen a set screw at 
the hub of the lower wheel, slide 
the wheel in or out until it’s 
coplanar with the top wheel, 
then tighten the set screw. 

Other manufacturers require 
that you remove the blade and 
the upper wheel, then add or 
remove shims on the shaft behind 
the wheel. Standard hardware 
store washers work just fine as 
shims—or you can make your 
own from sheet metal. Install and 
retension the blade. 


3 Track the blade 

“Tracking” refers to the path the 
blade follows around the wheels. 
Rotate the upper wheel by hand 
for several revolutions and note 
the position the blade assumes on 
the wheels. If the wheels are 
coplanar and the blade is proper- 
ly tensioned, the blade should 
track itself with little or no help 
from the tilt knob. 

Don’t be alarmed if the blade 
tracks toward the front of the 
wheel slightly. It needn't track 
dead center, only in a straight and 
consistent line. 

Continue turning the upper 
wheel by hand until tracking sta- 
bilizes, using the tilt knob to 
adjust tracking slightly if needed. 
Then replace the wheel covers 
and table. Plug in the saw, and 
jog its switch on and off several 
times. If the blade continues to 
track properly—and it should, if 
you’ve done everything right up 
to this point—bring the saw up to 
full speed. 

Don't be surprised to observe 
that the tracking shifts slightly 
under full power. As long as it 


doesn’t move more than about 
¥2" you're still OK. 


4 Set the thrust bearings 

You can adjust thrust bearings 
with the saw running or off; we 
find it easier to set the bearings 
“by ear” with the saw running. 
Ease the bearing up to the blade 
until you hear a clicking sound or 
the bearing begins to spin slightly. 
Then, back off the bearing so the 
noise or spinning stops. 

After you’ve adjusted the upper 
and lower thrust bearings, check 
to be sure they’re set equally. 
Feed some wood into the front of 
the blade, and notice if both bear- 
ings begin spinning at the same 
time. If not, readjust one bearing 
or the other. 


5 Adjust the guide blocks 
Guide blocks are best adjusted 
with the saw not running, so 
unplug the saw. Set the upper 
blocks, then the lower ones. 

First, adjust the guide-block 
assemblies in or out so that the 
guide blocks come just up to the 
gullets of the blade’s teeth. Make 
sure the guide blocks do not con- 
tact the teeth under cutting loads. 

To set guide-block clearance eas- 
ily and accurately, we use a strip 
of note paper as a thickness 
gauge. Start with the upper left 
block. Loosen its set screw, slip 
the paper between the block and 
blade as shown right, and nudge 
the block up against the paper 
and blade. Take care that you 
don’t deflect the blade. 

The clearance is right (about 
.0025") when you can move the 
paper with very little resistance. 
Leave the paper in place and lock 
the guide. Repeat the process 
with the upper right block and 
another strip of paper, 

You'll soon get proficient at set- 
ting the upper blocks, because 
they should be readjusted every 
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ADJUSTING THE 
GUIDE BLOCKS 


Thrust bearin: 
adjustment knobs. 


ZA). 


time you move the guide assem- 
bly up or down. Use the same 
technique to set the lower guides. 
They’re more difficult to get at, 
but you need to readjust them 
only when you change blades or 
the blocks become worn. 


6 Square the table to the blade 
Use a 6" triangle to determine if 
the blade and table meet at 90°. If 
they don’t, loosen the table bevel 


adjustment locks and move the 
table until you can see no gap 
between the triangle and blade as 
shown in the illustration right. 

If you can’t square the table with 
the locks, the table stop under- 
neath is probably set too high. 
Lower it a turn or two. After 
you've squared the table and 
locked it in place, raise the stop 
until it contacts the table. Reset 
the miter scale to 0°. 


set screw 
Guide block D 


Set the guide blocks, 

Place a piece of notepaper 
between the guide block and 
blade, tighten the set screw. 
Repeat on other side of the blade. 


Guide block 


SQUARING 
THE TABLE 
TO THE BLADE 


Raise the upper 
guide assembly 
to full height. 


Drafting 
triangle 


Bandsaw table 


Positive 


J Table bevel 
adjustment 
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HOW TO STRAIGHTEN A SAW THAT’S OUT OF LINE 


If the wheels in a two-piece saw are 4" or 
more away from coplanar (see page 76 for 
more information on this topic), slide the 
upper-blade guide assembly from top to bot- 
tom. If the guides do not stay parallel with 
the blade side to side or front to rear, check 
the joint where the two halves of the frame 
bolt together. Chances are poor machining or 
misalignment here is causing the upper frame 
to lean forward, backward, or side to side. 
Like most aspects of a woodworking 
machine, this situation can remedied through 
adjustments. But, if the saw is still under war- 
ranty, return it for repair or replacement. 


With an older saw, you can bring the joint Uppet part 
into alignment by shimming it. First, back off Sane. 


all blade guides and thrust bearings. Loosen 
the blade tension and the bolt or bolts that 
hold the two pieces together. Now, add 
shims in small increments until the wheels 


are coplanar or close to it. _ 
C Metal 2-piece bandsaw 

Note: Automotive feeler gauges make excel- shim frame 
lent shims. They're easily cut to size, won't 
crush, and give you an assortment of thick- Shim at 
nesses in thousandths of an inch. joint to 

straighten 

upper part 


If your saw has a one-piece frame you will of frame. 
need to try a different approach. Here, cor- 
rect severe misalignment by shimming the 
upper wheel mount (see the drawing below). 


‘Some mounts have 
fine-tune adjustment 


set screws. 


Shim underneath 
mounting bolts if 
there are no 
fine-tune adjustment 


MOSS ~~ 


SHIMMING A ONE-PIECE CAST-FRAME BANDSAW THAT 
HAS A MISALIGNED WHEEL MOUNT 


SHIMMING A MISALIGNED 
TWO-PIECE FRAME 
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TWINING UF TOUR POWER TOOLS 


a _w 


MITERSAWS 


ANATOMY OF A 
COMPOUND MITERSAW 


» 


~ 


Bevel gauge 
Stock clamp 
Fe 
Knuckle — 


Turntable — 
Miter lock 


handle \ a 
\ 


Bevel clamp 


Miter nega 


ANATOMY OF A 
SLIDING-COMPOUND SS 
MITERSAW 


Bevel clamp 


Miter lock 
handle 


Stock clamp 


Compared to the complexi- 
ties of adjusting a radial-arm 
saw’s multitude of parts or 
getting a bandsaw to track 
precisely true, tuning up a 
mitersaw is a breeze. But 
since mitersaws vary greatly 
in design and the location 
(and even existence) of 
adjustments, turn to your 
owner’s manual to learn 
which parts come into play 
for each step. 

Mitersaw designs fall into 
three categories: miter-only, 
compound (miter and 
bevel), and sliding-com- 
pound saws. Let’s first look 
at the elements these have 
in common and also how 
they differ. 


Anatomy of miter-only 

and compound saws 

As you might have guessed, a 
miter-only mitersaw cuts nothing 
but miters. Being the most basic 
of mitersaws, all of its parts are 
found on a compound mitersaw, 
so refer to the Anatomy of a 
Compound Mitersaw photo 
above left for the components 
discussed here. A head that 
includes the motor and blade 
rotates 45° (or more) left and 
right. To move the assembly, you 
loosen a miter lock handle, move 
a turntable, then lock the handle 
at the angle you want to cut. A 
miter gauge at the front of the 
saw indicates the angle you’ve 
selected. 

You lay the work up against a 
fence. For safe, precision work, a 
stock clamp secures the wood to 
the fence or table. 
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Compound mitersaws also have 
a head that rotates just like a 
miter-only saw does. But the head 
on a compound saw also tilts up 
to 45° to the operator's left for 
cutting bevels. The head tilts on a 
knuckle located at the back of the 
saw. To tilt the head, you loosen 
a bevel clamp, select the bevel 
angle you want on a bevel gauge, 
then retighten the bevel clamp. 


Anatomy of a sliding- 
compound saw 

This one has all the features of a 
compound saw. And because the 
head slides forward, crosscutting 
capacity increases to 10" or 12". 
As shown in the photo on the pre- 
vious page, the head moves along 
one or two rods, 


Five settings spell accuracy 
Five simple settings (you may 
have to perform several of them 
more than once) will have your 
mitersaw singing with perfect 
pitch, But first, for accurate, clean 
cuts, equip it with a quality blade. 
We recommend a 60- or 80-tooth 
carbide-tipped model. 

Also, if your saw doesn’t have a 
stock clamp, get one—and use it. 
A piece of wood that you merely 
hand-hold against the fence can 
shift slightly, which will affect the 
accuracy of your test cuts. And, as 
with any power tool, unplug your 
mitersaw’s power cord before 
making these adjustments. 


1 Square the 

turntable to the fence 

Unless the slot in the turntable is 
at exactly 90° to the fence when 
the miter scale is set to 0°, you're 
not going to get accurate cuts at 
any angle. 

To check this adjustment, lock 
the table at 0°. Lay a 6" triangle 
flat on the table with one edge 
against the left-side fence. Align 
the other 90° side of the triangle 
with the table slot as shown in 
the drawing above. 


SQUARING THE 
TURNTABLE 
TO THE FENCE 


Fence 


Drafting 
triangle 


Slot insert 


If the slot isn’t 90° to the fence, 
check your owner’s manual to 
determine if you can adjust the 
table and, if so, how. Typically, 
you loosen two bolts on the saw’s 
underside, shift the table left or 
right, and tighten the bolts. 


Note: Not all saws include this 
adjustment. Those that don’t 
should come preset for square 
from the factory. 


2 Square the blade 

to the fence 

Again, consult your owner’s man- 
ual or closely examine the saw to 
learn how to make this adjust- 
ment. With some saws you move 
the head; with others, you move 
the fence or table. 

Begin by locking the head in the 
down or transport position. 
Again lay a triangle on the table 
with one edge against the left-side 
fence. Align the other edge 
against the body of the blade, not 
the teeth as shown in the top 
drawing on the opposite page. 

If the blade is misaligned, locate 
the fasteners provided for this 


adjustment, and loosen them only 
enough to move the part required 
to square the blade to the fence. 
After you've reset the alignment, 
tighten the fasteners and double- 
check with the square to make 
sure nothing has moved. (if your 
saw has a two-piece fence, use a 
level or straightedge to align the 
right side as shown right.) 

If you don’t see a gap at either 
the front or back edge of the 
blade, make a test cut as follows: 

Plug in the power cord, unlock 
the head, and lay a 1x2 with its 34" 
edge against the fence. Position 
the board for a cut about 4" from 
the end, and secure it with the 
stock clamp. 

After you make the cut, use a tri- 
angle or square to check that the 
end cut is exactly 90° to the edge 
If it’s not, check and reset the 
alignment. Once you're satisfied 
that the blade is perfectly square 
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to the fence, unplug the saw and 
proceed to the next step. 


3 Square the 

blade to the table 

If yours is a miter-only saw, this 
adjustment may not be possible. 
With other saws, check the 


owner's manual to locate the 
adjustment points, which are typ- 
ically situated at the base of the 
column as shown in the Head 
Adjustment illustration, 

Position the turntable at the 0° 
setting, and lock it in place. Place 
a 6" triangle with one edge flat 


SQUARING 
THE BLADE TO 
THE FENCE 


Triangle should lie flat 
against fence and blade 
(note the blade-tooth 
notch in triangle). 


HOW TO ALIGN ATWO-PIECE FENCE 


Line up right fence 
with left fence. 


on the table and the other verti- 
cally against the body of the 
blade, not its teeth, as shown on 
the next page. 

Look for any gaps between the 
blade and the edge of the triangle. 
If you don’t see any, the blade is 
90° to the table. If you spot a gap 
at the top or bottom, loosen and 
adjust or shim the column base to 
bring the blade to a perfect 90° 
angle to the table. 

Now, you're ready to plug in the 
saw and make a test cut. Clamp a 
1x3 to the table, with its 4" edge 
against the table. Start the saw. 
After it’s up to speed, make a cut. 
Remove the board and use a trian- 
gle or square to determine if the 
end cut is at 90° to the %4" edge. 

If the cut is accurate, repeat the 
cut in Step 2 to ensure that the 
blade ill square to the fence. 
The cuts in Steps 2 and 3 must be 
at perfect 90° angles before you 
proceed to Step 4, 


4 Check the miter settings 

You probably can’t do much 
about your saw’s miter settings 
because only a few manufacturers 
provide adjustments for changing 
the distance between positive 
stops. If your saw flunks these 
tests, you either must compensate 


/} Head. patent 


jolts 
(shim if necessary) 
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}~— Triangle should lie flat 
against table and blade 
(note the blade-tooth 
notch in triangle). 


Drafting triangle 
SQUARE THE BLADE TO THE TABLE 


If gap appears, head is 
not square with fence. 


Cut edge 


Drafting triangle 


HOW TO ADJUST 


45° MITER SETTINGS 


TEST-CUTTING THE 
MITERS AND BEVELS 


|f gap appears, 
then miter/bevel 


If gap appears, 
then miter/bevel 


Drafting triangle 
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ADJUSTING THE 
45° BEVEL STOP 


for any variance 
or return the saw for 
repair or replacement, 

Mark one test board with an R at 
each end and the other with an L. 
Move the table to the right 45° 
setting, and lock it down. Clamp 
the stock marked with Rs to the 
table and make a cut, lowering 
the blade slowly to ensure accura- 
cy. (See the drawing /e/ft.) 

Remove the two pieces, and 
rotate one so that when the two 
45° angles are placed together 
they form a 90° angle as shown in 
the inset drawings /eft. Check this 
with your largest triangle or 
square. Any discrepancy from 
square is exactly double the 
amount the miter stop is off. 

Now, move the table to the left 
miter mark, and make another 
cut. By laying the test pieces on 
top of each other, you can deter- 
mine if both the right and left 
miters are off by the same 
amount. If the errors are mirror 


image, recheck Step 2; the blade 
may not be adjusted exactly 
square to the fence. 

If all the previous steps check 
out at 90°, the stop slots were 
probably not machined properly 
at the factory. To compensate for 
this, place pieces of tape over the 
scale, find the right settings by 
trial and error, and mark the tapes 
at those settings. Unplug the saw 
again for the next step. 


5 Adjust the bevel stop 
Compound and sliding-compound 
mitersaws require one more 
adjustment—setting the 45° bevel 
stop. With the exception of the 
Makita LS1211 12" sliding-com- 
pound saw, which tilts both left 
and right for bevel cuts, com- 
pound mitersaws tilt in just one 
direction—to the left. 

We've found that the reduced 
clearance between the table and 
blade makes it difficult to use a tri- 
angle for this step. Instead, use 


one of the accurate test pieces 
from Step 4 as a setting gauge. 
Just lay it on the table as shown 
above, with the miter against the 
open side of the beveled blade. 
Consult your owner's manual to 
find the bevel stop-adjusting 
mechanism, and align the blade 
with the miter. 

Plug in the saw and make a test 
cut. Clamp a board to the table, 
with its 3"-wide face against the 
fence. After you make the cut, put 
the two 45° angles together to 
make a right angle, and check this 
with a triangle or square. 

Just as in Step 4, any error in this 
angle is double the bevel-stop 
error. Repeat the test cuts until 
you get a perfect 90° angle. 
Finally, set the miter and bevel 
pointers to 0 degrees. Your saw 
should be miter perfect! 


Written by Jim Hufnagel 

with Bob McFarlin and Dave Henderson 
Illustrations: Kim Downing 
Photographs: King Au 
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WHAT YOUR OWNER’S 
MANUAL CAN DO FOR YOU 


Every woodworking power 
tool you buy comes with an 
owner’s manual written 
specifically for that model. 
And according to wood- 
working safety expert Mike 
Gililland, there are more 
than a few good reasons to 
read it thoroughly, then 
keep it handy for reference. 


All owner’s manuals have at least 
one thing in common: They pro- 
vide basic information. But don’t 
think that you needn’t read it just 
because the material covered is 
basic. The manual happens to be 
the manufacturer's only chance to 
speak to you, so taking a few min- 
utes to listen will be worth your 
while. Generally, here are the 
must-read parts of every owner's 
manual you'll ever see: 


*Safety tips. Count your fingers. 
Want to keep them all? Safety tips 
normally come first in the manual, 
and they’re often repeated later 
on. Why so much about safety? 
Because most users never take a 
course in the proper use of the 
tool; they just learn it “on the 
job.” Frequently, that means learn- 


ing bad habits that can lead to 
accidents. The safe way may not 
be the way you learned it. So read 
these before anything else, then 
reread them. 


«Assembly instructions. If you’re 
required to do any assembly of 
your new tool, the how-to will 
appear early in the manual. You 
also may find notes about mainte- 
nance and alignment. So don’t 
wait until all else fails; follow 
these assembly instructions to the 
letter before you try to use the 
new tool. 


*Use tips. Learning something 
new is as good for you as your 
mother’s veggies, and you just 
might learn a new way to do 
something. At the very least, you 
will learn the recommended way 
to do basic operations. For 
instance, do you know when to 
plunge with your plunge router 
and when not to? And how about 
when not to use your tablesaw rip 
fence? Go ahead, test yourself on 
these points now. 


¢Maintenance tips and instruc- 
tions. It’s a good idea to look 
through this section before you 
actually use the tool—and from 


Mike Gililland is a lifelong woodworker 
and an engineer with 25 years’ experi- 
ence designing power tools, writing 
manuals and instruction labels for tools, 
and generally working to make tools 
safer. He has served as an engineering- 
lab supervisor for a chain-saw manufac- 
turer, a director of product development 
for a lawn-equipment producer, and the 
director of product safety for a major 
line of woodworking power tools. A resi- 
dent of Missouri, he owns and operates 
a safety-consulting firm. 


time to time during its life. 
Knowing when to lubricate or 
make adjustments could save you 
more than money down the road; 
a poorly maintained tool also can 
cause injury. 


* Parts list. When provided, parts 
lists are for the times when some- 
thing on the tool fails or breaks. 
The list also helps determine if the 
new tool you purchased came 
with all of its parts. Keep this list 
in a place (such as with the manu- 
al) where you will be able to find 
it years from now. That’s when 
you'll most likely need it. 


What's not in your 
owner’s manual 

Don’t expect an owner’s man- 
ual to be an encyclopedia on 
the tool. The manufacturer 
who publishes your manual is 
the best authority on the tool, 
but the ways to perform many 
specialty operations vary. So 
the greatest thing that a manu- 
facturer can do is to cover the 
basics right. To expand your 
woodworking horizons, read 
other books and magazines 
like this one. Above all, 
remember, for a special opera- 
tion that you want to do and 
don’t know how, study first 
and cut later. ® 


Readers, if you have a safety- 
related question you'd like 
Mike to answer, just write 
with a SASE, stating it simply, 
to: The Safety Man, WOOD» 
Magazine, 1912 Grand Ave., 
Des Moines, IA 50309-3379. 
Not all questions received 
will be published, but each 
will receive a reply. 
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PUT UP TO 16 DRAWERS 
UNDER YOUR BED! 


World’s most advanced state-of- 
the-art bed. Ready to assemble 
kit. Made of pine and aspen. 
Cedar lined drawers glide on ball 
bearings. 6’ long center drawers. 
Optional headboard, side tables, 
and revolutionary hydraulic mat- 
tress. Save space! End clutter! 
Eliminate underbed cleaning! 
Satisfaction Guaranteed. From 
$159.00 FREE 44 page catalog. 


Circle No. 1795 


naa 
COE 
TheQR2F, 
Woodworkers’ 
Store’ 


Hardware, Wood, Tools & Know How 


Q: Where can I find an 
authentic Stickley 
Pendant Pull ? 


A: Try page 60 of our 
new, full color catalog 
featuring over 4000 hard 
to find products for 
woodworkers... 

and it's FREE! 


Circle No. 965 


Where the finest cabinet makers select 
& blend domestic & exotic hardwood 
in plywood, veneer & lumber. 


24-WD Broadway, 
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EXPRESS 
YOURSELF 


This holiday season 


Express yourself with a gift that 
you hand turned and assembled 
using one of Penn State's project 
kits. Select from our extensive line 
of quality kits and kit making acces- 
sories that includes: pens, pencils, 
keychains, letter openers, kaleido- 
scopes and more! 

Turn your creations with the new 
CARBA-TEC II mini-lathe. This excep- 
tional new lathe gives the beginner 
or advanced craftsman the perfect 
lathe for turning small projects. 

The compact CARBA-TEC II is 
loaded with quality features typically 
only found on its much larger (and 
much more expensive) counterparts, 
Included with CARBA-TEC Il: 

* Variable Speed Motor Installed 

« 4 prong headstock spur center 

* Live tailstock center with inter- 
changeable cup and point inserts 

3" toolrest and mount 

* 2" faceplate extra belt 

Knockout bar 


CARBA-TEC Accessories ON SALE! 

#DC720 _ Dust Collector. UPS Add $5..$199.95, 
#CML-DUP Duplicating Attachment vrs Add $4..$129.95. 
#04) 4 Jaw Self-Centering Chuck 

#03) 3 Jaw Self-Centering Chuck 

#C4X 4 Jaw Independent Jaw Chuck 


#XC_ 1-3/8" Expanding Collet Chuck . 
| ¥sML 


(POU) SIP S95 


Carba-Tec Il with Dust 
Collector, & Duplicator 


CARBA-TEC Il SPECIFICATIONS: 
* Cast Iron Construction 
© 12-1/2" between centers 
+ 6" swing over bed 
* Spindle 3/4" x 16 tpi #1 MT 
* Motor: Variable 600-4200 
RPM 
© Overall size: 25 x 43/4" 
x 9-4/2" 
* Weight: 36 pounds 


Penn plate 


Industries 


HILADELPHIA, PA 


Woodworker's Marketplace 


Build a wooden 4-4-0 Steam 
Engine and Tender over 48” long. 
More than 100 pages of drawings 

for more than 350 pes and 
instructions. $29.95 US Ppd. WI 
residents add 5% sales tax. 


GPH Enterprises 
P.O. Box 51429 
New Berlin, WI 53151-0429 


Over 1500 designs - 78 jumbo blueprint sets ~ 
& Pick from our most popular pattern sets & order today! 


IALLOWEEN yard Witch, Ghost, Skeleton, more! 
"THANKSGIVING yard Pilgrim, Indian, Turkey, more! 
G SANTA’ REINDEER - 33" tal by 28" long, 3 poses 
O Waving SANTA in SLEIGH -35" tall by 44° ong, 
Gi Santa, Snowman, Soldier & Candle ALL 3FT. TALL! 
Send $8.00 per set Pick 3 for $18.00 -6 for $34.50, 
MG 9 


ILLUSTRATED CNTAE 


Wood Moisture Meter 


Professionals and 
hobbyists can 
choose from 
8 different 
Mini-Ligno 
moisture 
meters 
Versatile 
Affordable 
Sturdy! 

‘Over 100,000 
units sold. 


Aso introducing 
New Miné-Ligno XL 

For brochure contact: 

Lignomat USA, Ltd. PO Box 30145 
503/257-8957 800/227-2105 Portland, OR 97230 
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NEW! HIGH-SPEED 
EMBOSSING 
MACHINE 


Tripl 
Value of 
Ordinary 
Molding! 


Woodmaster's new embossing 
machine can be the start of your 
own high-profit millwork business 
...or a welcome addition to your 
existing operation. 

Embossed molding sells for $1 to 
$6 per lineal foot. You can produce 
this millwork at 26 feet per minute! 
Choose from hundreds of patterns 
including picture frames. 

Call or write today for free facts: 


1-800-821-6651 ext. aci 


Woodmaster Tools, Inc., Dept. AC1 
1431.N. Topping Kansas City MO 64120 


Bea Furniture 
Restoration Specialist 
Discover Minuteman 


TouchUp + Fake Grain 
Marbelize * Resilver * Refinish 

Duplicate Parts + Repair Frames * Veneer 

Why Minuteman? 
Proven, Low-Risk, Cash Return 
Low Start-Up Costs; Expert Training 
Environmentally Friendly System 
Wholesale Supplies 
Handy Sample Kits Available 
© Systems From $1,500-$11,000 
© 28 Years Experience; 3,000+ Shops 


No Experience Necessary 
@ Part-Time, Full-Time 
Ideal for Men & Women 


~ Try it before you buy it! « 
FREE 2-Day Career Seminar 
No Obligation to buy! 
Register Now — Limited Seating! 
Call For FREE Catalog 
MINUTEMAN, INC; 
Ste. 17, P.O. Box 8, Waterloo, WI 53594 
1-800-733-1776 


Woodworker’s Catalog 


"Easy To Use 

+ Family Fun 

No Sanding 
Required 

- American Made 

No Cash Down 


+ Patterns 

+ Parts 

+* Wheels 

Many New 
Patterns to 
Choose from, 

+ Executive toys 


SEND 1.00 
FOR 
NEW CATALOG 
s 
toys ond joys 
Box 628w Lynden, Wash. 98264 
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Woodworker's Marketplace is a section of advertisers offering products by mail. Please 
contact the advertisers directly or use the mumber below each ad to request informa- 


tion through the Woodworker $ Resource section. 


ONE-MAN SAWMILL 


Turns Your Timber Into 


“GOLDIE” 


‘The Palomino 


FINALLY, a rocking horse 
you ean place your child 
into instead of onto, 
without fear of falling. 
Use optional seat belt for 
additional security if 
A SUPERB 


Designed by a Grandpa 
“EASY ROCKER” 
‘The ORIGINAL Folding Rocker 


An easy to build family heirloom 
with comfortable, curved bi 


30-Day Free Trial! 
Call NOW for FREE FACTS! 


1-800-042-4406 ext, SW28 


TIMBERKING, INC. Dept. SW28 
1431 N. TOPPING, KANSAS CITY, MO 64120 


WOODFAST WOOD LATHES 


THE PROFESSIONALS CHOICE 


TIGER TF BANDS : 


GH PERFORMANCE PALLET & BAND MILL BLADES 


FEATURES: 

16” on 20” carsciry VARIABLE SPEED 
Souip Cast Ikon 3/16" PLATE STEEL. BASE 
Caw-Lock Toon Rest CAs-LOck Taustocs 
AVAILABLE IN 18” OR 39” BETWEEN CENTERS 
Lirerieé GUARANTEE 


Authentic 
Roll-top desk 
30" 
SEND $2,00 FOR INFORMATION ON WOODFAST LATHES 
AND A COPY OF OUR 84 PAGE COLOR WOODTURNERS 
CATALOG. $2.00 REFUNDED WITH ORDER. 


Crarr Suppiirs USA 


PO. Box 50300 
Provo, Uran 84605-0030 


*Plan #139. (Double Pedestal Desk) . 
Plan #140 (Roll-Top Unit) 
+ Complete Desk Pl 
* Catalog (free with order) 
Fine Furniture Plans Since 1968 _ (di) 
FURNITURE DESIGNS, INC, Dept. 80-105 (oa) 
1827 Elmdale Ave., Glenview, IL 60025 [zm 
1-800-657-7692 
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CONVERTIBLE 
SUNSPACE 


INSULATED 
WINTER 
SUNROOM 
CONVERTS TO 
A SUMMER 
SCREEN ROOM! 
‘MOUNTS READILY ON 
DECKS, PATIOS, OR TIES. 


Send $2 for Color Catalogue, 
Prices, SENT FIRST CLASS MAIL. 


VEGETABLE FACTORY, INC., 
P.O. Box 1353, Dept. WOO 
Stamford, CT 06904-1353 


“CATALOG OF | 
HISTORIC 
SHIP MODEL 


Discover the world's oldest and most re- 
warding hobby... model ship building! 
Watch our 25-minute VHS video and learn 
the secrets of building museum quality 
wooden ship models. You'll see the finest 
selection of authentic ship models- super 
replicas you build yourself- close up and in 
incredible detail. Even if you've never built a 
model before, you can create a magnificent 
keepsake to be treasured for many genera- 
tions. Send $5.00 for your video today! (Re- 
fundable with your first order.) Free with 
your video! 92 page color catalog of ship 
model kits and accessories. 


ORN MODEL EXPO, ne. Dept. WDAS 


P.O. Box 1000, Mt. Pocono Industrial Park, 
Tobyhanna, PA 18466-1000 


Enclosed is $5.00, to be refunded with my first order. 
Name: = 

Address: _ = 

City: State: _Zip: 


Item No. SST900C 
© Model Expo, inc, 1983 
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Woodworker's Marketplace 


Pen Turning Manual 
Contents: @wood selection to marketing 
work station-dust collection system with 
drawings @trouble shooting @Spirial bound 
©7 illus ©35 p. Cost $9.95 US Ppd. 

HUT Perfect Pen Polish 


<= Introductory Special 
HUT Products announces the release of 
their new Perfect Pen Polish, a two step 
lathe application process for pen finishing. 
Satin Gloss or High Gloss Bar @$4,95each + $2.50S&H 
HUT PPP Special - Both Bars @ $7.90 + $2.50S8H 
Buy both Pen Manual & HUT PPP Spec. & we pay S&H 
HUT Products For Wood 
18361 Hopper Road - Columbia MO 65284 
For orders or FY@@ wood tuming/pen supply catalog 


CALL 1-800-547-5461 


SPIRAL STAIRS 
Coast to Coast Delivery 


FREE ENCLOSED 
TREAD ENDS 
$220.00 VALUE 


Save 30 % to 50% 
Stock & Custom Stairs 
Strong Steel Frame 
Oak or Brass options 
3'6" to 7' Diameter 
Easy To Install 


FREE BROCHURE 
Call or Write - 


SALTER INDUSTRIES 


PO BOX 183 EAGLEVILLE PA 19408 
610-631-1360 FAX 610-631-9384 


> 5 


Two Cradle Plans 
One for Babies 
One for Dolls 


Classic 
Heirloom 
Cradle 


You can easily 
build this clas- 
sic cradle 
which will be- 


Full Size Plans 


Baby size Plan(21x35) $14.95 ppd. 
Doll size Plan (10 x 18) $8.95 ppd. 


Spindles available in Oak or Maple. See our 

catalog which is sent free with your order. 

MIC VISA orders call toll-free 1-800-292-8296 
ARMOR Box 445 A, East Northport, NY 11731 


Santa's Busy 
Workshop $16.95 

Our most popular 

‘Santa stands 66" 

tall with actual 

arm movement 


.. A- Snow Family $5.95 
}) B- Snow Buddy $3.99 
95 


eH) 
Pe tet sac 


ne. 
Bi holder & 


magazine rack 
Bachelors Chair $8.95 
Stepstool, chops Resier: $8.25 


Ironing 
Board & ce fo-decorate. 
Chair 

. *€ 


Bear Clothes 

Chair $12.95 

This cheerful litte chair has hooks for 
hanging, and a liftup seat for extra storage. 


MC/VISA__ 1-800-576-9174 
CATALOG $4.00 - FREE with $20 order 


Foreign orders add 35% S/H_ IN Res. add 5% 
Add $4.00 siti US. Funds Only 


Creativecraft Plans 
11420 E. Bayhill Way, Ste. 59 
Indianapolis, IN 46236 


An Authorized Dremel Distributor 


TABLE & CHAIR KITS 
READY TO 
ASSEMBLE & FINISH 

OLID WALNUT 


CHERRY-OAK-MAHOGANY 


SOLID WALNUT 


Free Catalogue 


Adams Wood Products, Inc. 
974 Forest Dr., Dept. M22, 


Morristown, TN 37814 
(423) 587-2942 
Fax (423) 586-2188 


BROKEN ARROW 
DESIGNS 


PATTERNS FOR YOUR SCROLLSAW 
NEW AND EXCITING DESIGNS 
1920's Cars 1930's Cars 
Motorcycles + Leaves 
« Woodland Ocean 
« Farm « Zoo 
SOLDIN 


SETS OF SIX 
Only $7.95 verses, 
PLUS $1.00S &H 
CHECK OR M.0. TO- eke @ 


BROKEN ARROW 
DESIGN 


PO BOX 591 aes : 
DURHAM, CT 06422 =<" 


Oscillating Spindle Sanders 
for discriminating woodworkers 
who demand the best 


FREE Color Catalog 
1-800-971-5050 


WOOD MAGAZINE OCTOBER 1995 


Put some Uncommon tools 
to work for you and achieve 
Uncommon results! 
[Our tools are uncommon, and unmatched, in quality, 
variety and value. Over 60 pages of woodworking 
tools provide you with the largest sclection of router, 
tables and accessories available in the U.S., as well 
as, many other unique and useful tools. More than a 
catalog, it's also a wealth of information that will 
enlighten and inform anyone who works with wood. 


Gazebo Bird Feeders 
2:style Gazebo Feeders with 
bases and removeable tops. 
Plan #6: $9.95 
S&H $3.00 


Specialty Furniture Designs 
Remi 


1-800-892-4026 
nem 


Michigan reside add 6% sales tax 


‘Color Catalog $3.00 
Free with one 


Gircle No, 445 Circle No. 1290 


Circle No. 1550 


Earn up to $30 an hour 
GUARANTEED 


A Blue Print For Success 
Start Your Own Highly Profitable 


Home-Based Woodcraft Business 
[Comprehensive Manual & Plans Provide Everything You Need: 
* Business & Trade Secrets (Learned the Hard Way) 

+ Complete Marketing & Production Techniques 

+ Best Discount Suppliers 

+ Learn to Pick Winning Projects That Make You $1 
ORDER TODAY & Get 11 of Our Best $30/ hr Patterns Free 
Send U.S. Check or M.O. fr $14.95 +2.95 SH) to: Jn’ Cras #261-W4 
‘98-1150 N. Terminal Ave,, Nanaimo, BC Canada V9S 518 
Free catalog iced: Allow 2 weeks for MLO. & 6 wees for Personal check odes 


STEVE WALL LUMBER CO. 
Quality Hardwoods and Woodworking Mechinery For The Crafteman SPECIALS 
100 bd. ft. Bundle 
4/4 Cherry $120 
4/4 Walnut $140 
“u Add $20 for S2S 
Nansen (Genuine) Motor rei ati only 
Maple ar Y FOB Mayodan 


STEVE H. WALL 
LUMBER CO. 


BOX 287 
MAYODAN, N.C. 27027 
910-427-0637 


‘Above prices are for 1 ices are 20 bd. ftbundles of 1-800-633-4062 
tough lumber sold bythe Bd. ‘cloarkilndniodiumbor 3-10" wide 3-7" 


Coe Sat A ascii Ol fg, Gengen mas 6 ena) Muelle 
Gracies evel prepaid in the Continental US. Send $1,00 For Lumber C: 


Circle No. 592 


For All Your Woodcarving & Sign Carving Needs 


Terrco provides a full line of machine “Tearrco, io Inc. 

carving and sign carving equipment. 222 1st Ave. NW 

Beginning models are the T-110 single. = Watertown, SD 57201 
USA 


spindle bench carver and our CM614 

single spindle sign carver. (605) 882-3888 

Intermediate models include the K-Star, Fax (605) 882-0778 Model T-110 Dupli-Carver 
a two-spindle heavy duty bench model, 

and the Northstar, a heavy duty floor 

model available in one to eight spindles. 

Our advanced model is our Master 

Carver series, which is an extremely 

heavy duty floor model with from eight 

to forty spindles, 


Write or call for more information. Model CM614 Sign Carver Multi-Spindle Carving Machine 
Circle No.:2150 


‘OBER 1995 


value of your 
home with: 


-Entry Doors 
and Sidelights 
Kitchen 
Cabinet Inserts 


- Tiffany Style 
Lampshades 


Save money and make it yourself - 
our video shows you how! 


The perfect way to get started in stained 
glass. Our 25 minute video covers all the 
basics. Filled with clear, simple instructions, 
hints, close-ups, and examples to help you 
craft your own stained glass windows, lamps, 
and more. Package includes video, written 
instructions, plus 88 page full-color catalog. 

#6149VW...$10.95 + $3.00 shipping/hand. 


DELPH] BES 
STAINED GLASS 2116 E. Michigan Ave. 


Since 1972 Lansing, MI 48912 


Circle No. 1920 


AMAZING 


SCROLLSAW FRETWORK 
PATTERNS. 
Easy to advanced designs 


Furniture 


Silhouettes 


on 
Christmas 
religion 
farming 
western 
nature 
transportation 
& more. 


w ae 
FREE WiLowooD 
DESIGNS 
Catalog P.O. Box 661-S 
1-800-470-9090 i es 
Circle No. 475 
DUST 
COLLECTORS 
YUFO-40 _ 
ven } one final 
_# 1.5ft capacity bag, 


40lbs. 


3180 $120 


_4UFO-90 
FHP, 610cim,one 4” inlet, 
pee 2.5ft capacity bag, 75Ibs. 


ure 


UFO-101>_ 
2HP, 1182cfm,two 4" inlet, 
§.24ft capacity bag, 135ibs. 


Circle No. 91 


GE 


FOR THE FIRST TIME EVER 
You Can Own a 16 Piece CORIANe 
Collector Sample Kit, PLUS 
Gain Access fo Larger Stock For All 
Your Workshop Projects 
‘The Sample Kit comes complete with 16 of the 
most luxurious granite and solid colors available. 


fabrication guide 
JRIANe fabricator! 


PLI 
1000s of qual- 
ity hand & 
power carving 
: tools, books, 
kits, plus more. Fast friendly service, 
lowest price & satisfaction guaran- 
teed. Join 1000's of happy customers, 
send $2 for our 76 pg. color catalog. 


Wood Carvers Supply, Juc. <= 


SERVING CARVERS SINCE 1955 
P.O. Box 7500-G, 
Englewood, FL 34295-7500 


Circle No. 2190 


OWN A MACHINE SHOP 


Do your own 
a Smithy 


ind shop work with 
the © Mill ¢ Drill 


Easy to use! 
Save Money! 
Save Time! 

eAs low as $895 


For FREE Catalog Call: 
1-800-345-6342 


‘(Ask for operator Wood) © PO Box 


1517 
‘Ann Arbor, MI 48106-1517 


Space Station & Classic Barn Plans 
Unique Gifts - 90's Alternative to Doll Houses! 
Hours of Imaginative Fun for Both Boys and Girls 


Plans include details for Interior 
Levels, Landing Pads, 

Bays, Satellite Dishes, Optional 
Stand, 


Bam $9.95; Station $11.95 plus $2 per plan S/H. 
Paradox Creations 


1-800-476-5247 
‘Sute 385W, 4222 1-75, Sault Saint Mane, Michigan 49783 


Circle No. 420 


Seroill Saw 
Seminars 
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Woodworker's Marketplace is a section of 


contact the advertisers directly or use the number below each ad to 


. ton thr 


2f® 
Superguit SANDPAPER 


Only 35¢Each | *DISCS - H&L, PSA, VAC 
*DRUM SANDER HOOK 
& LOOP ROLLS 


S/o *BELTS - AO, SC, ZIR 
*ROLLS - Jwt, Xwt, Cloth 
—370—>| A, E, Fwt Paper 
Forsoscxs7e0 | *SHEETS - AO, SC, 
DETAIL SANDER, GARNET, EMERY 


Hook & Loop, Vacuum 
‘Avum, Oxide $17.50/80 
Gait 50, 80, 120, 
Assorted 


RED HILL CORP. 
P.O. BOX 4234 
GETTYSBURG, 


For Wood, Autobody and Metal 


FREE 28 PAGE CATALOG 
& Incredible close-out sheets. 
Best prices and shipment. 


328 800-822-4003 


h the Woodworker's Resource sect 


advertisers ¢ 


10N. 


Build the Great 
Telephones of Yesteryear 


Nottinghill Woodworks proudly offers our collection 
of antique wall and desk phones in kit form. 


Available with or without precut 
wood parts, 

sPerfect for beginners or skilled 
woodworkers alike, 

*All kits include electronics and 
outer hardware. 

Each kit is a fully functional 
telephone. 

‘The perfect weekend project that 
will grace your home or office for 
years to come. 

Catalog $2.00. To order by credit card, 
«all 1800-819.WOOD or send to: 
Nottinghill Woodworks, Dept. 350 


6663 SW Beaverton-Hillsdale Hwy, #289 
Portland, OR 97225-1403 


NOTTINGHILL 
OODWOR 


ving products by mail. Please 


EXOTIC & DOMESTIC 


LUMBER * VENEER * TURNING STOCK 


5402 S. 40th Street © Phoenix, AZ 85040 


ufor'ma- 


HARDWOODS 


OVER 75 SPECIES 


COLLECTORS SAMPLE KIT 
90 GORGEOUS WOODS 30.00 


Exo & Domestic from Around the Word 
1/2" X 3" X 6" Sanded Finish “ppd in Cont US 


Together with Book $54,00 
ofFine Hardwoods $51.¢ us 
‘Over 70 woods shown in ful color. Chats 
‘Compare physical propartes. 60 pgs 


SATISFACTION GUARANTEED 


Supplement Your Income 
From Your Home 
With A Computer! 


gus 
Begin part-time and still retain the security of your 
present position. We offer 20 services you can 
perform for your community from your home. No 
experience necessary—easy to learn. We provide 
training and computer. For FREE explanation cas- 
sette and literature call: 


1-800-343-8014, ext. 184 


Computer Business Services, Inc. 


WOOD MAGAZINE 


OCTOBER 1995 


CHOICE 
OF PROS 


NOW AVAILABLE 
AT 40% LESS! 


INTRODUCING THE NEW 
WAGNER L609 
MOISTURE METER... 

* Pin-Free 
Narrow Sensor 
ost Deep Penetrating 
Ge + Features Wagner's 
Proven EMF 
Technology 


‘Accuracy Verified 
by Independent 
Studies 


3s 
S 
4 
w 
Z 
‘ NS 3 jur Lowest Price 
Was: $225 


$129 


Now: 


W275" x H 1.0" 
ics 
1-800-944-7078 


326 Pine Grove Road 
Rogue River, OR 97537 
(803) 583-0541 Fax (503) 582-4138 


Jo 199s wert 


*Sliding Glass Door Lock 

ae 

“Trapeze Tumbler 
‘Two Table Saw Cars 

“Dalmatian Decoration 


“Send $2.00 for our catalog and we will include a 
FREE project plan featuring full sized patterns for 
six different projects ($7.99 value). Our catalog 
offers over 400 woodworking plans for furniture, 
country projects, toys, lamps, whiny, and many 


ete indoor and outdoor broads 
pl 


fe are the #1 


and plans for six projects. 


Moun 


1 Hardwa 
Box 70 B10 
MN 55364-0070 


Woodworker's Marketplace 


SQUARE DRIVE 
SCREWS “= 


HITACHI 


POWER TOOLS. 
#CBFB2 8 1/2" Slide Compound Saw 
‘Super Duty (Order 4744-862) DELIVERED! $529.97 
#C7SB 7 1/4" Circular Saw, Heavy Duly, 

13 Amp (Order #744-870)  ouvereo! $97.97, 
Buy Both & receive a $30.00 Faclory Rebate from Hitachil 
27 STUART ST. BOSTON, MA 02116 
1-800-249-8665 


Mon. - Fri. 8am-4:30pm E.S.T. 
Fax 1-800-984-4483 24 hours/7 days 


Checks, Money Orders or REM a SD KZ 


Quality Kiln Drying 
It’s Easy and Affordable 
with a Nyle Be Kiln! 


Made for small operations 
+ Compact and easy to operate 
Unbeatable power and quality. 


FINANCING 
AVAILABLE 


(207)989°4335 


P.0.8ax 1107, Bangor, ME 04402-1107 USA 


16 P.0. Box 11169 
CMcFEELY'S"0 4: Va» 24506 
1-800-443-7937 or FAX (804) 847-7136 


Hardwoods 
Specializing in Red Oak 


* Kiln Dried Exotics & Domestics 

* 22 Species in various thicknesses 
and grades 

° Example: 4'-6' Clear selected for 
color 4/4 Red Oak surfaced & 
straight lined one edge — $2.55/bd. ft. 

* Finishes, wood pegs, buttons, 
hardwood dowels, etc. 

* Shipped UPS or common carrier 


Call or Write For Free Information 


Phone: 712-643-5320 3385 130th St. 
FAX: 712-643-2142 Dunlap, IA 51529 


Presents a 
Catalog 


with supplies for 
upholstery, antique 
restoration, wood 
working, caning, 
brass hardware, 
carvings and many 
related trades! 


< 
eanye 
40 Years in Creative Arts & Trades 
Many Hard-To-Find Item. 

SEND $1.00 FOR CATALOG TO: 

VAN DYKE'S RESTORERS 
Dept. D55, P.0. Box 278, Woonsocket, SD 57385 
No. 2077 


WOODEN TEDDY GEAR COLLECTION 
presents 
a brand sREW catalog aimed at 
Intarsia 


Scroll Saw 
Workers 
books, plans, patterns, kits, wood, 
and much more 
CALL FOR YOUR FREE CATALOG! 


The Printed Word (503) 761-9149 
16409 SE Division, #216-296 
Portland, OR 97236-1931 


“Cuts project time in 
halt, eliminates the 
need for an expensive 
arsenal of clamps and is 
simple fo Use. The Kreg 
Jig outperformed its 
competition by a wide 
‘margin. I's worth the 
investment.” 
Wood Magazino, Jan, 1995, 


“(1 The Kreg Jig 


DISCOVER THE POCKET HOLE ADVANTAGE 


‘THE PocKET HOLE: 
PROFESSIONAL 
Discover the pockethole 
secretfor yourself. 30day 
trial. Order today! Free 

catalog! 
800-447-8638 


FREE BROCHURE! 
*THE 


a Pa WoopworKING 
j SHOWS * 
tools « supplies * education 

EL 

VISIT THE SHOW NEAR YOU! 
“Baltimore “Indianapolis Seattle 
*Chicago  *Milwaukee —*So. California 
*Cleveland *No. California *St. Louis 
*Columbus *NorthJersey *Twin Cities 


“Denver «Portland Washington, D.C. 
Detroit *Quad Cities «plus others! 


Call for free brochure 
Monday - Friday 8:30 am - 5 pm Pacific Time 
1-800/826-8257 or 310/477-8521 


FACTORY 
DISCOUNT 
PRICING 


Heavy Glass 
Table Tops 


TOPS 
Doors 
© Display Cases BY PHONE 
@ Entertainment Centers SATISFACTION 
1 Tempered Glass GUARANTEED! 
WGB GLASS m@ SHAPES m THICKNESSES m EDGE DESIGNS 
OR FREE IDEA CATALOG ANO PRICE LIST SEND POST CARD TO. 
19785 W. 12 MILE AD., STE. 357. 
W6B GLASS SOUTHFIELD, Mi 48076 


TO PLACE ORDERS: CALL 1-800-288-6854 


WOOD MAGAZIN! 


OCTOBER 1995 


SHAKER PEGS 
CANDLE CUPS 
MUG PEGS 
$15.95 per 100, prepaid. 
Wide selection of other 
wood products. 

Catalog $1.00 or free with order. 
Benny’s Woodworks 
P.O. Box 840, Dept. WD78 
Shelbyville, TN 37160 
1-615-684-8995 © 1-800-255-1335 


Circle No. 810 


18 section of a advertis $ 
mber below each di 


Catalog $20 fae with fer 
al Ofer: Send $18.5 for Train Engine, 


Coal ‘and Track Plans 
Baldwin Toy Co., Inc. 
P.O. Box 37014 Omaha, NE 68137-0014 
Dept. WD10 


Circle No. 320 


e's biggest manufacturer of 
traditional cabinet makers workbenches 


p> Full range to suit all requirements 


> Contact Sjéberg USA for full color 
catalog and list of dealers 


Tel: 1-800-586-7635 
Circle No, 440 


Maximize store profits and 
customer satisfaction by selling 
WOOD» Magazine. 
Flexible discount options. 
Low minimum orders. 


RIP. AW 


The Portable Sane 


The “affordable portable’ 
‘one man band pelel pad 
Weighs only 45 Ibs. Cuts 
20" diameter logs into 


14°W x 91H throat capacity 


Better Built 

CORPORATION 
(508) 657-5636 

‘845 Woburn St, Suite 3, Dept. W10, Wilmington, MA 01887 


‘Add a touch of charm to your 
‘garden, as well as the songs of 
spring year round, This hand- 
some redwood feeder has four 
‘seed compartments to attract all 
the little guys, from Cardinals 
to Wrens. 24 pages of plans and 
specifications make for easy 
construction. This. style and 
quality seem in stores for 
$379.50. A great item for back- 
yard family enjoyment, the 
‘raft shows or as a gift. Size 


PLANS.$1895 4 $1.35S&M_ KITS..(106 precislon cut pes.) $127.0 + $1480.88 
‘Send ck or money order or cal! 800-421-8221, Vise, Meard, ndd 6% 
GOOSE POND MILL 
P.O. Box 578, Great Falls, VA 22066-0578 


Circle No. 365 


Quality 
MECHANISMS 
For Making 
WOODEN BARREL 


# Pens 
#2 Pencils 
# Roller Balls 
# Fountain Pens 
plus other related items. 
Wholesale/Retail 
Call or Write: 


EBereaktaldWoodses 


6367 Eastland Rd. Brookpark, Ohio 44142 
216-234-7949 Master Card/Visa 


Circle No. 510, 1900 
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Buy factory Direct: 16X24 20 X 26 
Build it yourself!!! 25X 38° 40X72 


rn 


Circle No. 2030 


der 
t reasonably 
breed ls) 


Colorful catalog! 


2 12 
$19.95 sis et 


Tid 


|| pierced tin n 


| Menteur PA 17754 © Ph. fait neta 
Circle No. 1910 


Fairest of them all 


Continued from page 53 

ting depth to %e". Rabbet the back 
of each frame member, making 
several shallow passes to reach 
the full 38" width. 

3 Miter-cut the frame sides, top, 
and bottom to the finished length 
shown. The rabbeted edges go 
toward the inside of the assembly. 
4 With the drill press and the bit 
used to drill the uprights, drill 36"- 
deep mounting holes in the frame 
sides. Center a hole on the width 
and length of each side. 

5 Assemble the frame, glue, and 
clamp. Check for squareness by 
measuring the diagonals. 

6 Cut the mirror back () from 4" 
plywood. Test its fit inside the 
rabbeted frame opening. 

7 From %"-thick stock, rip the 
stops (J, K) to width, but make 
them slightly longer than the 
lengths listed, Miter-cut them to 
finished length, then drill and 
countersink %4" shank holes 


where shown on the Exploded 
View drawing. 

8 Position the stops on back of 
the frame assembly. Hold them in 
position with double-faced tape 
while you drill %s" pilot holes for 
#4x¥%" flathead brass wood 


screws. Number the stops for 
position, then remove them from 
the frame. 

9 Cut two '%c" lengths of 36" 
dowel rod. These pivot pins will 
join the frame to the uprights. 


Put it all together 

| Sand the base, uprights, frame, 
back, and stops with progressively 
finer grits from 100- to 320-grit. 
Do not sand the uprights’ tenons 
or the pivot pins. 

2 Finish all parts and assemblies. 
(We applied two coats of Minwax 
Antique Oil Finish, taking care not 
to get any on the uprights’ tenons 
or in the base’s mortises.) Since 


MIRROR 
SECTION 
VIEW 


V/s" round-over 


Heavy paper 


the pivot pins will not be glued, 
you can finish them. Allow the fin- 
ish to dry. 

3 Buy a piece of %2" (single- 
strength) mirror about 4%" shorter 
and narrower than the inside of 
the rabbeted frame opening. Refer 
to the Mirror section view, and 
install the mirror, a same-sized 
piece of heavy kraft paper (the 
side of a grocery bag would be 
great), the back (1), and the stops. 
4 Refering to the Exploded View 
drawing, insert the pivot dowels 
into the holes in the frame sides. 
Place the uprights on the pivot 
dowels, then glue the uprights 
into the base mortises.® 


= Econ-Abrasives | 


WE MAKE ABRASIVE BELTS ANY SIZE, ANY GRIT! 
TS 


Belts are resin bond cloth with a 
bi-directional splice, specify grits. 
1X30 $ .81ea|3X24 $93 ea 

B1ea|3X27 96 ca 


ASNT PAPER. 
50/pk — 100/pk 
$16.70 $30000 
80D 15.60 27.80 
100 thru 150C 14.50  25.60C 


60D 


86 ea | 4X36 
100 thru280A 10,00 16.70C 
OTHER SIZES ON REQUEST 
100 SHEETS. Size Price 
4° 775 
e 
Grit Price 8 3.50 
5" 100 thru 320 45 44) | to slip out under router or sanding 
*Pump Sleeves*PSA Discs | JUMBO BELT CLEANING STICK 
*SATISFACTION GUARANTEED!!! 
P. O. Box W865021 
- Continental U. S. shipping add $5.50 =m 


81 ca| 4X21 3/4 1,06 ca 
85ea| 4X24 
FINISHING PAPER 
80A 11.18 $18,900 9000 | 6X48 
5 : 3X23 3/4 .93ea| 6x89 
NOLOAD PAPER(white)  |_OTHERSIZES ON REQUEST’ _ 
00 thru 400A $12.25 $21.25¢ |_ HEAVY DUTY SPRING CLAMPS 
lamps come wiPVC tips and grips. 
Veloro® Vacuum Dises $1.75 ea 
18 Hole pattern for Bosch sanders| 2.25 
60 § .48ea © JUMBO ROUTER PADIo4 x 36" 
80 © 46 Itwill not allow small blocks of wood 
applications, ROUTER PAD 
‘& Available in 5 hole pattern *| ONLY $8.95ea. 
*Wide Belis*Rolls*Flap Wheels 
*Router & Wood Bits*Wood Glue ONLY $880 
i |, VISA, C.O.D. a 
‘MasterCard, VISA, C.0.D. or Check Econ-Abrasives 
*CALL FOR FREE CATALOG 
-TX & NV add appropriate sales tax  ammemm Plano, TX 75086 
(214)377-9779 
TOLL-FREE ORDERING LINE (800)367-4101 
GircioNo. 1229 


JOIN A BILLION DOLLAR INDUSTRY!" 


We have the most advanced surface restoration system available. Everything from, 
countertops to fle, porcelain fo fiberglass ond metal fumishings can be maintained 
‘ond beautfied in both commercial and residential locations. As a Surface Doctor 
franchise owner, you have a unique service to offer your customers that can save.» 
them thousands of dollars while producing like new results, 


SERA Ce CO Se ee ee ea 
sant take a look at Surface Doctor”, 
* Home Remodeling Industry 
* See Prospectus for details. 
Price does not retiect Master Licenses, 


INVESTHENT STARTS AY $13 00 
Call today for a free video & Information; 1(600)735-605 or (404)362-2668 
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Wou can get useful ideas and 
product information by mail. Use the 
coupon in this section to order your 
choice of literature listed below. Each 
company mails the catalogs or 
information directly to you. 


POWER TOOLS 


ABBEY TOOLS—The much-requested, long-await- 
ed, you'd-better-hold on-to-this-one-because-who- 
knows-when-we'l-print-another tool catalog, is here. 
Packed with 1000's of top brand name power tools 
and accessories—all at the lowest possible prices. 
Whether you are a beginning woodworker or an old 
pro you'l find just the tool you need. Remember—it 
you can plug it in, we've got it! ABBEY TOOLS. 
$1.00. Circle No. 2, 
SCROLL SAW, CRAFT & WOODWORKING CATA- 
LOG—Spocialty products from the exclusive distribu- 
tors of HEGNER, the critically acclaimed scroll saws. 
Complete information on scroll saws and accessories, 
including blades and lettering guides. Also ZYLISS 
Portable Vise, HEGNER Lathes, PLANO Vertical 
Glue Press, and more. Tollfree customer service hot- 
line included! AMI, LTD. Free. Circle No. 3, 
TRANSPOWER, CP TOOLS INC.—A fine line of 
quality woodworking machinery, saws, shapers, plan- 
ers and more, Send for free catalog. CP TOOLS 
INC. Free. Circle No. 15. 
CLAYTON MACHINE—Sand curved pieces with 
ease, New American-made oscillating spindle sander 
features many unique details. Quality buil, fora ifetime 
of enjoyable and dependabie service. Dust collector 
hook-up, ground steel top, dynamically balanced spin- 
dle with sealed olt-bath cam and quick change drums 
are all standard. Several models to choose from. 
Catalog. CLAYTON MACHINE, Free. Circle No. 18. 
HARBOR FREIGHT TOOLS CATALOG—The finest 
professional quality tools and equipment at the low- 
est prices...GUARANTEED! Our NEW Woodworking 
catalog has been expanded to contain hundreds of 
additional brand name woodworking tools & supplies. 
‘See why millions of woodworking professionals and 
Do-It-Yourselfers have shopped at Harbor Freight 
Tools for over 27 years. HARBOR FREIGHT 
TOOLS, Free, Circle No. 46. 
WOODWORKING CATALOG—Penn State Industries 
offers a unique line of woodworking products. The new 
82-page {ull-color catalog contains many products no 
other company offers. Exclusive products include: air 
cleaning systems, dust collection systems, pneumatic 
woodworking tools, wood carving products, scroll saws 
and accessories, planers, dril presses, abrasives, and 
muen more. PENN STATE INDUSTRIES. Fee, cle 
lo. 75. 
DUST COLLECTOR SYSTEMS—Keop your shop 
clean and safe from saw dust with one of our large 
capacity Commercial Style Dust Collection Systems. 
Catalog features our new DC-3 1-1/2 H.P. Portable 
System. Free hose and adapters are supplied with 
‘any purchase. Full fine of Dust Collection accessories 
is available from Penn State Industries. Catalog. 
PENN STATE INDUSTRIES. Free. Circle No. 75. 
SURFACE PLANER—Information package available 
from Penn State Industries describing the specifica- 
tions and applications of its super 12% inch surface 
planer. Special discount pricing available on current 
promotion. PENN STATE INDUSTRIES. Free. Circle 
No. 75. 
GET TO THE FINISH LINE FASTER—with a 
Performax drum sander. Don't spend hours with a 
hand-held belt sander. Sand ultra-wide stock ultra- 
smooth in just minutes. Models start at $300 to 
$3495, Select the model that fits your budget and 
your needs. New metal abrasive fasteners keep 
sandpaper tight without re-wrapping. PERFORMAX 
PRODUCTS. $1.00. Circle No. 78. 
RBINDUSTRIES, WOODWORKING TOOLS & 
ACCESSORIES—100% Made in USA, The NEW 
1994-1995 RBI catalog fealures the all new HAWK 
Precision ULTRA Scroll Saws, “4-in-1” and “3-in-1" 
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Universal Woodpianer Systems, and 26” Variable 
Speed Drum Sander, 38° Drum Sander, the all NEW 
Panelmaster Il Raised Panel Door Machine, Router 
Tables, Books, Accessories, Pattems, and Much More. 
When you buy from rbindustries, you're saving big 
money by buying factory-direct from one of America’s 
premier woodworking tool manufacturers, We stand 
behind every piece of equipment we manufacturer with, 
‘our exclusive 30-Day, Money Back Guarantee and 5- 
Year Warranty. Send today for your FREE catalog, 
RBINDUSTRIES, INC. Free. Circle No, 84. 

THE ADVANTAGE—That's what you'll have over 
other woodworkers when you are using SECO 
MACHINERY. With choices of straight-line rip saws, 
wide belt sanders, dust collectors, power feeders, 
and lots...Jots...more. Write today for a catalog of 
this woodworkers choice. Se habla espanol. Dealer 
inquiries welcome. Send for catalog. SECO INVEST- 
MENT CO. Free. Circle No. 91. 

TOOLS ON SALE™—A division of Seven Comers 
Ace Hardware, inc. offers a catalog of over 400 
pages of the most popular brands of power tools 
available anywhere, all at discounted prices. 
Included are saws, planers, sanders, routers, drills 
and more from manufacturers such as Milwaukee, 
Makita, Porter Cable, Black & Decker, Dewalt, 
Freud, Bosch, Delta, and many more. Now introduc 
ing a full range of Werner brand ladders. Tools on 
Sale™ division of SEVEN CORNERS ACE HARD- 
WARE, INC. $1.00. Circle No. 92. 

OWN A MACHINE SHOP—Do your own machining 
and shop work with a Smithy 3-in-1 Lathe-Mill-Dril 
Save time and money with versatile, easy to use 
‘Smithy machines. 60-page catalog features over 500 
machine tools and accessories. SMITHY. Free. 
Circle No. 99. 


HAND TOOLS 


IMPROVE YOUR WOODWORKING SKILLS!— 
Craftsmen around the world have discovered the 
secret of better quality work. The 72 page Japan 
Woodworker Catalog is loaded with a huge selection 
of Japanese saws, waterstones, chisels, gouges, carv- 
ing tools, planes, cutlery and garden tools. Send for 
1992 catalog and all supplements for two years. THE 
JAPAN WOODWORKER, $1.50. Circle No. 190. 


STAINS/ FINISHES 


PERFECT PEN POLISH—NEW Developed for pens 
but great for any small lathe turned object. Pen 
Tuming Manual, everything you need to know from 
wood selection to marketing. A complete line of pen 
making supplies—many styles of mechanisms, 
unusual pen turning materials such as dyed stabi- 
lized burls and spalted woods. Send for catalog of 
Wood luring end pen supple, HUT PRODUCTS 
1.00. 234 


PATTERNS! PATTERNS! PATTERNS!—Huge 
assortment of popular shop-tested designs! OVER 
1500 FULL SIZE PATTERNS conveniently grouped 
into 78 jumbo blueprint sets. We've also included 
sketches, material lists, painting & finishing info, PLUS 
tips & techniques! Beginner or pro will enjoy creating 
4100's of unique projects for fun or profit. Fast service, 
satisfaction guaranteed! llustrated catalog PLUS sam- 
ple pattem. ACCENTS IN PINE. $2.00. Circle No. 310. 
WOODWORKERS' PLANS AND SUPPLIES— 
Wood projects are simplified with the high quality 
plans, specialty hardware and other supplies offered 
by Armor Products. Over 100 plans are available for 
making toys, desks, clocks, pool tables, lamps, 
chests, and other fumiture. Movements, dials, mold- 
ings, omaments, dolihouse kits, door harp supplies 
and tuning pins are also available. ARMOR PROD- 
UCTS. $1.00. Circle No. 315. 

HEIRLOOM WOOD TOY PLANS—You too can 
build The General train as featured in WOOD, Sept. 
4994! Send for our catalog of plans, kits and finished 
toys. Unique plans for every skill level—arks, cars, 
trucks, trains and much more. Original designs, by 
professional toy maker, are based on an exclusive 
puzzle-concept. BALDWIN TOY COMPANY. $2.00. 
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SCROLLSAW PATTERNS—in sets of six or more. 
1920's cars, 1930's cars, motorcycles, woodland, 
‘ocean, farm, 200, Christmas, dogs, or beasts. Some 
intarsia, others very detailed or multi-piece. These 
patterns grab attention. BROKEN ARROW DESIGN. 
$1.00. Circle No. 324. 

THE “CADILLAC OF CATALOGS"—You've never 
seen anything like this—promise! Our catalog has 
‘over 2,000 plans and pattems from over 50 compa- 
nies, The selection seems endless and the quality 
‘uaranteed. We are proud to offer so many unusual & 
Unique plans. Many of these plans have been at our 
customer's request. We also have a new line of 
“Nothing but...” catalogs featuring ten different related 
subjects. The first, and our favorite, to be introduced 
will be "Nothing But Christmas" (see next listing for 
details). Catalog, CREATIVECRAFT PLANS, $4.00. 
Circle No. 330, 


CREATIVECRAFT PLANS—Otlers you its newest 
catalog in the "Nothing Bul...” series! What is the 
“Nothing But...” series you ask. Every catalog fea- 
tures nothing but a particular subject, ©.9., nothing 
but Christmas, nothing but bird houses and feeders, 
nothing but lawn & garden, etc, ete., etc. The first 
and ready for the Christmas season is “Nothing But 
Christmas’. Don't miss the boat, order your catalog 
of Christmas plans & patterns today. CREATIVE- 
CRAFT PLANS. $2.00. Circle No. 331. 


FULL-SIZE FURNITURE PLANS CATALOG— 
Ilustrates and describes over 200 plans for making 
furniture of quality found in museums and fine furniture 
stores. Plans include rolitop desk, cradles, dining 
tables, chairs, buffets, chests, gun cabinets, poker 
table, children’s furniture, rocking horse, spinning 
wheels, and more. Bill of materials exploded drawings 
assist the woodworker. FURNITURE DESIGNS, INC. 
$3.00. Circle No, 345, 

NEW ON THE WOOD MARKET SCENE—Top qual- 
ity, creative design for an exquisite bird feeder. 
Detailed plans or a kit with 106 precision cut redwood 
pieces. Add a touch of charm and whimsey to your 
garden. Give as a gift or sell for profit at craft shows. 
Send for information. Price credited with order, 
GOOSE POND MILL. $1.00. Circle No. 365. 
PROJECT PLANS—Full-size patterns for over 750 
easy-to-bulld woodworking projects. Nation's leading 
source for scroll saw patterns, cow projects, toy 
plans, yard ornaments, wood furniture, etc. Over 
‘3000 hard-to-find specialty items. Send for big new 
96-page full-color catalog, MEISEL HARDWARE 
SPECIALTIES. $2.00. Circle No. 401. 

PLANS FOR UNIQUE CHRISTMAS GIFTS—90's 
alternative to doll houses, Great for either boys or girs, 
Space station with many accessories for customizing, 
plus aliens and shuttles. Spacious, sturdy barn plus 
animals, tractors, and wagons, Ark toy box. New plans 
for coffee and end tables simply styled to compliment 
many decors; wall and ceiling light fixtures, table 
lamps. Brochure with pictures and full descriptions, 
PARADOX CREATIONS. $1.00. Circle No, 420. 
SJOBERGS WORKBENCH CATALOG—Full-color 
catalog which illustrates the full range of cabinet 
makers’ workbenches from Europe's largest manu: 
facturer. Sjébergs workbenches are made in Sweden 
and have many unique features including the hold: 
fast facility. There is a wide range of models to suit all 
requirements for home or industry. SJOBERGS. 
Free. Circle No, 440. 


CORIAN® PROJECT GUIDE—5 separate projects 
you can create in your own workshop. Comes com- 
plete with a step-by-step guide and directions on 
Where to purchase Corian® for these projects and oth: 
ers, SOLID SURFACE SALES. $3.00. Circle No. 443. 
WOODWORKERS—Send for our color catalog with 
many exciting new plans available. Six styles of bed 
plans such as 2 Car Beds, Gingerbread Bed, Futon 
Sofa, Lounge and Bunk/Sofa Combo, New designs 
in lawn furniture are Adirondack Tete-A-Tete, Patio 
Rocking Glider, Small Garden Wishing Well, Bird 
Feeders and Bird Houses. We have added a Doll 
Cradle, Baby Cradle, Toddler Caster Horse and a 
variety of craft items. Full size tempiates, material list, 
instructions and cutting diagram. SPECIALTY FUR- 
NITURE DESIGNS. $3.00. Circle No. 445, 
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INTARSIA & SCROLL SAW PATTERNS—Geared 
strictly to the intarsia or scroll saw worker, you will ind 
pales, books, instructions, and more in this brand 
new catalog. Pattems range from simple to intricate, 
and include dinosaurs, ships, trains, animals, and 
more. THE PRINTED WORD. $1.00. Circle No. 460. 
WOOD TOY PATTERNS—Pattorns for all ages 
including children’s patterns and executive toys. New 
catalog has many new patterns to choose from 
including parts and wheels. Send for new catalog 
today. TOYS AND JOYS. $1.00. Circle No. 465. 
SCROLLSAW FRETWORK PATTERNS—& sup- 
plies catalog. From simple cutouts to 50” tall clocks, 
‘Over 300 patterns for the scrollsaw enthusiast. Also 
clock movements, tools, books, plywood, hardwood, 
sawblades. Great projects for the hobbyist or for prof- 
it, Catalog. WILDWOOD DESIGNS, INC. Free. 
Circle No. 475. 


LUMBER 


QUALITY EXOTIC LUMBER/TURNING WOODS— 
We offer a comprehensive selection of fine quali 
exotic woods. Also available are mechanisms for mak- 
ing wooden barrel pens/pencils/rolier balls/fountain 
pens. Ebony, Kingwood, Tulipwood, Snakewood, 
African Blackwood, Cocobolo, Bloodwood, Figured 
Maple, Spaulted Maple, Padauk, etc. Unique and 
unusual turing woods and burls are also available. 
Send for catalog. BEREA HARDWOODS, $1.00. 
Circle No. 510. 

ONE STOP WOOD SHOP—Domestic and exotic 
hardwood plywood and lumber, marine plywood, over 
30 species in stock—all under one rool. Custom cut- 
ting services to your exact specifications with litle or 
‘no waste at competitive prices! We specialize in 
bundling and shipping, Send for catalog. BOULTER 
PLYWOOD CORP. Free. Circle No. 512, 

DUNHAM HARDWOODS—Specializing in red oak 
and other quality hardwoods. Send for a complete list 
ing of species, prices, thicknesses and grades. All lum- 
ber is kiln dried and graded according to NHLA rules. 
We have twenty-two species of hardwoods and can 
ship small orders UPS; large orders, common carrer. 
Quality, price and service are the name of our game. 
DUNHAM HARDWOODS. Free. Circle No. 530. 
STEVE H. WALL LUMBER CO—Quality hardwoods 
‘and woodworking machinery for the craftsman and 
‘educational institutions. 16-page catalog lists 17 
species of popular hardwoods at wholesale prices. 
‘Also dealers for MiniMax, Freud. and ProCut wood- 
‘working machines, STEVE H. WALL LUMBER CO. 
$1.00. Circle No, 592. 

EXOTIC IMPORTED AND DOMESTIC HARD- 
WOODS—Select from more than 100 different 
woods, Lumber, bow! blanks, turning squares and 
veneer. Samples ("x 3" x 6") available, fully sanded. 
Ideal for collectors, craftsmen, furniture and cabinet 
makers, architects and designers, Custom cutting and 
thin stock manufactured. Satisfaction Guaranteed, 
Send for catalog. WOODWORKERS SOURCE. 
$1.00, Circle No, 598. 


GENERAL 
WOODWORKING 


CATALOGS 


WILLIAM ALDEN CO.—Brings wholesale pricing to 
you through our {ull color, 48-page too! catalog 
Stanley *Bailey* planes at Unbelievably low prices, 
‘Clamps, layout tools, chisels, Freud router bits, hard- 
ware, safely equipment and much more. Your satis- 
faction—always guaranteed. WILLIAM ALDEN CO. 
Free, Circle No, 801, 

WOODWORKING SUPPLIES—Blocks, pegs, cups, 
hearts, hardware, bandsaw blades, abrasives, toy 
parts, glue, clock parts, miniatures, balls, dowels, 
spindles, knobs, beads, picture hangers, cup hooks, 
finials, screw eyes, game pieces, novelty items, and 
much more. BENNY'S WOODWORKS. $1.00, Circle 
No, 810. 

THE WOODTURNERS CATALOG—48 color pages 
of the finest woodturning tools, machinery and sup 
plies available. Featuring Henry Taylor, Sorby, 
Richard Raffan and Dale Nish workshops. Catalog 
price refunded with order. CRAFT SUPPLIES USA. 
$2.00. Circle No. 830. 

GRIZZLY IMPORTS, INC.—1994 is our 11th year of 
providing woodworkers with an incredible selection of 
machines, tools and accessories at prices you can 
atford. Send for your free 1994 catalog today and 
celebrate with tremendous savings on all your wood- 
Working needs. GRIZZLY IMPORTS INC. Free. 
Circle No. 860. 
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KREG TOOL CO.—Specializes in pocket hole tools, 
supplies and how-to videos for pocket hole joinery, 
including THE KREG JIG. Catalog also includes 
hinges, drawer slides, Crystalac water-based stains 
and finishes, KTC high quality router bits and more. 
KREG TOOL COMPANY. 506. Circle No. 677. 
WOODWORKING CATALOG—48-page {full-color 
catalog of top quality woodworking machines and 
supplies. See the American made tools! Total Shop 
is bringing production home. Many tools now made in 
the U.S.A. Dust collectors, table saws, lathes, drills, 
you name it we have it. Catalog free! TOTAL SHOP. 
Free. Circle No. 940. 

WOODWORKING BLADES AND SUPPLIES— 
Large selection of top quality band, scroll, and fret 
saw blades including the new Olson PGT precision 
ground tooth fret saw blade with reverse teeth. Also 
high quality coated abrasive belts, discs, and sheets, 
plus power carving accessories, book & more. WAL- 
NUT CREEK WOODWORKERS SUPPLY CO. 
Free. Circle No. 954. 

COMPLIMENTARY TOOL CATALOG—Woodcratt 
offers over 4,000 of the finest quality woodworking 
tools, books, supplies, and cabinetry hardware in our 
‘complete full color catalog. Craftsmen, cabinetmakers, 
carvers, woodtumers, and hobbyists have depended 
on Woodcraft since 1928. Backed by Woodcratt's 
unconditional guarantee. Free technical assistance, 
WOODCRAFT SUPPLY CORP. Free. Circle No. 955. 
THE WOODWORKERS’ STORE CATALOG—New! 
The Woodworkers’ Store 1994/95 catalog with hun- 
dreds of new items features 112 full color pages of 
domestic and exotic hardwoods, veneers, wood parts, 
specialty hardware, kitchen accessories, finishing 
supplies, tools, books, and plans... Many exclusive 
items and hard to find specialties. Orders shipped in 
24 to 48 hours. Toll free ordering. Over 40 years in 
business! Satisfaction guaranteed. Catalog. THE 
WOODWORKERS’ STORE. Free. Circle No. 965 


OUR QUEEN ANNE FURNITURE KITS—are ready 10 
assemble and finish. They include dining room chairs, 
a variety of occasional tables, and a personal desk. All 
are made in soli cherry, oak, walnut, and mahogany. 
We also stock individual Queen Anne legs for every 


project. Complete information in our brochure packet. 
‘ADAMS WOOD PRODUCTS. Free. Circle No. 1002. 

SHIP MODELING CATALOG-Historic Ship 
‘Models—Museum quality replicas you build yourselt 
Pre-cut wooden parts, metal and brass fitings, cloth 
sails, plans and instructions. Send for 80 page color 
catalog. MODEL EXPO, INC. $1.00. Circle No. 1075. 


PUBLICA IN 


HOW TO WORK WITH CORIAN® IN THE HOME 
WORKSHOP—You can see it in the ads on these 
pages: CORIAN comes to life in the hands of a 
craftsman. Now get your hands on the information 
you need to start creating with this remarkably versa- 
tile, workable material. Send for your free guide. 
DUPONT CORIAN. Free. Circle No. 1120. 

GUIDE TO EXPERT WOOD REFINISHING—Enjoy 
the rich rewards and satistaction of expert wood refin- 
ishing with 3M's "Guide to Expert Wood Refinishing.” 
9M introduces you to the how-to's of refinishing your 
‘own furniture. It takes you through the various steps 
involved in the refinishing process including: planning 
and preparation, Tools & Materials checklist, strip- 
ping, repairing, sanding, staining and finishing. It also 
Points out some of the most common mistakes and 
‘offers a few helpful shortcuts and tips along the way. 
Regardless of the materials or tools you use, you can 
apply the expert's know-how to your wood refinishing 
projects with “3M's Guide to Expert Wood 
Refinishing.” 3M DIRECT. $2.00. Circle No. 1143. 
WOODS OF THE WORLD ON CD-ROM—First 
interactive, multimedia encyclopedia of 900 tropical 
and temperate wood species. For Macintosh or PC- 
Windows. Also on disk. Woodworking characteristics, 
mechanical and physical properties, geographical ori- 
gin maps, environmental profile and full color pictures 
of over 900 woods. Brochure, TREE TALK. Free. 
Circle No, 1145, 


ECON-ABRASIVES—Ofiers a complete line of sand- 
Papers and woodworking related accessories. We 
‘custom make abrasive belts in any size and in any grit. 
Catalog. ECON-ABRASIVES. Free. Circle No. 1229. 

EASY DOES IT—with HTC'S power tool acces- 
sories. Discover many unique items, designed only 
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with you, the dedicated woodworker, in mind. Make 
your machinery safer, increase the working area of 
your shop and accomplish nearly impossible tasks 
easily, quickly, accurately. Full-line catalog and price 
list. HTC PRODUCTS, INC. Free. Circle No. 1245. 
WOOD MOISTURE METER—Avoid moisture defects 
such as cracking, warping, splitting, delamination. The 
pin-type moisture meter *Mini-Ligno” can read surlace 
of core moisture in any thickness of lumber, from 
veneer through heavy timbers, A flat surface is not 
necessarily required, thus the Mini works on rough 
‘sawn lumber and curved or round pieces, A most ver= 
satile instrument. Many hobbyists and professionals 
use the Mini-Ligno C or E/C with attachments to mon- 
itor Jumber during air or kiln drying or use external 
electrode tor depth readings. Catalogue describes 
complete line of moisture meters. LIGNOMAT USA, 
LTD. Free. Circle No. 1250. 

ROUTER SPEED CONTROL—Reduces speed elec- 
tronically without reducing torque. Route at the speed 
that gives best results with the wood and bit you are 
using. Speed adjustable from full speed to 0 RPM. 
Less tear out—stops burning—less wear on bits— 
easy to use. Send today for information. MLCS LTD, 
Free. Circle No. 1251. 

LUMBER DRYING—Dry your own lumber using our 
equipment and your insulated chamber. 
Dehumidifica-tion systems from 300 BF to 45,000 
BF. Easy to operate equipment offers high quality 
kiln-dried lumber for pennies per foot. These long- 
lasting made-in-the-USA units can pay for them: 
selves in one month! Send for free catalog. NYLE 
STANDARD DRYERS, INC. Free. Circle No. 1260. 
RESPIRATORY PROTECTION FOR WOODWORK- 
ERS—Anyone who values good health yet does not 
wish to diminish the enjoyment of woodworking 
should be wearing a respirator. Send for Racal 
Health & Safety's "Woodworker" brochure for infor- 
mation on Airlte, AirMate 3, Breathe-Easy, Delta 
and Airstream protection, RACAL HEALTH & SAFE- 
TY, INC. Free. Circle No. 1266. 

SUPERGRIT® SANDING/REFINISHING CATALOG 
CLOSE-OUT SHEET—Belts (aluminum oxide, sili- 
ccone carbide zirconia), dises (plain, PSA, Hook & loop 
vacuum), sheets (cabinet, crocus, emery, non-load- 
ing, waterproof), rolls (cloth or hook & loop), bow! 
turing & lathe supplies, dust masks, scuff pads, tack 
cloths, tape. RED HILL CORP. Free. Circle No. 1267. 
“WOOD-FRIENDLY”™ L606 MOISTURE METER— 
uses advanced electromagnetic wave technology to 
accurately measure wood moisture content from 6% 
10 30% to a depth of "No pins to “abuse” wood and 
leave ugly holes. Check out boards from top to bot- 
tom in just seconds before you buy and avoid the 
headaches of spliting, warpage, delaminating and 
failed glue joints. The Wagner L606's convenient 
pocket size, easy-to-read analog meter, and low 
price make it a must for anyone working with wood. 
Literature. WAGNER ELECTRONIC PRODUCTS, 
INC. Free. Circle No. 1285. 

UNCOMMON WOODWORKING TOOLS—American 
made quality router tables and fences, dovetail jigs, 
unique router biscuit joinery system, mortise 
machines, pin router, books, videos, commercial 
grade router bits and more. Buy from the manufactur- 
er. Fast, friendly, knowledgeable service. WOOD- 
HAVEN. Free, Circle No, 1290, 


, BLADES, 


CUTTING TOOLS 


ASK FOR CMT'S CATALOG AND WE'LL GIVE 
YOU $5!-CMT Tools will send you our free, full-color 
router bit catalog and we'll give you a $5.00 discount 
fn your first order! CMT bits feature anti-kickback 
design, Teflon coatings and micrograin carbide outiing 
edges. Our catalog is packed with accessories, pro- 
ject ideas and safety tips—is one catalog you'll want 
to keep! CMT TOOLS, INC. Free. Circle No. 1310. 
FREUD—Premier line of carbide-tipped sawblades, 
router bits, shaper cutters and other woodworking 
tools, Freud offers a full-line on anti-kickback carbide- 
tipped router bits. Send for a free new router bit cata- 
log. FREUD. Free. Circle No. 1321. 
SUPER-SMOOTH, EXTRA-DURABLE, CARBIDE- 
TIPPED CIRCULAR SAW BLADES—Get a smooth- 
as-sanded surlace with our all-purpose 40-tooth 
Woodworker Blade. You will be able to rip and cross- 
cut 1 ~2 in, rock hards and soft woods with an unbe- 
lievably smooth finish. You will also be able to 
‘cross-cut oak and birch ply-veneers with no bottom 
splinters. Send today for our information pack. FOR- 
REST MFG. CO., INC. Free. Circle No. 1322. 


97 


< 
0 
0 
) 
< 
e) 
A 
A 
mi 
n 
0) 
A 
m 
0”) 
0 
C 
a 
() 
mi 


WOODWORKER’S RESOURCE 


PRODUCTION QUALITY CARBIDE TIPPED 
ROUTER BITS—Large discounts. New expanded 
catalog featuring a huge selection of Carbide Tipped 
Router Bits, Raised Panel Door Sets, Shaper Cutters, 
Solid Carbide Bits, The Router Speed Control, plus 
‘our unique line of clamps, tools and supplies. Save 
50% to 70%. Value, quality, and prompt service guar- 
anteed! MLCS LTD. Free, Circle No. 1350. 


SWEDISH SILICON STEEL BAND SAW BLADES— 
‘Special low tensioned silicon steel bands available 
from 1/16" thru 1 1/4". We manufacture over 60 sj 
cial band saw blades for wood workers. The “AS” 
series Vemeer Bands, Timber Wolf Pallet and Band 
Mill Blades, Impactor-Pallet Disassembly Band, 
Special Scrolling Bands, Furniture Bands and many 
more. Catalogue, SUFFOLK MACHINERY CORP. 
Free. Circle No. 1370. 


INCOM 
PORTUN 


START YOUR OWN HIGHLY PROFITABLE 
WOODGRAFT BUSINESS—We have shown hun- 
dreds of woodworkers how to tum their hobby into a 
highly profitable homebased business. Learn how to; 
make up to $30/hr. doing what you enjoy! Pick win- 
ning projects that make money! Our award winning 
manual “Crafts That Sell” (advertised in the market 
place) is a step by step guide showing you every- 
thing you need to know to make a lot of money doing 
‘what you enjoy! Our catalog is full of projects that are 
proven money makers that you can earn up to 
$30/hr. with. Guaranteed! Order now for more infor- 
mation and a refundable catalog of $30/hr. projects. 
JIn'A CRAFTS. $2.50. Circle No. 1550. 


SECURE FUTURE IN FURNITURE RESTORATION 
WITH MINUTEMAN—Earn $200-$1,000 per day 
stripping, repairing, refinishing, mirror resilvering, 
veneering and more at home or in shop; part- or ful 
time. We provide complete training; no experience 
necessary. FREE workshop teaches you latest in fur 
niture restoration. Featuring Amity, the first complete 
line of water-based furniture restoration products. 
Catalog. MINUTEMAN. Free. Circle No, 1661. 


MISCELLANEOUS 


UNDERBED STORAGE DRESSER—Top quality, 
Solid wood, ready-to-assemble kits provide conve- 
nient space-saving storage. Can have 3-16 drawers. 
Start at $159.00. FREE freight for limited time. Send 
for FREE 44-page catalog. ANDERSON MFG. CO. 
Free. Circle No. 1796. 


WOODWORKER’S 
RESOURCE 


+ Circle your choice 
+ Enclose check or money order 
for cost of booklets plus $2.00 
service charge (no stamps accepted) 


TO ENSURE PROMPT HANDLING OF YOUR ORDER FOLLOW THESE INSTRUCTIONS: 


WOOD SUBSCRIPTION 


ADVERTISEMENT 


MECHANISMS FOR MAKING WOODEN BARREL 
PENS—Pencils/Roller Ball Pens/Fountain Pens. 
High quality. Low prices. Wholesale/Retail. Plus 
other related items. BEREA HARDWOODS CO. 
$1.00. Circle No. 1900. 

LOOKING FOR PIERCED TIN? COME TO THE 
SOURCE!—70+ page color highlighted catalog intro- 
duces you to a treasury of pierced metal panels afford- 
ably priced and ready to install in your woodworking 
projects. Available in a wide variety of sizes, 16 differ- 
ent types of metal (copper & brass, too!) & over 300 
designs. Custom size & design a specially. OR all the 
materials and tools needed to create it yourselt 
Catalog includes furniture plans you can order, lantern 
kits, specialized metal piercing tools and MORE. 
COUNTRY ACCENTS. $5.00. Circle No. 1910. 
DELPHI STAINED GLASS—100 page color catalog 
of stained glass and related supplies. Beveled glass, 
hard-to-find tools, hundreds of unique patterns, kits, 
books, videos, and lots more. For 22 years, we've 
supplied both hobbyists and professionals with quali 
ty products, friendly advice, and fast 24-hour ship- 
ping. All products guaranteed 100%. DELPHI 
STAINED GLASS. $5.00. Circle No. 1920. 

SALTER INDUSTRIES—Salter Industries manutac- 
{ure high quaity spiral stairs to meet the design needs 
of today. Oak and brass options are available to com- 
bine with a sturdy steel main frame. Stock or custom 
slairs range in diameter from 3'6" to 7’. Brochure. 
SALTER INDUSTRIES. $1.00. Circle No. 1995. 
SARAL® TRANSFER PAPER—is wax free trans- 
fer/graphite paper which allows you to transfer your 
design from a sketch, pattern, template, or free-hand 
to any wood surface. It makes clean crisp tracings 
which can be erased like pencil or painted aver. It's 
reusable. Available in 5 colors: graphite, white, red, 
yellow, blue. Send for Sample Package (one 8) 
12” sheet each color). SARAL PAPER CO. INC. 
$5.25. Gircle No. 2000. 

STEELMASTER BUILDINGS—are available in 
almost any size lor almost any use, From 10'to 100’ 
wide and any length imaginable. Whether you need a 
back yard shop... an industrial shop... equipment 
storage building... whatever your requirements, you'll 
find a Steelmaster that's just the right size for the job. 
‘Our buildings are so easy to construct, most owners 
opt to construct their buildings themselves which 
adds up to even bigger savings. Send for informa- 
tion, STEELMASTER. $1.00. Circle No, 2030. 

IF YOU ARE INTERESTED IN RESTORING 
ANTIQUES—this 280-page catalog packed with 
unusual, hard-to-find items is just for you. Included 
are hundreds of essential items for antique restora: 


Better Homes and Gardens® 
WOOD Magazine, October 1995 
Dept. OCWO95 

P.O. Box 11736 

Riverton, NJ 08077-7931 


+ Send coupon and remittance 
to address above 

+ ALLOW 4-6 WEEKS FOR DELIVERY 

+ Coupon expires November 12, 1996 


A 1 year WOOD subscription (9 issues) for $24.97 (U.S. price)}—a $19.58 savings off newsstand] 

irate (Circle No. 4000). Allow 6-8 weeks for first issue. Be sure to include payment with total below.| 

INO FOREIGN ORDERS ACCEPTED ON THIS COUPON. 
Circle numbers below corresponding to items in this Issue. Please include $2.00 for handling charge. 
Zoon8100] 290.9100] 449009800 ] 680....8200 | 1209.....Fr00 | 1960.....Free | 2078....8200 
SiosaFvee| 310...-$2.00| 445....$900 | 860....Free | 1245..--Free | 1970...-Free | 2079.---Free 
1520Fres | 815.20.81.00 |] 460."-.$1.00 | @77.2.-.50e | 1250... Free | 1850....$250 | 2000. Free 
1B. Free | 320...-$200| 465.1100 | 940..-Free | 1251...-.Free | 1661...-Free | 2005.....Fres 
ABoFree| 924....$1.00| 475...Free | 954""--.Free | 1260...-Free | 1785.....Free | 2180...'81.00 
FB iFres | 390.2..8400| S10..-~$1.00 | 985.....Free | 1266....-Free | 1900...$1.00 | 2190.”.$200 
70..2.8100| 331...-8200| §12...--Free | 965..-Free | 1267...Free | 1910...-$500 | 2050..-.Free 
8420'Fre0| 345.22.$8.00| 590...".Free | 1002...--Fres | 1285. Freo | 1920...$6.00 | 2480.81.00, 
91cFree| 368....$1.00| §92."."$1.00 | 1075.-.-$1.00 | 1200... Free | 1995....$1.00 | 2800..._.Fiee 
92.71.00] 401.2.$2.00| 500...-§1.00 | 1120..Free | 1910...Free | 2000...$5.25 | 4000...$24.97 
99. uFre| 420....§1.00| 801...Free | 1149...8200 | 1321 Free | 2090...-$1.00 

190..28150| 440,.---Fiee | 810....81.00 | 1148..-Free | 12222. Free | 2077.81.00 

Name (please print) 1 AM ENCLOSING: 

Address $ for priced items 

City $ _2.00 _ for handling 


$ total remittance 


tion including top quality brass reproduction hard- 
ware, oil lamps and accessories, numerous wood 
‘component repair parts and kits, caning and basketry 
supplies, everything needed for wood refinishing, 
related tools, books, and a complete line of uphol- 
stery equipment and supplies. All at wholesale 
prices. Send for this informative catalog. VAN 
DYKE'S RESTORERS. $1.00. Circle No. 2077. 
CONVERTIBLE SUNSPACE—Unique new concept 
for year-round enjoyment. Insulated winter sunroom 
converts to a breezy screen room in summer. The 
two-in-one Sun-Porch features do-it-yourself. assem- 
bly, shatter-resistant glazing, no special foundation. 
Colorful catalog, prices, sent first-class mail. VEG- 
ETABLE FACTORY, INC. $2.00. Circle No. 2078. 
WHOLESALE GLASS BROKERS—High quality 
glass shipped to your door directly from the finest 
manufacturers. Table tops, tempered glass; shelves, 
1/4” to 1” thick; beveled glass, custom shapes; tinted 
glass, and much more! Your one-stop glass source. 
Idea catalog. WHOLESALE GLASS BROKERS. 
Free. Circle No. 2079. 
LEGAL IVORY—Vinually identical to animal ivory. 
Tagua is the nut from a tropical palm tree. Ideal for 
jewelry, knobs, small turnings, inlay, or scrimshaw. 
Available in 3 sizes. Send for information, WOOD- 
WORKERS SOURCE. Free. Circle No. 2090, 
“THE WOODWORKING SHOWS* MACHINERY, 
TOOLS AND SUPPLIES—Hundreds of products for 
the woodworker demonstrated and sold at discount 
prices at every “Woodworking Show’. In-depth semi- 
nars and free workshops on a variety of woodworking 
topics. Shows are scheduled in 27 cities, Send for 
{ree brochure. *THE WOODWORKING SHOWS*. 
Free. Circle No. 2095 
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WOOD CARVING MACHINES AND ACCES- 
SORIES—make all types of wood carving easy, fun 
and profitable. The machines do the work. Whether for 
sign carving, flat 3:D, decoys, panels, gun stocks or 
furniture, we have the proper machine for the jot 
Professional woodcarving for the hobbyist and super 
© quality for the professional. Begin your hobby or full 
or parttime business by ordering our catalog and price 
list. MARLIN INDUSTRIES. $1.00. Circle No. 2150. 
WOOD CARVERS SUPPLY INC.—Serving with 
pride since 1955. Family owned & operated with 
superior customer service & a large selection of quali- 
ty carving supplies. Each order is inspected 3 times 
before leaving our warehouse, delivered fast & 
backed by a 30 day money back guarantee, Discover 
the joy & relaxation of wood carving. Order our superb 
‘color 76 page catalog with over 2,000 items including 
hand & power carving tools, books, knives & much 
more, Join 1,000s of happy customers by sending $2 
for a two year catalog subscription. WOOD 
CARVERS SUPPLY, INC. $2.00. Circle No. 2190. 


CLAMPS 


MERLE ADJUSTABLE CORNER CLAMP—Quick & 
easy 10 use. It forces your work into square. Fully 
adjustable from 25" x 2%" to 69"x 69" in, Perfect for 
clamping picture frames, cabinets, or anything that 
requires 90° comer clamping. The Merle Clamp is 
cast aluminum & steel construction, a true industrial 
quality too), Send today for information. MLCS LTD. 
Free. Circle No. 2250. 


FASTENING 
PRODUCTS 


SQUARE DRIVE SCREWS—Thousands agree— 
‘once you try them you will never want to use anything 
else! The square drive recess virtually eliminates work- 
damaging driver bit “cam-out," the deep threads result 
in exceptional holding power, and they are heat treat- 
ed for strength. Sizes from #4 x %" to #12 x 4", with 
stainless steel, solid brass, brass plated, and zinc plat- 
ed available. Quantity discounts. Send for literature. 
McFEELY HARDWOODS. $1.00. Circle No. 2450. 


SHOWS & 
SEMINARS 


SCROLLAMERICA®—Scroll saw seminars through 
out the U.S. and Canada with “hands-on’, personal 
instruction, Limited class size assures individual atten- 
tion and satisfaction. Bring your own saw (some 
rentals available). Spouses using the same saw 
admitted for half price. Send for free color folder offer- 
ing a compiete listing of dates and locations. SCROL- 
LAMERICA®. Free. Circle No. 2800. 
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Santa 
(4" Height) 


SEASON! 


Holiday Cutouts 
Grace the Season 


Decorate the season with these 
easy-to-build holiday cutouts. 


Decorate your yard and home with these impressive Fi 
holiday cutouts. Build them yourself for years of enjoy- hristmas Tree 
ment, and a sense of pride and accomplishment. Full-size NG riewatn 26 Diameter) 
Paitems and complete step-by-step instructions make each of these holiday decorations 
easy to build! Only a few tools and an evening or two are needed for each project. For 
Professional results, just follow the simple cutting, painting and assembly instructions. It’s as 
easy as that! Plus, when the season’s over, disassemble and lay the pieces flat for space- 
Saving Storage, To assure your success, the experts at WOOD” magazine designed and 
built each project. 


How to order 

‘Order your holiday project plans today by sending your name address and the name of the 
Med/Small_ Plan(s) you wish to receive, plus a check or money order (U.S.) for the total amount to: 
Reindeer WOOD MAGAZINE PLANS, P.O. Box 9255, Dept. WD-36, Des Moines, lowa 50306. 
haired Each plan is $12.95. Receive a special discount when ordering multiple plans!! $2 off your 
eda fotal order When you buy 2 plans. $4 off your total order when you buy 3 or 4 plans. $6 off 

your total order when you buy 5 or more plans. 

Postage and handling plus state and local taxes, if applicable, are 


Order today , included. Allow 4-6 weeks for delivery. 
‘>. Call 1-800-572-9350 Order today! 


Call 1-800-572-9350 for cred- 
it card orders. 7 am to 9 pm. 
CST. VISA & MasterCard 
accepted. Please have your 
order ready when calling. 


Wise Men 
(50 1/2” Height) 


lativity Camels 
(Mary 32 1/2” H, Joseph 45 1/2” H) (4 Height) 


100% money-back guarantee if not completely satisfied. 


HAND 
LAYOUT 


V/s" hole 


FULL-SIZED 
CLOWN PATTERNS 


on inside 


1/e" holes 3/16" deep 


The amazing walk-behind brush cutter! 


The DR® FIELD and 
BRUSH MOWER 


CLEARS & MAINTAINS meadows, pastures, 
woodlots, wooded and rough non-lawn areas 
ends, Deambies, 


CHOPS/MULCHES most everything it cuts. 
Leaves NO TANGLE of brush to pick up like 
hand-held brushcutters and sicklebar mowers. 
Perfect for low-maintenance 

wildflower meadows, European- 

style woodlots, walking paths, 

or any area you only want 

to mow once a month 

or once a season! 


+ Sell-Propelled 


= Mows up to 1/2 
acre per hour! 


{Please mail this coupon TODAY for complete FREE 
DETAILS of the DR® FIELD and BRUSH MOWER’ 
{including prices, specifications, and "Off-Season" Savings’ 
‘mow in effet. There is no obligation, t 

woo = 
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Stat ze 
: COUNTRY HOME.  PRODUCTS®, Dae 822F f 
Road, Box 89, Cl 1 


CLOWNING ARCUN 


Continued from page 61 See related article on page 58. 


of 


and a better cutting tool with 
CMT’s Set & Sand Disk 


Sand 
pertect, 
edges & miters 


the tlt 


“These precision-machined disks are perfect for setting the 
arbor & miter gauge of your radial arm or table saw. Apply 
‘our Klingspor sanding disks and your saw is a super sander! 


Shipping and Handling $5.00 
CMT TOOLS, 310 Mears Blvd, 
Oldsmar, FL 34677 
Call toll-free 24-hours a di 


1-800-531-5559) E 
‘Toll-free FAX: 1-800-870-7702 |S 
813-991-5160, FAX: sisal) MB - 


Your Best Work 
Starts With Us... 
With over 5,000 of the finest 
woodworking tools 
in the world, 
Woodcraft can help you 
work more efficiently 
and skillfully than ever. 
Call for your Free copy today, 


1-800-542-9115 


WQ@DDCRAFT 


‘210 Wood County Ind. Park, Dept. 95WI10S 
PO Box 1686, Parkersburg, WV 26102-1686 


Circle No. 955 
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Don't be tied to an office! Get the freedom you're 
looking for as a Home Inspector—every day will be 
different. You'll inspect homes all over town, meet new 
clients and work with your head as well as your hands! The 
money you can earn and the opportunities available makes 
home inspections a great full-time career or a great way to 
earn extra cash on weekends. 

Home Inspectors are in Demand! 

Approximately 10,000 existing homes are sold on the 
average business day, according to the National Association 
of Realtors and those sales go a lot smoother with the help 
of a qualified home inspector. Consumers, banks and 
mortgage companies are hiring home inspectors to check 
out houses and home inspectors across the country are 
charging $100.00 to $300.00 per job for their services. 

Get Wall-to-Wall and Floor to Ceiling Knowledge! 

With the ICS Home Inspector Course, you'll learn all the 
fundamentals. Your course will show you how to check the 
complete home site, spot hidden defects in structural 
supports, inspect the interior walls, floors, ceilings, heating 
systems and more. You'll learn inspection procedures for 
insulation and air quality, plus how to do pollutant 
inspections and energy audits. 

In Less than a Year, You Can Be Making Money as a 
Home Inspector 

Earn your Career Diploma in as little as nine months or 
take up to a year—it’s up to you! You'll get the knowledge, 
the materials, a variety of “tools of the trade” and the 
confidence you need to start doing home inspections. The 
lessons are clear and concise with easy-to-read diagrams. 
And with DIAL-A-QUESTION’, our 24-hour toll-free 


SIDING AND 
RAIN GUTTER 


mean ins cay, 
rofitable 

Ki | in your 

spare time! 


hotline, you also get advice and instruction from our 
qualified educators and consultants, 
Training that’s Convenient 
And all of it—lessons, supplements and equipment—is 
sent right to your home! There are no classes or seminars to 
attend—you study when it’s convenient for you! 
The training you receive is accredited by the 
Distance Education and Training Council. The aN 
Distance Education and Training Council is kh 
recognized by the U.S, Department of Ys o) 
Education to accredit all home-study schools. é 
Get Started Now! 
Send for free information and find out more about a career 
as a Home Inspector. Enjoy a profitable career or earn extra 
cash with a part-time business! 


f my fad 


2 


Call ‘anytime—24 hours a day, 7 days'a week, 


LEARNING == School of Property Management 
Dept. ABDS95S, 925 Oak Street, Scranton, PA 18515 


re 
i 
t 
t 
t 
| YES! Rush me FREE FACTS on how | can train at home in 
q ‘spare time to be a Home Inspector, make great money and 

1 even start my own business. | understand there is no obligation 
| and.no salesman will visit. 
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PLEASE PRINT 
Name. Age. 
Address, Apt. 
Giy/state, Zp. 
Phone { } 
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Continued from page 67 
A ladder made 

to reach the top bunk 

| Cut the ladder sides (R) to 
shape, using the Ladder Side 
View drawing for reference. 

2 Mark the dado and slot loca- 
tions on both rails. Cut the slots 
to shape. Note that the pieces are 
mirror images of each other; be 
careful not to make two left-hand 
or two right-hand ladder sides. 

3 Transfer the full-sized ladder 
catch outline to 34" stock, and cut 
the catches (T) to shape. Glue 
them to the top of the ladder 
sides (R) where shown on the 
Ladder Side View drawing. 

4 Rout %" and %" round-overs 
along all edges (including the 
hand-hold slots), where shown 
on the Ladder drawing. 

5 Using your tablesaw fitted with 
a dado blade and a long wooden 
extension attached to your miter 
gauge, cut four dadoes at a 10° 
angle in each side piece where 
marked, Mark screw-hole center- 
points on the outside face of the 
sides, centered over the dadoes. 

6 Cut the steps (S) to size, bevel- 
ripping the front and rear edges 
at 10°. Using a %o" veining bit, 
rout a set of grooves in each step 
where shown on the Ladder 
drawing. Glue and screw the 
steps in place. Sand a %" round- 
over along all edges of the steps. 


Finishing and 

final assembly 

I Finish-sand the beds, side and 
headboard safety rails, and lad- 
der. Apply a stain if desired (we 
left ours natural). Apply the fin- 
ish, lightly sanding between coats 
with 320-grit sandpaper. 

2 Reassemble the beds in the 
bedroom, screwing the plywood 
bottoms (K) to the top of the 
cleats (J). If used as bunk beds, 
use the holes in the safety rail 
supports (Q) as guides to drill 
mating holes in the top bunk bed 
rail (). Screw the sides and head 
safety rails in place. ® 


Written by Marlen Kemmet _ Project Design: Dave Ashe; James Downing 


7/64" pilot hole 
Ve" deep 


3/4" dadoes 


LADDER — 


hoe ‘ 

{Ye grooves Ve oop 
ie" canterio- enter P 
(4 grooves per step) 


a x 11/s" FH. wood screw 


~ 
~ 


5/s2" shank hole, countersunk 
Vs" round-over in all hand holes 


Ve" round-overs 


FULL-SIZED PATTERN 


Illustrations Roxanne LeMoine — Photographs:King Au; John Hetherington 
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ORDER 1-800-328-0457 MAIL ORDER HOURS M-F 7:00-5:30 C.S.T. SAT 8:00-1:00 


DELTA TOOLS 


{2a Bern Dl rs a 
oer 8 8 
1B Bench Top Pan 
FREE Sot ol extn nos iced | 
38-220 10° Compound Mite Sav. 380 
ZENO Ber Ban $n dR 
‘NEW 12" Band Saw 
20° Boneh Sco Saw. 
NEW 6 spd Ben 
Hallow Chisel Moise... 
12 Wood Labs 
10 Racal Arm Sa “818 
6 Noloized Jin 408 
{4 HP 2 sage Dust Clot 483 
1-14" Sawbuck comp wlens 865 
S14 Compound Mie Sam 224 
0" Unlenca 
50" Data 
1or7H 


nie 


6" Dole dail nr 

8:14" Bulars Saw. 

10" Compound Mire Saw. 

10° Mire Saw 

10° Contactors $80 Han 

Siding Tab 

13" Planar w/ sand 2 HP. 

68 Joitar w/ mobile basa . 

Contractors Table Saw. 

94-444 Saw w!0 Unitonce. 1200 

above saw comes w/ mobile base 
‘28-265 14" Band Saw wienc. sland 010 779 
‘above saw comes w/ mobile base & fence 

‘96-260 NEW 10° Sido Compound Saw625 489 


MILWAUKEE TOOLS: 

NEW Sawzall with case. 

above Sawzall wiwited 

‘9,6V Drill Kit with 2 batteries ..332 1! 

etm 

Me Dit 6Amag 0880 27 

V2" Dill 4,54 mag 0-600 mpm 237 

{Nr 5a 01000 pm 198 

‘8° Dll 3.8 amp 0:1000 rpm.195 

VB close QUAN! DI nnn 8ST 

‘V2! close quarter Dri. 

pea 

0546-1 wibits, 1/4" chuck, & past 
final | SawZall with case. 2s 

ifemeecan 

Pe clea ae 

Percent 

on san tees eerie 


ght angle Ol 
Router SP 
Te Ui whyesedshan da? 
4/2 Grinder wicse& access. 208 
Gun 0.2500 84 anp.. 
TA Cea Saw 19 ap. 
6965 whence & carbide blado 228 
£565 ylencecarb, tide cse249 
TV Worm DN 830.980 
Top Hand Jig Saw 
10M SW nnn 
5400 w carbide blac 8 
NEW 10" Compound Mire Sawada 
NEW 12V Hammer De 2 bata30 248 
NEW 12V Dill w 2bateres.985 229 


sebeegaae 


WAKITATOOLS 
Model Descript0n smenn--ren List Sale 


‘1720WE 38° vispd Dri Kiwi 2 bat..220. 109 
S0B00W $38" Saw KIRG.6 vot... 270 145 
ML900 incandescent 'S6VSale ST 
DASSIDW 96" angle Dra Kit 3.6 vol..312 178 


[832002-4 7.2 vol Battery 


NEW CORDLESS DRILLS. 

WITH HIGH CAPACITY BATTERIES 
|s20201/G9.6V 3" Dall KRW LED batt 390 
1521200 12V 28" Dit Kitw! LED batt 412 
|63120WG 12V 1/2" Dol Kit w/ LED batt 432 
|52010WHE 9.6V 3/8 Dr Kit wi 2 batt. 951 
J62110WHE 12V 3/8" Del KR wi 2 batt. 968 


SOO7NBA 7-1/4" Saw wielectr brake...283 


EFA 


19008 3-1/4 Planer wih case... 244 
[NQ514B 4" Disc Gander 4.6 amp... 111 
SO cna Pel ae ah 


ait 
405.8 Dil Rev. 02100 pm 
S510LVR 98" Dil Rev. -1050 pm, 
S9128R 12a Re 8 apn 80 
S401 4°24" Balt Sandor whag . 378 


Srakicaciasacss 


Hypo 
OOTND 7.1 Chea Sw 19 ap 22 
‘5007NBK 5007NB Saw w/ plastic case Sale 

10" Slide Compound Saw .... 946 


Nall 1-78" - 341M", 
Now oe ese 138 98 
‘St 51172 990 
Fram, Nales Cip Hd 29-12" 690 
Fram, Naller-Full Ho 2°3-1/2" 638 
NEW Finish Nar 1-1/4 2472871 


Stapler 15 gauge... oo 
‘S928X-1_ Finan Stapler -12"- 1-98",.275 
S82SK-1KS32SX-2 wih casa & ol... 

PC5000-1 NEW Power Crown Stapler. 300, 


‘SKIL SIZZLERS 
‘2795-04 12 vol cordless Oil Ki. 
‘2796-04 2735-04 wih keyless. 
1605-02 Biscut Joiner witase.. 
‘3400 _ 10° Table Saw - Bench Top... 270 
TT Farvous 7-1/4" Worm Drive Saw Sale 
TIM NEW 77 Mag Worm Saw - 

2 Po lighter than Mode 7 an She 


‘QUICK DRIVE KITS 

$$G-2000. Sub/loor/crywall, drives screws 1*~2", 
‘complete kt incl exlension.705 485 

80-3000 Docisubloor, chives screws 2-31 
‘completo kit inc extension.906 695 


FREUD CARBIDE TIPPED SAW BLADES 
5/8° Bore «Industral Grade 
tem Description Teeth List Sale 
LU72MO10 Gen Pur ATB.10'40 69 
Cuszmoto 


Lusanott 
LLusswor0 
Lur2Mor0 
Lu7awoi0 
Lus7No}0 
LugsMor0 
Lugemor0  Liimate 10" 
LU91M010, Compnd Mire 10° 60 
F410 NEW Quit Blade 10° 
Fee Ternsng 

iA Fish 
‘TKS06. 10° Combo 50 
$0308 8° Dado. Carbide 
‘$0506 6° carbide wloase & shims 
‘$0508 8° carbide wlease & shims 
F1Q. 2-1/8" 9/4" Biscuit 1000 Gly 
Fa) 2.94". 1" Bsc 1000 Oty 
FA Assorted Biscuits 1000 Oty 
FB100 16 pleco Fosiner BI Set 338 
{84100 5 po, Router Bit Door System 320 
‘TRONS. 10° Side Cnpd Mite Saw 668 
TEMES vn Png Rte 10 


GaeSenes: 


BNUSLSRSRSSHRS 
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338, 
FREE FREIGHT TO THE CONTINENTAL STATES ON EVERY ITEM + GIFT CERTIFICATES NOW AVAILABLE 


PANASONIC CORDLESS 
EYB20SEQK Same as EYE2OSEC but comes 
ih Ronan btrynnann 988.192 
EY6207BC NEV 12 vl 12" Del ways chuck 
Yar speed w/5 min, charge 8 case. 420 
EY6202EQK Var. pd 96 vol rl wih 15min 
charger, case & NEW Ironman balay S15 169 
EV628210KW 9. vol Dil iw bat 395.162 


batt - 10% more pwr than EV62210KWV905. 165 
J EVE100CAKW NEW 12 volt Del Kt with 


$5 minute charger aun 420 198) 
| EYB100EOK NEW 12 volt Ort t wih NEW 
iconman balay, 15 min. charger, & os837S. 199 
JEYG1O0EOKW Same as EV100EOX but 


ES 


Airy Air Ni 


02418K 
red Nader 98 918" 
‘Same as Senco .P-20 
List 180 Sale $8 


o2s0sk 
Bead Nar 34°" 
List 296 Salo 164 


06268K 
1° Crown Stal 1° 
List 194 Sale 104 


0635SK 
WM" Crown Sipe V2.1 9 
San as Sarco SKS 
List 310 Sale 175 


24 
iow Mut pupose nade & taper 
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FREE FREIGHT TO THE 
48 CONTINENTAL STATES ON EVERY ITEM 
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TOOLS ON SALE™ 


DEWALT TOOLS 
Model Description... 
W964. 7-14" Cic. Saw 
[DW94SK-2 12V cals Dr Kit wi2 balt..308 
[DW944K-2 9 6V ccls Ora Kit 2 bat ..283 
DW610 1-1/2 HP 2 handle Routet ..274 
W411 14 shoet Palm Sander.——---97 
(DW100. 36" Dri, 4 amp,0-2500 rpm...118 
[DW682K Biscuit Joiner with caso...29 
(DW705_ 12" Compound Mi Sav....708 
[DW625__SHP var. spd PlungeRouter. Sale 
‘DW625 Router comes with FREE 
[DW6966 Fine Depth Adjuster! 
‘DW930K NEW 12V 5-98" Trim Saw Kit.970 
(DW935K NEW 14.4V 518 Thm Saw Kidd 
1DW895K comes with FREE 
D908} battery! 
DWE75K 3-1/8" Planar wih csso, 
W431 321 wepd Bet Sander. 
DW42i_5*Paim Random Orb Sander 125 
DWA44_& Ran Orb Sander-PSA pad...266 
1DW483_DW/444 whook & loop pad..266 
[DW679K NEW Laminate Trenmes Ki... 964 
DEWALT CORDLESS DRILLS. 
[DW9S2K_ 9" vispd wiwo 9.6V bat..280 
[DW9S9K 3/8" vispd wlone 12V bat... 906 
[DW962K-2 3''Wisp wihwo 96V XA batl.324 
[DW972K-2 3'visp Who 12V XR bat. 352 
‘above dill comes with FREE bit set 
[DW981K  8'vep wone 14.4V XRbata70 
‘DW991K-2 above il w/2 balers... Sale 
‘Above oil kits come wi charger & steel case! 


HITACHTTOOLS 
CBF 8-12" Side Compound Saw 1400 575 
CIOFS 10° Sige Compound Seii.n.1585 745 
PHER 12.832" PlGfnnninmninan ATO 815 
PY2RA, Planerdoiner. 015 
GI2SA 4-12" Ginder 69 anp. 

[NRB3A. Fram Naller2~3-1/2 Ful Head700 


NTGSA._16.ga. Brad Nader 1 
[NVASAB Col Roofing Naler 78 -1-04.760 


‘BIESEMEVER FENCES 
B50. 50° Commar. Saw Fence,..345 
‘SQUARE 82 52* Homeshop Fence..270 
‘TSQUARE 40 40" Homeshop Fence. 289, 
TTSQUARE 28 28° Homeshop Fence..249 
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aw Open 
TemmLangth Cap Uist Sale 
“ 8 4 19.76 117 
Wh Bt 2263 1280 
m 12 Be 2595 1450 


PONY CLAMP FIXTURES 

Mode! Ust Sale 
‘50 34 Black Ppo Clamps 1487 7.60 
52 V2" Black Pipe Clamps 12.40 


BOSCH 
Model Description List Sale 
$887VS. NEW Top Hand "CLIG‘ig Sawae2 149 
YSSIVS. NEW BartsCLIC‘Ig SaW...285 148 
‘Bosch Metal Case for above Jig Saw 38 32 
‘Bosch 30 blade assortment for Jig Saws... 28.99, 
15RAVS or 1587VS. 
sf le) ease and 30 Bosch blades Sale 109 
12720 3° x24" Bol Sender wih bag. 875 
Y2790 _4°x24" Bol Sandor with bag. 380 
{12t2VSRBuidog 34°SDS Ri De. 890 
NOHTAK 4-1/2" Ginder wie 8 access, 185 
194VSR12" var. speed Hamner Dil. 282 
N3B4VSRKabove Hamm Or wlase. 313 


Box 

of6 
58,00 
68.00 
78.00 
Tote 
of 12 
23.95 
7180 


604A 1-3/4 HP 2 Handle Router. 
Y6OAAK same as above wlse & aco. 318 
608A 1-9/4 HP D-handle Router... 295, 
‘327ODVS3 x21Wispd belt sander w/baga270 
‘ATADVSVvar, spd A x24" Belt Sandor 415 
1814EVS 1-1/4HP vip Pe Router 288 
‘GISEVS 2HP viep Punge Router... 359 
‘IBISEVSS HP vispd Pipe Row en 505 
‘1632VSRK Foc Saw B 4A or-vspd 25, 
‘3050VSAK 9.6V ces wisp Dri Ki comp288 
'3051VSRK S0SOVSRK wikeyless chuck 209 
‘3054VSRK(12V Dri Kit w/ 2 bates... 990 
3300K NEW 12V Del Kt w2 batt. 349 
‘3310K NEW 12V Thandie Dit Kit «348 
SN10K NEW S.6V T-handle Dal Ki ..320 
‘3283DVS 5* Random Orbit Sander... 169 
‘S2B9DVSK 2830S Kitcomplete... 198 
‘3725DVS NEW 5" Random Orbit Sandor258 
‘ST2TOVS NEW 6" Random Orbit Sander268 154 
BBYBSOK NEW Bisclt JN ron 289 155, 
87000 NEW Comer etal Sander...122 68 
87001 7000 wi variable speed... 158 95 
B4050_NEW In Line Bg SW moe 198 115, 
TRBOEVSNEW SDS. 1-1/2" Fy Hen685525 
ANZA1EVSNEW SDS-max 1-54" Rotary 
Hamme enacnnnnnns 4996 809 
{112236VSNEW SOS-max 2 Rotary Hmri548929 


‘AEG POWER TOOLS 
Model Description nenom Lat 
‘TXE1S0_ 6° vat/spd Ran Orb Sander. 204 
HBSE7SS 97:21" varlspd Bolt Sander 308 
‘BSPEYOOX Top Handle sig Saw wicase 20 
FSPE1OOX Barrel Grip Jig Saw wicase 274 


eo ee 
— 


BLACK 8 DECKER 
2694 7-114" Super Sawcal wicase ..285 
2695 6-1/4° Super Sawscal wicase 328 


DAviO WHITE 
LP6-20 Sight Level packa 


{LT#-300Pabove Level wopical pium 824 
T6900. Level Tran = 20% enn 8 
‘ALT6-800Aulomalic Level «Transit 1x698 
AALTP6-S0dabove Level wiripod& rod .708 
‘ALPS-18HDabove Level wiipod & r0d570 
MLNOOT NEW Laser LEVEL non 1098 
ML100 NEW Lasar Love widelecior1 2491075 


RYOBI SPECIALS 
REG00. 3 HP Plunge Router. 

BES21_ 3° 21 var. spd Bel Sander 910 
‘TFD222VAK 12 cordless Dil Kit... 065 
BT3000 10° Table Saw withstand. 1125 
API2 12° Bench Planar 84 


‘038450 scilating Spindle Sander...240 
DCSOO NEW Dela CarV6 nan 120. 
‘T8200 NEW 8-1/2" Shde Comp. Saw.005 


8000 3/8" yal close qt Dr 
feo) SAN Random OO Sand 130 


i FEIN Trangie Sandor Kl. Sale 
‘Max625 FEIN New Ar Triangle SarderSale 189 
‘Lamello Now Cordis Biscut Jonar.695 549 
[LPNG72 PONY Aic Palm Nadler wiglovaSale 94.99 
RTWOY ROTOZIP rywal cutout Union 66,95 


rallholder combo $3. 39) 

ay 8 (canbe neo) Satct 1%, 
Will Jack, 67100 
Lots of 4 deduct additional 10% 


$572 HP Rou 8a 
15172 HP Router O-handin.. 285 
11/2 HP Plunge Router Base 820, 
Plunge Router BAL. nnn 125 
4-172 HP Rout Shap 00 
Heavy Duty Shaper Ta 280 
3°21 Bot Sander wl bag 200 
3°21 Bot Sandor wih bap,200 
3321 Bot Sandor wbag wpa 305, 
3°x 24 Bol Sandor vah bsg.385, 
3° 2¢ Bolt Sandor wo bag 345, 
4°24 Bot Sandor wi bag.060, 
We Sagara we 28 
Porta Plane Ki arp. 

V2 shoot Pad Sando 

Top hand Jig Sow 48 

Spoed Block Sandor 1 shoot 110 
Bla er wot ereae 
& Saw Boss 9 arp. 

Saseonp wee & cab idan 
TIGER CUB Rec $8¥ wnun210 
Ful va ec Saw a 70 


58.amp Diywall Cutout Li 140 
56 amp Lamialo Tino. 165, 
Laninae Timer Kit comp 360 

5 Fin Ot Si ease. 245 
7335 w case & dst plckup. 

£8 Find Orit Sandor w/ cose 280 
7336 9 case & dust pick ip .204 
Dust Collection sem .nnunn.34 2450 
-1AHP vod Plunge Ruler 610.275 
12V 9" Dil w/keveeschuck280. 154 
12V V2" 2 sp vp Drilwies.335. 178 
12V bate or above dls..Sale 45 
Pain Gi Ros Orit Sander 120, 
above Sander wih dst bag. 195 
33 Sander wil PSA pda 195 
‘V4 Shoe! Ot Sod Ww 
Pocket cuter wit casa, 

10° *Lazeoc Mite St nn 694 
Production Lamina Timer. 250, 
TVA Framers Cte Sa nc295 
47 Saw la a 80 


Wty as ae sds 
New Tiget Recipr $a i290 


PRODUCTIVE 
PRIVATE FORESTS 


About 73 percent of the pro- & 


ductive forest land in the 
United States today is pri- 
vately held. And this land 
provides 80 percent of the 
nation’s timber-harvest 
volume, according to, 
the USDA Forest 
Service® 


* 


A CENTURY OF 
POWER TOOLS 


Today's woodworkers 
take power tools Y, 
for granted. There seems to 
be one for every task. Up until 
100 years ago, though, there 
were no electric-powered tools. 
Then, the world’s first electric 
power tool, a hand drill, was 
invented by two mechanics of 
Wilhelm Emil Fein at the C.& E. 
Fein factory in Stuttgart, 
Germany, in 1895. It weighed 
16% pounds and drilled a %2" 
hole. Later Fein innovations and 


: your gift list? You hay 
rly a year to do it. ‘That's right 
WOODs» magazine’s 1996 Build- 
A-Toye Contest (see page 
36) has a new dead- 
line. Rather than the 
traditional February 1, 
we've rolled it ahead 
to September 1, 1996. 
As usual, though, toy 


The world's first electric power tool, 
the Fein Electric Hand Drill, 1895. 


improvements included the flexi- 
ble drill shaft (1898), a hand drill 
with aluminum components 
(1900), three-speed drill (1903), 
and power tools with universal 
AC/DC motors (1912), 


old 
Marine Corps Reserve's 
Tots Program in time for next 
year’s Christmas season. 
That way, your toy entry 
will bring happiness to 
a child or two or even 
three, And, you might 
even win one of the 
great prizes. 


It was June 12, 1993, and Herb 
Bynum of Gadsden, Alabama, was 
heading to work. But he couldn’t 
help stopping to admire the roof 
trusses that had gone up only yes- 
terday atop the stud walls of his 
new two-story, 25x32' shop (see 
photo /eft). 

Herb’s joy suffered quite a blow 
a few hours later, though, when 
he was called to the phone. His 
wife was og the line to inform 
him that the tornado that just 
whipped through town had 
brought down the top of an oak 


Above left. It took Herb’s dad, uncles, 
and a friend with a crane a whole day 
to raise the new shop's roof trusses. 


Left. In no time the following day, a 
tornado wiped out all of the previous 
day's (plus many weeks’) work . 


104 ae Ein thistartic 


SO YOU THINK YOU’VE GOT TROUBLE! 


tree and wiped out all the work 
that had gone into his shop-to-be! 
We found out about this inci- 
dent when Herb responded to 
the article “More Home 
Workshops That Work” in the 
January 1995 issue of WOOD mag- 
azine. He told us the sad story 
and enclosed the photos—plus 
ones of the rebuilt shop. Yes, 
there is a happy ending. Herb had 
insurance that covered most of 
the damage, and he was able to 
salvage much of the framing lum- 
ber. Now, according to his letter, 
he’s in full operation in his fledg- 
ling cabinet business that he has 
always dreamed about. So, all the 
best of luck, Herb. You really 
deserve it! # 
Photographs: Courtesy of Herb Bynum; 


Fein Power Tools 
Illustrations: Jim Stevenson 
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You'll notice a difference the first 
time you squeeze the handle. 
Starting with the fact that you can 


actually squeeze the handle. 


(©1995 The Stanley Works "DuPont polyester kn, 


Our new Sharpshooter’ staple gun 
takes only 19 pounds of force to 
drive a staple flush. (That's a third 
less than our leading competitor) 


Italso has an anti-jam staple core. 


And a patented double-bumper 


system that helps reduce recoil 


and hand fatigue. This intense 


attention to detail sets Stanley 


apart from other tool companies. 
Its what led us to design a garage 
door able to withstand a hurricane 
anda tape rule that's Mylar:coated 
for durability. And its something 
we're quite confident you'll notice 


every time you pick up one of our 


PSTANLEY] 


products d 
helps you do things right. 


A tablesaw built 
with you ir 


‘TWO YEAR 
LIMITED WARRANTY 


During the two years 

we spent designing our 
totally NEW 10" tablesaw, 
we asked woodworkers 

like yourself what features 
they wanted in a saw. 


This is what they told us. 


Totally enclosed, fan-coled 


Quick-release precision Dust hood with 4” outlet is Heavy-duty push button 
JETFENCE® allows smooth, built-in for easy hook-up to motor. Quick-connect plug switch positioned for 
accurate adjustments on your collection system. requires no wiring; just plug convenience and safety. 


either side of blade. in male and female 
connectors. 


For the name of the JET 


al = T dealer nearest you, call 
EQUIPMENT& TOOLS 1-800-274-6848. 


WwooD. MAGAZINE'S 
UIDE TO WOODWORKING SCREWS 


TRADITIONAL WOOD SCREWS 


(Actual Sizes) 


PRODUCTION SCREWS 


ANATOMY OF A WOOD SCREW 


(Actual Sizes) 


Gauge 


9 


6 8 10 12 Counterbore 


Head-Bore Size 


°@ 


11/64" 


+) 


23/64" 


diameter 


°o10o\o0 


17/64" | 11/32" | 23/64" | 7/16" 


Shank-Hole Size 


7/64" 


9/64" 


11/64" 3/16" 


7/32" 


ANATOMY OF A PILOT HOLE below 


Pilot-Hole Hardwood 


Size 


e 
5/64" 


e 
3/32" 


178" 1/8" 


9/64" 


Softwood 


1/8" 


Available Lengths 


SINGLE LEAD 


so that one revolution drives the 
screw one pitch length (the dis- 
tance between two threads. 
Found on most types of 

wood screws, 


Phillips-Head Point Size 
Square-Drive Bit Size 


Plug/counterbore 


diameter 


Wood plug- 


Shank diameter— 


Pilot diameter — 


ANATOMY OF A PILOT HOLE 


TRADITIONAL 

WOOD SCREWS 
These require dif- 
ferent diameters 
for the pilot and 
shank holes. The 
shank hole must 
go all the way 
through the upper 
workpiece to pre- 
vent the two 
pieces from being 
pushed apart by 
the screw threads. 


Counterbore: 
Countersink 


Shank hole 


Pilot hole 


Pilot-hole 
diameter 


One thread wraps around the shank 


ANATOMY OF A PRODUCTION SCREW 


HEAD TYPES 


(Includes drywall, deck, and pocket-hole screws) 


| siotes or Phillips drive 


Wide shank 


—Tapered root 


Blunt threads 


Blunt point 


THREAD TYPES 


Counterbore 
_diameter__ 


| 
—|— Square, Phillips, or 
| combination drive 


—— Narrow shank 


— Straight root 


—— Sharp threads 


hs. 
——— Sharp point 


DOUBLE LEAD 

Two threads wrap around the shank 
so that one revolution drives the 
screw two pitch lengths. Good for 
fast driving, especially with 
longer screws. Reduced 

pull-out strength. 


WOODCUTTING 

Small serrations on the threads saw 
into the wood as the screw is driven. 
Reduces the chances of splitting 

the wood and the need for 

pilot holes. 


FLAT 

The most common screw head type. Used 
for general fastening. Requires a counter- 
sink in workpiece. 


TRIM 

Narrow-diameter head looks and acts like a 
finish nail. Eliminates the need for a counter- 
sink and counterbore. 


OVAL 

Head projects above surface of workpiece 
for a decorative effect. Also prevents rough 
edges that occur when a flathead screw 
doesn’t countersink perfectly flush. 


BUGLE 

Tapered head snugs screw into the work- 
piece without requiring a countersink, Found 
on drywall and deck screws. 


NNANNHANY 


SELF-SINKING 

Nibs on the underside of the head cut the 
wood to create a countersink as the screw is 
driven. Use when the head will sit flush with 
the workpiece. 


ROUND 7 

Flat bearing surface under head distributes 
load evenly when attaching metal to wood. 
Some decorative uses. 


ROUND WASHER 

Built-in washer under head distributes load 
over a wide area and helps hold soft, thin, or 
brittle material. 


PAN/TRUSS 

Large, flat head allows some latitude in posi- 
tioning hardware such as hinges and drawer 
slides. Also found on pocket-hole screws. 


DRIVE TYPES 


SLOTTED 
Found on many traditional and brass 
screws. Prone to slippage, which may 
cause the screwdriver to mar the surround- 
ing wood, 


PHILLIPS 

Found on drywall, deck, production, and 
some brass screws. Self-centering design 
less likely to cause slippage, but head may 
strip when excess torque is applied. 


SQUARE 

Found on production screws, the square 
recess eliminates slippage and won't strip 
out the head. Tight fit enables the screw to 
cling to the driver. 


COMBINATION 

Found on some production screws. 
Designed to be driven with a square driver 
and removed with either a square or a 
Phillips driver. 


BLUNT POINT 

Found on traditional wood screws. 
Requires a pilot hole for starting screw 
into wood. 


SHARP POINT 

Found on production, deck, and drywall 
screws. Prevents the tip from wander- 
ing when starting a screw without a pilot 
hole. 


AUGER POINT 

Found on pocket-hole and some pro- 
duction screws. Slot helps screw tap 
into wood and clear chips. Reduces the 


PILOT-HOLE TOOLS 


PRODUCTION 
SCREWS 

In most cases these 
only need a single- 
diameter pilot hole 
drilled through both 
workpieces. Clamp 
the pieces tightly to 
prevent the screw 
from pushing them 
apart. Counterbore 
when needed. If 
secure clamping is not 
practical, drill a shank 
hole equal in diameter 
to the outside diame- 
ter of the threads, 


Single-diameter 
pilot hole 


Each tool (except the countersink) comes in sizes that match the most 
common screw sizes, typically #4 through #12. 


—- == > 


FLAT PILOT BIT 
Drills the pilot hole, shank holes, countersink, and counterbore all in one 
step. Can leave a rough surface. 


COUNTERSINK WITH PILOT BIT 
Drills the pilot hole, countersink, and counterbore in one step. Set screw 
on the side permits adjustment of the length of the pilot bit. 


COUNTERSINK WITH PILOT BIT AND NOSE PIECE 
Drills the pilot hole, shank hole, countersink, and counterbore in one 
step. Set screw permits adjustment of the length of the pilot bit. 


FULLER TAPERED PILOT BIT AND COUNTERSINK 
Drills the countersink and counterbore, and makes a tapered pilot hole 
which accurately fits the profile of traditional wood screws. 


COUNTERSINK 
Drills the counterbore and countersink to create a proper fit for the 
underside of traditional and some production screws. 


SOLID MATERIALS 


Aluminum 
Pros: Will not rust, lightweight. 
Cons: Expensive, soft, will cause corrosion when in contact with other metals. 
Uses: With aluminum hardware. 
Brass 
Pros: Resists corrosion, decorative appearance. Easily buffed to a high gloss. 
Cons: Soft, easy to strip threads or head. Use oversize pilot holes. 
Moderately expensive, 

Uses: To match brass hardware. In oak to prevent the staining 

caused by ferrous materials, 
Silicon bronze 
Pros: Excellent corrosion resistance in marine or wet environments. 

Helps prevent wood rot around screw holes. 

Cons: Stronger than brass but less strong than steel. Expensive. 

Use oversize pilot holes. 
Uses: Boats, decks, and structures exposed to salt spray. 
Hardened Steel 
Pros: Strong, low cost, wide availability. 
Cons: Rusts when exposed to moisture or high humidity. 
Uses: Indoors and anyplace the screw head will not show or be subjected to moisture. 
Stainless steel 
Pros: Strong, excellent corrosion resistance when exposed to salt water or spray, 

or woods with high tannin content. 
Cons: Expensive. 
Uses: Marine environments, decks, pressure-treated lumber, or projects with redwood or cedar. 


Black oxide 
Pros: Low cost. Coating provides rust resistance during storage. 
Cons: No long-term corrosion resistance. 
Uses: Drywall, general construction, indoor applications only. 
Bronze 
Pros: Decorative, antique-brass appearance. 
Cons: Limited corrosion resistance. 
Uses: On antique hardware and darker woods where brass 
might appear too bright. 
Zinc 
Pros: Limited corrosion resistance, bright silvery appearance. 
Cons: Less corrosion resistant than galvanized zinc. 
Uses: With matching hardware or light colored woods. 
Indoor applications only. 
Galvanized zinc 
Pros: Good corrosion resistance, medium-priced alternative 
to stainless-steel screws. 
Cons: Less durable than solid stainless steel. 
Uses: Projects using redwood, cedar, or pressure-treated lumber. 


likelihood of wood splitting. 


TRADITIONAL. 

The shape and design 
of the traditional wood 
screw has changed lit- 
tle over time. Some 
new versions use a 
Phillips drive. Although 
they require you to drill 
separate pilot and 
shank holes, many 
woodworkers still use 
the traditional screws 
in antique or reproduc- 
tion pieces that call for 
matching hardware. 


PRODUCTION 
Originally designed for 
use in furniture facto- 
ties and cabinet 
shops, these screws 
work well in solid 
wood and also provide 
excellent holding pow- 
er in plywood, particle 
board, and medium- 
density fiberboard. 
The sharp threads 
help to prevent the 
wood from splitting, 
and the hardened 
steel shanks reduce 
breakage. 


0 


DRYWALL, DECK 
These resemble pro- 
duction screws except 
for their bugle heads. 
Drywall screws have a 
black-oxide coating 
and often employ a 
double-lead thread. 
Deck screws come 
with a variety of anti- 
corrosion coatings. 
Drywall screws lack 
the strength of pro- 
duction screws. Both 
types also come with 
a smooth (unthread- 
ed) upper shank. 


POCKET HOLE 
Combining a_pan- 
style head with an 
auger-point tip on a 
production-style 
screw shaft yields a 
pocket-hole screw. 
The auger point helps 
prevent wood splitting 
when driving these 
screws into end grain. 
The flat bottom of the 
pan head helps to 
clamp the workpieces 
together by seating 
the screw tightly in the 
pocket hole. 


POINTERS FOR WORKING WITH SCREWS 


Dowel hole 
Pilot hole 


End grain SS 
Screw drives into and—7 


through dowel 


ANCHORING WOOD 
SCREWS IN END GRAIN 

To enable screws to get a better 
grip in end grain, bore the lower 
workpiece perpendicular to the 
pilot holes as shown, and glue 
dowels into these holes. The 
long grain on the dowel sec- 
tions will hold the screw threads 
and resist pull-out better than 
the end-grain fibers. 


Thickness 


ey 


3 x thickness 


\\ ee 


CHOOSING THE RIGHT 
SCREW LENGTH 

A screw should measure three 
times as long as the thickness 
of the the top workpiece. Keep 
in mind that end grain has less 
holding power, so add 40 per- 
cent to the screw length when 
driving screws into the end of a 
board (or use the technique 
shown /eft.) 


JOIN RAILS TO STILES WITH 
POCKET-HOLE SCREWS 

In situations where convention- 
al screws are not long enough 
to penetrate both workpieces, 
make a pocket-hole joint. With 
a pocket-hole jig, drill two 15° 
pocket holes through one work- 
piece. Then, drive pocket-hole 
screws into the holes and 
adjoining workpiece. 


STEEL BEFORE BRASS 

To prevent damage to soft 
brass screw threads, drive the 
same-size steel screw into the 
pilot hole first. Then, back out 
the steel screw and drive the 
brass screw into the hole made 
by the steel screw. 


NO SOAP, JUST WAX 

When used as a lubricant for 
screws, soap will corrode met- 
als and stain wood. Don't use 
it. Instead, dab the end of your 
screws in paraffin wax. This will 
give you astain-and corrosion- 
free lubricant. 


GAUGING UNKNOWN SIZES 
To drill a pilot hole for an 
unknown size of screw, choose 
a drill bit that matches the 
diameter of the root of the 
screw in question. 


CATALOG SOURCES 
Grizzly Imports 

P.O. Box 2069 
Bellingham, WA 98227 
800/541-5537 


Leichtung Workshops 
23297 Commerce Park 
Beachwood, OH 44122 
800/321-6840 


McFeely's Square 
Drive Screws 

1620 Wythe Rd. 

P.O. Box 11169 
Lynchburg, VA 24506 
800/443-7937 


Trend-Lines, Inc. 

135 American Legion Hwy. 
Revere, MA 02151 
800/767-9999 


Woodworker's Supply, Inc. 
1108 N. Glenn Rd. 
Casper, WY 82601 
800/645-9292 


Woodcraft Supply Corp. 
P.O. Box 1686 
Parkersburg, WV 
1686 
800/225-1153 
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MANUFACTURERS/ 
DISTRIBUTORS 


Bruss Fasteners 

P.O. Box 88307 

Grand Rapids, Mi 03070 
800/536-0009 


Cully Enterprises Inc. 
750 N. North Lake Way 
Seattle, WA 98103 
206/547-4085 


Deerwood Fasteners 
11136 Sam Furr Rd. 
P.O, Box 1505 
Huntersville, NC 28078 
800/438-5146 


Elco Consumer 
Products Corp. 

5910 Falcon Rd 
Rockford, IL 61125-7033 
815/229-0707 


Hafele America 
8901 Cheyenne Dr. 
Archdale, NC 27263 
800/334-1873 


Pan American Screw Co 
2125 Industrial Parkway 
Elkhart, IN 46516 
800/286-1756 


COUNTERSINK 
SOURCES 


Credo Co, 

2765 National Way 
Woodburn, OR 97071 
503/982-0100 


Insty-Bit, Inc. 

2310 Chesnut Ave. West 
Minneapolis, MN 55405 
612/381-1060 


W.L. Fuller, Inc. 

P.O. Box 8767 

Warwick, Rl 02888-0767 
401/467-2900 


MLCS Ltd. 

P.O. Box 4053 
Rydal, PA 19046 
800/533-9298, 


Penn State Industries 
2850 Comley Rd 
Philadelphia, PA 19154 
215/676-7606 


Sears 
(at stores nationwide) 


Vermont American Too! Co. 
P.O. Box 340 

Lincolnton, NC 28093-0340 
704/735-7464 


